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8/2/2016 GSA.gov Mail  RGA Report Regarding Fiberglass Insulation

James Philliposian  9P1PRC <james.philliposian@gsa.gov>

RGA Report Regarding Fiberglass Insulation 
6 messages

Luk, Wendy <Wendy.Luk@hines.com> Fri, Nov 14, 2014 at 1:18 PM
To: Joel Gomez  9P1PRC <joel.gomez@gsa.gov>, Rey Lagasca  9P1RC <rey.lagasca@gsa.gov>, Megan Stefani 
9P1PRC <megan.stefani@gsa.gov>, James Philliposian  9P1PRC <james.philliposian@gsa.gov>, "Sullivan, Peter"
<Sullivan.Peter@epa.gov>, "WARREN, CARL" <Warren.Carl@epa.gov>
Cc: "Revzan, Robert" <Robert.Revzan@hines.com>, "Chen, John" <John.Chen@hines.com>, "Tormos, Joe"
<Joe.Tormos@hines.com>, "Sharma, Sonia" <sonia.sharma@hines.com>

Attached please find RGA Environmental’s report regarding the fiberglass insulation in the fan room. The reports also includes
the clean up procedure of the fan rooms. There are no IAQ concerns with the insulation in its current condition.  This concludes
our documentation on the matter.

 

Thank you.

 

Wendy Luk 
Property Manager

Hines
95 Hawthorne Street | Suite 401S | San Francisco, CA  94105 
415.495.1050

wendy.luk@hines.com

 

 

HINES_Fan Room Fiberglass InstallationLtrRpt.PDF
77K

tel:415.495.1050
mailto:wendy.luk@hines.com
http://www.hines.com/
https://mail.google.com/mail/u/0/?ui=2&ik=94306d1a46&view=att&th=149b02ba341910b2&attid=0.1&disp=attd&safe=1&zw


November 12, 2014

Mr. Wendy Luk
Hines
95 Hawthorne Street, Suite 401-S
San Francisco, CA 94105

RE: Fan Room Fiberglass Installation
Multiple Floors
75 Hawthorne Street
San Francisco, California

Dear Ms. Luk:

RGA  Environmental,  Inc.  (RGA)  was  asked  to  provide  a  summary  as  well  as  a  professional
opinion regarding perceived issues stemming from an incomplete installation of a fiberglass
insulation system in air handling rooms servicing the 3 rd and 4th floors of the building located at
75 Hawthorne Street in San Francisco, California.

It should be noted that RGA did not provide any type of onsite consultation or oversight during
the initial event or subsequent efforts undertaken to reduce any resulting potential contamination.
Based on information provided by Performance Contracting Incorporated (PCI) and Turner
Construction (Turner), a probable sequence of events may have begun with a fiberglass
insulation system installation within the affected fan rooms which was not entirely completed
prior to reactivation of the building heating, ventilation and air conditioning (HVAC) system. Per
specifications, the materials placed within these areas were intended to be used with a secondary
layer, which serves as a barrier to prevent the substantial degradation of open fiberglass over the
service life of the product. This secondary layer was omitted, and the building HVAC system
may have been in service for up to five days under these conditions.

Upon  discovery  of  the  situation,  Turner/PCI  responded  with  a  remediation  strategy  which
entailed the application of a sweeping compound meant to prevent entrainment of fibers, manual
cleaning of debris, surface vacuuming using units equipped with high efficiency particulate air
(HEPA) filtration technology, and a final wipe down of affected areas using water. In addition,
exposed fiberglass surfaces were enclosed using polyethylene sheeting and duct tape to reduce
the potential for any further contamination. Turner/PCI each contend that, due to pre-existing



conditions, including the accumulation of general dust and debris within the affected fan rooms,
the extent of loose fiberglass debris within the these areas could not conclusively be determined
at the time of remediation, as such, these activities were intended to serve as a prophylactic
measure. In addition, onsite janitorial staff provided a wipe down and/or HEPA vacuuming of all
horizontal surfaces on the 4th floor on October 24, 2014.

While no data exists which could be used to quantify the extent of actual contamination which
may have occurred as a result of the presence of fiberglass within affected fan rooms, a number
of factors during the incident would likely substantially mitigate this potential. Firstly, the
prompt response of the involved contractors, as well as the current visible state of the insulation
in affected areas would seemingly preclude substantial degradation of the fiberglass products
during the interim timeframe. Secondly, the fan rooms themselves are equipped with filters
designated as Minimum Efficiency Reporting Value (13), which may be up to eighty to ninety-
five percent effective at capturing air contaminants down to 0.3 microns in diameter when
installed properly. These filters are supplemented with MERV-8 pre-filters which would be
expected to further increase capture efficiency of fibrous glass.

Regarding potential hazards presented by conditions noted within the building located at 75
Hawthorne Street, it should be noted that fiberglass is a very common constituent of numerous
materials typically present within a building including insulation, drop ceiling materials,
furniture and various other finishes. As such, some degree of fiberglass contamination would be
expected in an office type environment. Given the age and occupancy of the structure, it would
be difficult to determine whether or not this incident contributed to any exacerbation of normal
building air quality during the event timeframe. In addition, given the prompt remediation of any
potential contamination which may have occurred, such exposure to fiberglass materials would
be considered extremely transient in nature. While the chronic effects of occupational exposure
to fiberglass are not fully understood, acute effects are typically limited to irritation of the eyes,
skin  and  respiratory  passages.  It  is  RGA’s  understanding  that  no  such  issues  were  reported  by
inhabitants of affected floors during the period where elevated concentrations may have
occurred.

It should be noted that the opinions proffered within this report are based solely on information
provided by third parties, available literature and specification data as well as visible evidence of
building conditions. RGA was not present at site during the time of the original product
installation or subsequent remediation activities. RGA understands that no actual exposure data
related to airborne or surface concentration of fiberglass were collected at any point. Therefore, it
is impossible to conclusively determine conditions which may present within the building, either
as a direct result of the captioned sequence of events or on an ambient basis.



RGA appreciates this opportunity to provide our consulting services to Hines.  If you have any
questions or need additional information, feel free to call me at (510) 899-7025.

Sincerely,
RGA Environmental, Inc.

Industrial Hygienist, CIH #10471 CP, CSP #23644

Karin Schroeter
Senior Project Manager, CIH #10246 CP, CHMM #09059
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GSA Pacific Rim Region 

U.S. General Services Administration 
50 United Nations Plaza 

2nd Floor, Rm. 2255 
San Francisco, CA 94102-3400 

www.gsa.gov 

Transmitted Via E-Mail 
January 23, 2015 
 
Charles Kuntz 
Hines 
95 Hawthorne Street 
San Francisco, CA  
 
Re: Coordination/Communication/Contractor Oversight 
 
Dear Mr. Kuntz, 
 
I would like to bring several issues we’ve experienced over the past week to your attention. The notification 
process that was in place during the first phase of the project assisted the Government in avoiding issues with 
tenants occupying the space during construction. Unfortunately, there was a lapse in communication which 
resulted in several issues over the past week. The issues we experienced included: 
 

 A strong solvent smell permeated throughout EPA occupied floors between floors 12-20 due to 
painting that took place on the roof next to the HVAC air intake. As a result, EPA employees had to 
vacate the affected floors for the day as a safety precaution. 

 Subcontractors performed core drilling over the weekend without protecting tenant equipment or 
providing a notification to EPA or GSA. This caused potential damages to EPA FF&E including 
newly installed audio visual equipment in the 10th floor and 12th floor IDF rooms. The long term 
impacts to the reliability and warranty of this sensitive equipment are not yet known. 

 Subcontractors began work in EPA controlled space before a formal turnover took place. This 
caused security concerns with vendors within EPA controlled that may not have been cleared. It also 
resulted in rework of EPA vendors to clean up after the Lessor vendors that began working in the 
EPA leased space. 

 EPA tenants were unable to access their parking spaces over the weekend due to subcontractors 
blocking leased spaces. 

 
Moving forward, we expect better communication and more stringent oversight of the contractors to ensure 
the project runs smoothly, damages are avoided, and we protect the health and safety of the tenants. The 
Government also requests for proper protection to be provided for EPA property when work is taking place 
in occupied space. We are not certain of the financial impacts and productivity losses that these events have 
caused EPA. We will keep you apprised of the situation as we move forward with working together to resolve 
these issues and avoid them from happening in the future. 
 
Regards, 

 
Joel Gomez 
Lease Contracting Officer        
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Incident Report / Corrective Action Plan 

Painting Proximity to Rooftop Air Intake 
 

Jerry Thompson & Sons Painting 

 

Completed by: Clyde Brett 

 

1/23/15 

 

Incident: 

Jerry Thompson & Sons Painting (JTS), is responsible for painting base building systems piping in the 

Boiler Room. This work is a continuation of work started before the Holiday break.  

 

On Thursday 1/22/15 JTS was instructed to continue painting the Mechanical Room on the 21st floor. JTS 

employee was new to the project, was not yet trained in the implementation of the IAQ, and had not 

originally been involved in this scope. The paint product utilized for this work was a urethane based 

paint, not the more benign latex paint typically used in the interior. Upon completion of the work on the 

21st floor at approximately 12:00PM JTS employee then proceeded to the Boiler Room to continue the 

completion of painting scope, leading to the following sequence of events: 

 

1. At approximately 12:50PM paint fumes were introduced into the air stream on EPA occupied 

floors 13, 17, 18, and 19. 

2. At approximately 12:58PM Turner superintendent Clyde Brett received a phone call from Hines 

Property Management informing him of the problem.  

3. Clyde Brett immediately proceeded to the roof to stop whatever work was underway. Tuner 

Superintendent Dave Johnson was already there and had stopped the activity by approximately 

12:55PM.     

4. At 1:10PM Clyde Brett forwarded the MSDS to Hines Property Management and walked floors 

19 through 13 to try to detect paint fumes. None were detected at that time. 

Mitigation Measures: 

In order to prevent the potential for non-compliance with the IAQ, Turner has taken the following 

action: 

• Immediately stopped the work upon becoming aware of the issue. The work proceeded for a 

total of approximately 55 minutes.  

• Assessed any short term or long term damage. None was detectable. 

Conclusion: 

The introduction of fumes into the air stream is attributable to the work proceeding in the absence of a 

post-Holiday review of the work plan. While the fumes were detectable immediately following the 
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commencement of the work on the roof, Turner was not able to detect any fumes in the occupied space 

within 15 minutes of work stoppage.     

 

Preventative Action: 

In order to prevent a recurrence of this incident, Turner has outlined the following preventative action 

items: 

• Ensure that PTP’s (pre-task plan) are continuously updated to reflect current work conditions, 

including the detailed and specific areas of work (project address on the floor, ie. Mechanical 

Room, Boiler Room, etc..) to be performed. No PTP from a previous day or project address will 

be accepted.  

• Ensure that work does not progress beyond what has been reviewed in the PTP. Additional work 

due to excess capacity must have a PTP reviewed by Turner Superintendent prior to 

commencing the work. 

• All remaining work for this scope will proceed after hours when the intake fans are not running.  

• Turner is reviewing all remaining tenant or capital scope at the roof where this work may be 

within a proximity to the air intake fans, thereby presenting a potential risk to the IAQ. Any 

applicable work will undergo risk mitigation measures.     

Supporting Documentation: 

1. MSDS: Devthane 359H DTM High Gloss Aliphatic Gloss Urethane Mastic  

 

CC:  C. Brett / TCCo 

D. Costa / TCCo 
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CONSTRUCTION INDOOR AIR QUALITY MANAGEMENT PLAN 
US EPA REGION 9 LEASE PROJECT 
 
REQUIREMENT 
 
This plan is intended to prevent indoor air quality (IAQ) problems resulting from any construction or 
renovations projects to help sustain the comfort and well-being of construction workers and building 
occupants.  The IAQ Plan directly reflects the requirements of GSA Solicitation For Offers (“SFO”) 
No. GS-09B-02312 Sections 4.4 and 6.7.A.6; USGBC LEED-EB:O&M Version 2009 IEQ Credit 
1.5: Construction Management Plan; LEED-CI Version 2009: IEQ Credit 3.1: Construction 
Management Plan During Construction; LEED-CI Version 2009: IEQ Credit 3.2: Construction 
Management Plan Before Occupancy; and SMACNA’s IAQ Guidelines for Occupied Buildings 
under Construction, 2nd Edition 2007, ANSI/SMACNA 008-2008, Chapter 3.  Prior to all building 
and/or tenant construction, contractors and sub-contractors must familiarize themselves and abide by the 
principles and methods of documentation described in the aforementioned literature.  
 
DURING CONSTRUCTION 
 
HVAC Equipment Protection:  With the cooperation and direction of the Landlord’s engineering team, 
the air handling units shall be shut down during heavy construction and/or demolition.  Furthermore, the 
return air ducts shall be covered to protect from debris as a result of the project.  When the mechanical 
system must remain operational, each return air duct on the affected floor will require filtration media 
with a Minimum Efficiency Reporting Value (MERV) of 8, as determined by ASHRAE 52.2-1999.  Each 
filter will receive frequent maintenance; requiring replacement at (A) 75% of the filters estimated life, (B) 
at the request of the Landlord’s building management, and (C) at the end of the project, prior to the flush-
out – whichever occurs first. 
 
Air leakage testing shall be performed under the Commissioning Agent’s (“CxA”) contract requirements 
that shall be witnessed and documented by the CxA.  Pre- and final filters shall be installed to the return 
air entryways during construction and post-construction, respectively.  Normal practice would be to use 
the permanent filters.  All air intakes and return air grills shall either (A) have MERV 8 filters installed 
during construction, and/or (B) be sealed with plastic sheeting to prevent contamination. 
 
New HVAC equipment and ductwork shall be protected prior to and after installation.  All equipment and 
ductwork shall be pre-wrapped and stored in clean dry areas.  Open ends of new ductwork shall be sealed 
in 6-mil plastic sheeting to prevent contamination.  The CxA shall be observing to ensure this protection 
is in place during planned site visits. 
 
Temporary ventilation to the work areas shall be provided through the relief air dampers that are typically 
located at the west elevation at each floor.  This allows outside air to be introduced to each floor, with 
localized air to be exhausted directly to the outdoors.  Temporary fans shall also be deployed by the 
general contractor to facilitate air flow.  As there are no occupied areas on any of the floors during any 
phase of the project, it will not be necessary to rebalance the HVAC to depressurize the project areas.  
Refer to “Pathway Interruption” later in this Plan for further information. 
  
HVAC Duct Cleaning:  Prior to the flush-out, all duct systems shall be vacuumed with HEPA vacuums 
and documented clean in accordance with National Air Duct Cleaners Association (NADCA) 
specifications.  Any ductwork to be reused and/or to remain in place shall be cleaned, tested, and 
demonstrated to be clean in accordance with the standards set forth by NADCA.   
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The mechanical subcontractor under the general contractor’s supervision shall be responsible for cleaning 
the ductwork according to such NADCA standards.   
 
Source Control:  Source control is a combination of the Landlord’s Sustainable Purchasing Guide and 
portable air cleaning requirements.  The design team, with reference to the Sustainable Purchasing Guide, 
will provide materials with low Volatile Organic Compounds.  The contractor and subcontractors shall 
use a portable air cleaner during all construction and/or demolition.  The portable air cleaner will have a 
removal effectiveness of MERV 13 or greater, as well as any additional filter needed to suit the material 
being controlled (e.g., HEPA, charcoal, or potassium permanganate).  
 
This plan captures the reference standards and requirements for VOC’s set forth in the SFO for interior 
adhesives, paints, sealants, caulks, and joint compounds including: 

 Adhesives and sealants shall have a VOC content less than the current VOC content limits of 
SCAQMD Rule #1168. 

 Joint compounds shall have a VOC content of no more than 20 grams per liter. 
 Paints and coatings shall have a VOC content not exceeding the VOC and chemical component 

limits of Green Seal’s GS-11 requirements. 
 All other architectural coatings, primers, and undercoats (including clear wood finishes, floor 

coatings, stains, sealers, and shellacs) must not exceed the VOC content limits established for 
those coating types in SCAQMD Rule 1113, Architectural Coatings, effective January 1, 2004. 

 Aerosol Adhesives shall comply with Green Seal Standard for Commercial Adhesives GS-36 
requirements. 

 Install carpet with a low or no VOC adhesive in accordance with CRI "Green Label" guidelines 
and as approved by the carpet manufacturer. 

 
Gas or propane equipment is not anticipated to be used by the general contractor within the work areas.  
The only sanding activities slated are for sanding taping mud.  This is not an activity where an electrical 
piece of equipment is used; therefore a vacuum assisted sander is not practical or utilized in the industry 
for this activity.  Wood sawing typically does not utilize a vacuum assisted device, but it can be utilized if 
necessary. 
 
Pathway Interruption:  Depending on the extent of the project, pathway interruption will be controlled 
by erecting barriers to isolate the project area.  Temporary barriers may consist of dust curtains for minor 
remodels to stronger plastic seals for major renovations.  As there are no occupied areas on any of the 
floors during any phase of the project, it will not be necessary to rebalance the HVAC to depressurize the 
work areas.  A single air handling unit (AHU) serves every two floors in the building.  In the event that 
one of these AHU’s must serve one occupied floor as well as a floor under construction, the supply and 
return air dampers serving the unoccupied floor will be shut down, and/or temporary construction barriers 
will be deployed at the ductwork.  The elevator doors opening into each floor shall be sealed with plastic 
sheeting. 
 
The stairwells and vestibules are pressurized with fresh outside air and are equipped with exhaust fans 
that discharge directly to the exterior.  There is one stairwell supply/pressurization fan, one stairwell 
exhaust fan, one vestibule supply/pressurization fan, and one vestibule exhaust fan at each stairwell.  This 
equipment will be operated when stairwell finish work occurs. 
 
If VOC emitting materials are installed, 100% outside air must be used to circulate the contaminated air 
from the building. All construction area egresses shall have at least 12 feet of “walk-off” protection to 
collect debris. 
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Moisture Control:  All materials which have the ability to absorb moisture must be housed in a cool, dry 
space which prevents moisture damage.  The general contractor shall store any and all absorbent/porous 
materials off the floors (e.g., on pallets).  Materials should be inspected thoroughly for moisture 
penetration before installation.  If any materials become moisture damaged or show signs of past damage, 
they shall be replaced with new, undamaged product.  Also see “Scheduling” below. 
 
Housekeeping:  The contractor shall be responsible for daily cleanup of their debris and proper storage of 
materials with attention to methods sensitive toward indoor air quality.  Such methods include sweeping 
compounds to suppress dust; removing spills or excess applications of solvent-containing products as 
soon as possible; keeping project area and materials as dry as possible; micro-fiber dusting cloths; and 
incorporate high-efficiency, HEPA-filtered vacuum cleaners. 
 
 
Scheduling:  The contractor shall provide the Landlord’s building management team with a construction 
schedule including the order of the project tasks.  When applicable, the construction schedule shall 
sequence the installation/application of wet and emissive materials such as sealants, paints and coatings, 
before the installation/application of absorbent materials, namely carpet, cloth covering, ceiling tile and 
gypsum board.  The schedule shall also provide adequate time at the end of the project, depending upon 
the type of construction, for off-gassing with the appropriate air circulation and new filters. 
 
In accordance with the Rules of the Site & General Building Rules, activities with high pollution potential 
must be scheduled during off-hours (weekends or evenings) to allow time for off-gassing and dust 
removal.  The general contractor shall use all reasonable means to manage the construction activities in 
accordance with the referenced requirements. 
 
While not a requirement, a minimum 48-hour pre-ventilation period may be considered for packaged dry 
products prior to installation, as long as there is no impact to the construction schedule.  If there is no 
impact to the construction schedule, materials may be removed from packaging and ventilated in a secure, 
dry, well-ventilated space that is free from strong contaminant sources and residues.  No additional costs 
associated with any pre-ventilation activities will be borne by the Landlord, and the Landlord will not 
provide space for any pre-ventilation activities.   
 
BEFORE OCCUPANCY 
 
Flush-Out:  A phased HVAC flush-out will be implemented to dilute and evacuate any airborne 
contaminants.  The flush-out will be implemented in accordance with LEED-CI Version 2009 IEQ Credit 
3.2, Option 1, Path 2 and SFO Section 4.4.  The general contractor in coordination with the mechanical 
engineer and Landlord’s building engineers shall perform the flush-out.  The flush-out will take place in 
phases that align with the construction phases per Tenant’s Migration Plan for groupings of floors.  All 
interior finishes shall be installed and final cleaning shall take place prior to the flush-out beginning.  A 
total of 14,000 cubic feet of air per square foot of floor area will be introduced to the project space for the 
flush-out.  Tenant occupancy will take place prior to completion of the flush-out, following delivery of a 
minimum of 3,500 cubic feet of outdoor air per square foot of floor area (“initial flush-out”).  The HVAC 
system and AHU’s can be configured to isolate the floors to meet the flush-out requirements, and can 
deliver the required amount of air needed.  
 
Phased Flush-Out Preparation:  

 Confirm all interior finishes, including furniture and furnishings, are installed.  
 Complete punch-list and punch-list items.  
 Complete final cleaning.  
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 Temporary filters and duct coverings installed as part of the Construction Indoor Air Quality 
Management Plan – During Construction shall be removed.  The elevator doors opening into each 
floor shall remain sealed with plastic sheeting. 

 Complete the testing and balancing (TAB) of the HVAC system, and test the HVAC controls to 
assure they are functioning properly, in coordination with the CxA.  

 Provide a process to record dates, outdoor air delivery rates, internal temperature, humidity, and 
any special considerations related to the flush-out procedure.   

 Final filters (MERV 13) located at the point of fresh air intake at the AHU’s shall be installed 
prior to the TAB work.  If needed and depending on the condition of these filters after the flush-
out, the general contractor will be prepared to replace them. 

 Confirm the HVAC system can maintain temperatures within a range that is comfortable for the 
occupants, in coordination with the CxA.   

 
Phased Flush-Out Procedures and Occupancy:  Tenant occupancy will take place following the initial 
flush-out period, when a minimum of 3,500 cubic feet of outdoor air per square foot of floor area has 
been delivered.  Once the space is occupied, it will be ventilated at a minimum rate of 0.30 cubic feet per 
minute (cfm) per square foot of outside air or the design minimum outside air rate determined in LEED-
CI IEQ Prerequisite 1: Minimum IAQ Performance, whichever is greater (“final flush-out”).  During each 
day of the final flush-out period, ventilation will begin a minimum of 3 hours prior to occupancy and 
continue during occupancy.  These conditions will be maintained until a total of 14,000 cubic feet per 
square foot of outside air has been delivered. 
 
In addition to the 3-hour minimum, the flush-out will actually occur continuously during off-business 
hours (6:00PM to 7:00AM) per the Flush-Out Time Calculations. 
 
During business hours (7:00AM to 6:00PM), the HVAC will operate in normal mode, and the building 
automation system will monitor outdoor air delivery rates, internal temperature, and relative humidity to 
ensure thermal comfort.  The higher ventilation rate used during off-business hours will not be used 
during business hours. 
 
The total flush-out will generally take 1 - 2 weeks per floor.  The initial flush-out will generally take 2 - 3 
days per floor, and the final flush-out will generally take an additional 5 - 10 days per floor.  The flush-
out phasing is synchronized with the tenant’s Migration Plan.  This phasing, with calculations, is attached 
to this Plan as Exhibit A.  The flush-out timeline shall be incorporated into the construction schedule by 
the general contractor.   
 
Phased Flush-Out Criteria: 

 Flush-out dates: Per the Flush-Out Time Calculations (Exhibit A). 
 Internal temperature: 60 degrees F minimum. 
 Relative humidity: 60% maximum. 
 Prior to occupancy, supply a minimum a 3,500ft3 of outdoor air per ft2 of floor area. 
 During each day of occupancy, ventilation must begin at least 3 hours prior to occupancy and 

continue during occupancy, until a total of 14,000 ft3 per ft2 of outside air has been delivered to 
the space.  Outside air must be delivered at a minimum rate of 0.30cfm per sf2 or at the design 
minimum outside air rate (determined in LEED-CI IEQ Prerequisite 1: Minimum IAQ 
Performance), whichever is greater. 

 
The building automation system, once deployed, will monitor outdoor air delivery rates, internal 
temperature, and relative humidity.  Commissioning activities may take place during the flush-out, as 
long as no new contaminants are introduced into the space.  
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After the flush-out is completed, all affected HVAC systems and building automation system set-points 
shall be returned to the designed sequence of operation.   
 
QUALITY ASSURANCE AND QUALITY CONTROL PROCESSES 
 
During and construction or renovation project the following strategies must be utilized to ensure the 
implementation of this plan at each phase: 

 A list of filtration media utilized, including the manufacturer, model number, MERV rating, date 
of installation, and date of replacement. 

 Photographs documenting the IAQ control measures implemented.  All five (5) SMACNA 
measures noted in this Plan (HVAC protection, source control, pathway interruption, 
housekeeping, and scheduling) must be photographed at two or more stages of each phase.  The 
photos shall be labeled to identify the approach taken. 

 
Any IAQ complaints will be addressed per the Landlord’s building management’s IAQ Investigation 
Protocol for 75 Hawthorne Street.  
 
SUBMITTALS 
 
The following is primary documentation that will be required: 

 Documentation of duct cleaning per NADCA standards.  (Primary responsible party = General 
Contractor and Mechanical Subcontractor) 

 Flush-out measurements/results from the building automation system, or manual temperature and 
humidity readings.  (Primary responsible party = General Contractor) 

 A list of each air filter used during construction (MERV of 8) and at the end of construction 
(MERV of 13).  Each air filter shall include the MERV value, manufacturer name and model 
number.  (Primary responsible party = General Contractor) 

 A brief description of the five approaches that were used during building construction, as noted 
above and applicable photographs to support the implementation of these five approaches.  
(Primary responsible party = General Contractor) 

 At least 10 photographs (five SMACNA measures taken at two or more stages of each phase) 
along with identification of the SMACNA approach featured by each photograph.  (Primary 
responsible party = General Contractor) 

 LEED Credit Forms, signed by the general contractor declaring that this Construction IAQ 
Management Plan has been implemented for the project.  (Primary responsible party = General 
Contractor) 

 
EXHIBITS 
 
Exhibit A: Flush-Out Time Calculations 
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EXHIBIT A 

 
FLUSH-OUT TIME CALCULATIONS 



 

P:\SFO\CF\EPA20000 EPA Hawthorne TI\Project Engineering\Calculations\M\EPA IEQc3.2 Calcs\EPA 75H - IEQc3.2 Flush Out Memo.docx 

 

 

 

Memorandum 

Syska Hennessy Group, Inc. Tel: 415.288.9060 

425 California Street, Suite 700 Fax: 415.835.0385 

San Francisco, CA  94104 www.syska.com 

To: Hines Date: July 29, 2013 

From: Syska Hennessy Group 

Re: 

75 Hawthorne – U.S. EPA Region 9 Project 

Construction IAQ Plan 

Flush Out Calculations Proj. No. EPA10001 

Copies to: IA Interior Architects 
    

 
We have completed the estimated flush out calculations to support the construction IAQ Plan and LEED-CI 

IEQc3.2 credit. Based on the tenant’s Migration plan dated 03/01/2013, we have determined that 10 separate flush 

out calculations are needed. For the calculations we assumed that during off business hours, 6PM to 7AM, we 

would supply the most amount of outside air as possible, taking into account the amount of air we could pass 

through the louvers, dampers, and main loop ductwork. During business hours, 7AM to 6PM, we would supply 

the mandatory minimum 0.3CFM/SF of outside air. During flush out procedures, if another occupied floor is 

connected to the Air Handler Unit serving the constructed floor for flush out, that occupied floor will have to also 

receive 100% outside air. During the flush out, all return air dampers to the Air Handler Unit serving the flush out 

will need to be 100% closed. All supply air will have to come from outside and pass once through the space, 

exiting the building through the relief air dampers located on the face of the building. The actual flush out times 

may change depending on weather conditions if the OSA temperature is below 55 or above 85 degrees. Time 

would also increase if it is raining during flush out. This would be due to lower CFMs we can pass through the 

louvers to not incur rain intrusion to the air handler rooms.  

 

The following is a summary of the attached calculations. 

 

Phase 1 – 3
rd

 Floor, 10
th
 Floor, 11

th
 Floor, & 12

th
 Floor 

 Floor 3: Will share AHU-2 with the occupied swing 4
th
 floor during flush out.  

o Pre-Occupancy Flush Out will take: 57 hours, from a Friday 6PM start time, including business 

hours. (Tenants may enter space after this time during business hours) 

o Post-Occupancy Continued Flush Out will End: 282 hours, from the Friday 6PM start time, 

including business hours.  

o (11.8 Days Total for Required Flush Out of 3
rd

 floor)  

 Floor 10: Will share AHU-5 with the unoccupied Buffer 9
th
 floor during flush out.  

o Pre-Occupancy Flush Out will take: 45 hours, from a Friday 6PM start time, including business 

hours. (Tenants may enter space after this time during business hours) 

o Post-Occupancy Continued Flush Out will End: 179 hours, from the Friday 6PM start time, 

including business hours.  

o (7.5 Days Total for Required Flush Out of 10
th
 floor)  

 Floors 11&12: Will have dedicated AHU-6 with no occupied floors during flush out.  

o Pre-Occupancy Flush Out will take: 74 hours, from a Friday 6PM start time, including business 

hours. (Tenants may enter space after this time during business hours) 

o Post- Occupancy Continued Flush Out will End: 295 hours, from the Friday 6PM start time, 

including business hours.  

o (12.3 Days Total for Required Flush Out of 11
th
 and 12

th
 floor)  
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Phase 2 – 14
th
 – 16

th
 Floors 

 Floor 14: Will share AHU-7 with the unoccupied buffer 13
th
 floor during flush out.  

o Pre-Occupancy Flush Out will take: 51 hours, from a Friday 6PM start time. (Tenants may enter 

space after this time during business hours) 

o Post-Occupancy Continued Flush Out will End: 203 hours, from the Friday 6PM start time, 

including business hours.  

o (8.5 Days Total for Required Flush Out of 14
th
 floor)  

 Floors 15&16: Will have dedicated AHU-8 with no occupied floors during flush out.  

o Pre-Occupancy Flush Out will take: 67 hours, from a Friday 6PM start time, including business 

hours. (Tenants may enter space after this time during business hours) 

o Post-Occupancy Continued Flush Out will End: 267 hours, from the Friday 6PM start time, 

including business hours.  

o (11.1 Days Total for Required Flush Out of 15
th
 and 16

th
 floor)  

 

 

Phase 3 – 17
th
 – 19

th
 Floors 

 Floors 17, 18, & 19: Will have dedicated AHU-9 with no occupied floors during flush out.  

o Pre-Occupancy Flush Out will take: 64 hours, from a Friday 6PM start time, including business 

hours. (Tenants may enter space after this time during business hours) 

o Post-Occupancy Continued Flush Out will End: 258 hours, from the Friday 6PM start time, 

including business hours.  

o (10.7 Days Total for Required Flush Out of 17
th
, 18

th
, and 19

th
 floor)  

 

 

Phase 4 – 8
th
 & 9

th
 Floors 

 Floor 8: Will share AHU-4 with the occupied 7
th
 floor during flush out.  

o Pre-Occupancy Flush Out will take: 54 hours, from a Friday 6PM start time, including business 

hours. (Tenants may enter space after this time during business hours) 

o Post-Occupancy Continued Flush Out will End: 258 hours, from the Friday 6PM start time, 

including business hours.  

o (10.7 Days Total for Required Flush Out of 8
th
 floor)  

 Floor 9: Will share AHU-5 with the occupied 10
th
 floor during flush out.  

o Pre-Occupancy Flush Out will take: 54 hours, from a Friday 6PM start time, including business 

hours. (Tenants may enter space after this time during business hours) 

o Post-Occupancy Continued Flush Out will End: 270 hours, from the Friday 6PM start time, 

including business hours.  

o (11.3) Days Total for Required Flush Out of 9
th
 floor)  
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Phase 5 – 1
st
 Floor, 2

nd
 Floor, & 13

th
 Floor 

 Floors 1& 2: Will share AHU-2 with the unoccupied portion of 2
nd

 floor during flush out.  

o Pre-Occupancy Flush Out will take: 75 hours, from a Friday 6PM start time, including business 

hours. (Tenants may enter space after this time during business hours) 

o Post Occupancy Continued Flush Out will End: 368 hours, from the Friday 6PM start time, 

including business hours.  

o (15.3 Days Total for Required Flush Out of 1
st
 and 2

nd
 floor)  

 Floor 13: Will share AHU-7 with the occupied 14
th
 floor during flush out.  

o Pre-Occupancy Flush Out will take: 51 hours, from a Friday 6PM start time, including business 

hours. (Tenants may enter space after this time during business hours) 

o Post Occupancy Continued Flush Out will End: 253 hours, from the Friday 6PM start time, 

including business hours.  

o (10.5 Days Total for Required Flush Out of 13
th
 floor)  

 

 

. 

 

 

 



Construction IAQ Plan Flush-Out Calculator

AHU 2 (Floor 4) 30730 CFM <-Max Air

OSA Dampers 24 sf

Max CFM @ 2000FPM, 98% Free Area 47040 cfm

Louvers 2@(7'x6.5' ea) 89.88 SF

Max CFM @ 500FPM, 50% Free Area 22470 cfm

3rd floor Max Loop CFM 19,200 CFM <-2400FPM in branchs

3rd floor Loop CFM (Business Hours) 5,514 CFM <-Manditory 0.3CFM/SF during Flush

4th Floor Area 18381 SF

3rd Floor Area 18381 SF

Total floor area served by Fan 36762 SF

Floor Area 18,381 square feet

Initial Outside Air Flow Rate 19,200 cfm

Post-Occupancy Outside Air Flow Rate 5,514 cfm <-Business Hours

Path 1 - 14,000 ft^3 of OA per ft^2 area 257,334,000         <-Need this CF of OSA 

223.4 hours of flushout required using Path 1

Path 2 - 3,500 ft^3 of OA per ft^2 area 64,333,500 <-Need this CF of OSA pre-occupancy

193,000,500         <-Need this CF of OSA post-occupancy

57.0 hours of flush out required before occupancy

282.0 total hours of designed flush out using Path 2

Notes:

Flushout needs to begin after construction ends (all interior finishes installed, new filters)

Internal temp of 60 deg F and RH < 60% need to be maintained

Path 2 post-occupancy ventilation rate must be at least 0.30 cfm/ft^2 of OA or the 62.1 minimum rate, whichever is greater

Path 2 post-occupancy ventilation must begin at least 3 hours prior to occupancy each day and continue during occupancy

CFM Hrs CF of OSA

6PM Friday - 7AM Monday @: 19,200 61 70,272,000 <-Max CFM Typ

7AM Monday-6PM Monday @: 5,514 11 3,639,438 <-%AHU CFM

6PM Monday-7AM Tuesday @: 19,200 13 14,976,000

7AM Tuesday-6PM Tuesday @: 5,514 11 3,639,438

6PM Tuesday-7AM Wednesday @: 19,200 13 14,976,000

7AM Wednesday-6PM Wednesday @: 5,514 11 3,639,438

6PM Wednesday-7AM Thursday @: 19,200 13 14,976,000

7AM Thursday-6PM Thursday @: 5,514 11 3,639,438

6PM Thursday - 7AM Friday @: 19,200 13 14,976,000

7AM Friday - 6PM Friday @: 5,514 11 3,639,438

6PM Friday - 7AM Monday @: 19,200 61 70,272,000

7AM Monday-6PM Monday @: 5,514 11 3,639,438

6PM Monday-7AM Tuesday @: 19,200 13 14,976,000

7AM Tuesday-6PM Tuesday @: 5,514 11 3,639,438

6PM Tuesday-7AM Wednesday @: 19,200 13 14,976,000

7AM Wednesday-12PM Wednesday @: 5,514 5 1,654,290

257,530,356 <-Total OSA Above

257,334,000 <-Total OSA Needed

282 <-Total Hours

11.8 <-Total Days

75 Hawthorne - EPA

AHU 2 (FLOORS 3, 4) - 3rd Floor construction



Construction IAQ Plan Flush-Out Calculator

AHU 5 (Floor 10) 28300 CFM <-Max Air

OSA Dampers 24 sf

Max CFM @ 2000FPM, 98% Free Area 47040 cfm

Louvers 2@(7'x6.5' ea) 89.88 SF

Max CFM @ 500FPM, 50% Free Area 22470 cfm

10th floor Max Loop CFM 19,200 CFM <-2400FPM in branchs

10th floor Loop CFM (Business Hours) 4,421 CFM <-Manditory 0.3CFM/SF during Flush

10th Floor Area 14738 SF

9th Floor Area 17611 SF <-Empty Buffer

Total floor area served by Fan 32349 SF

Floor Area 14,738 square feet

Initial Outside Air Flow Rate 19,200 cfm

Post-Occupancy Outside Air Flow Rate 4,421 cfm <-Business Hours

Path 1 - 14,000 ft^3 of OA per ft^2 area 206,332,000         <-Need this CF of OSA 

179.1 hours of flushout required using Path 1

Path 2 - 3,500 ft^3 of OA per ft^2 area 51,583,000 <-Need this CF of OSA pre-occupancy

154,749,000         <-Need this CF of OSA post-occupancy

44.8 hours of flush out required before occupancy

179.1 total hours of designed flush out using Path 2

Notes:

Flushout needs to begin after construction ends (all interior finishes installed, new filters)

Internal temp of 60 deg F and RH < 60% need to be maintained

Path 2 post-occupancy ventilation rate must be at least 0.30 cfm/ft^2 of OA or the 62.1 minimum rate, whichever is greater

Path 2 post-occupancy ventilation must begin at least 3 hours prior to occupancy each day and continue during occupancy

With Floor 9 an Empty Buffer, AHU 5 can be dedicated to 10th floor until flush is complete. 

7.5 <-Total Days

75 Hawthorne - EPA

AHU 5 (FLOORS 9, 10) - 10th Floor construction



Construction IAQ Plan Flush-Out Calculator

AHU 6 (Floor 12) 25050 CFM <-Max Air

OSA Dampers 20 sf

Max CFM @ 2000FPM, 98% Free Area 39200 cfm

Louvers 2@(7'x6.5' ea) 89.88 SF

Max CFM @ 500FPM, 50% Free Area 22470 cfm

11th/12th floor Max Loop CFM 40,128 CFM <-2400FPM in branchs

11th/12th floor Loop CFM (Business Hours) 8,528 CFM <-Manditory 0.3CFM/SF during Flush

12th Floor Area 14029 SF

11th Floor Area 14398 SF

Total floor area served by Fan 28427 SF

Floor Area 28,427 square feet

Initial Outside Air Flow Rate 22,470 cfm

Post-Occupancy Outside Air Flow Rate 8,528 cfm <-Business Hours Min

Path 1 - 14,000 ft^3 of OA per ft^2 area 397,978,000         <-Need this CF of OSA 

295.2 hours of flushout required using Path 1

Path 2 - 3,500 ft^3 of OA per ft^2 area 99,494,500 <-Need this CF of OSA pre-occupancy

298,483,500         <-Need this CF of OSA post-occupancy

73.8 hours of flush out required before occupancy

295.2 total hours of designed flush out using Path 2

Notes:

Flushout needs to begin after construction ends (all interior finishes installed, new filters)

Internal temp of 60 deg F and RH < 60% need to be maintained

Path 2 post-occupancy ventilation rate must be at least 0.30 cfm/ft^2 of OA or the 62.1 minimum rate, whichever is greater

Path 2 post-occupancy ventilation must begin at least 3 hours prior to occupancy each day and continue during occupancy

12.3 <-Total Days

75 Hawthorne - EPA

AHU 6 (FLOORS 11,12) - 11th/12th Floor construction



Construction IAQ Plan Flush-Out Calculator

AHU 7 (Floor 14) 27250 CFM <-Max Air

OSA Dampers 18.67 sf

Max CFM @ 2000FPM, 98% Free Area 36593 cfm

Louvers 2@(12'x10' ea) 240 SF

Max CFM @ 500FPM, 50% Free Area 60000 cfm <-Shared between 4 AHU's

14h floor Max Loop CFM 16,800 CFM <-2400FPM in branchs

14th floor Loop CFM (Business Hours) 4,381 CFM <-Manditory 0.3CFM/SF during Flush

14th Floor Area 14602 SF

13th Floor Area 14679 SF <-Empty Buffer Floor

Total floor area served by Fan 29281 SF

Floor Area 14,602 square feet

Initial Outside Air Flow Rate 16,800 cfm

Post-Occupancy Outside Air Flow Rate 4,381 cfm <-Business Hours

Path 1 - 14,000 ft^3 of OA per ft^2 area 204,428,000         <-Need this CF of OSA 

202.8 hours of flushout required using Path 1

Path 2 - 3,500 ft^3 of OA per ft^2 area 51,107,000 <-Need this CF of OSA pre-occupancy

153,321,000         <-Need this CF of OSA post-occupancy

50.7 hours of flush out required before occupancy

202.8 total hours of designed flush out using Path 2

Notes:

Flushout needs to begin after construction ends (all interior finishes installed, new filters)

Internal temp of 60 deg F and RH < 60% need to be maintained

Path 2 post-occupancy ventilation rate must be at least 0.30 cfm/ft^2 of OA or the 62.1 minimum rate, whichever is greater

Path 2 post-occupancy ventilation must begin at least 3 hours prior to occupancy each day and continue during occupancy

8.5 <-Total Days

AHU 7 (FLOORS 13, 14) - 14th Floor construction

75 Hawthorne - EPA



Construction IAQ Plan Flush-Out Calculator

AHU 8 (Floor 16) 24280 CFM <-Max Air

OSA Dampers 17.33 sf

Max CFM @ 2000FPM, 98% Free Area 33967 cfm

Louvers 2@(12'x10' ea) 240 SF

Max CFM @ 500FPM, 50% Free Area 60000 cfm <-Shared by 4 AHU's

15th/16th floor Max Loop CFM 33,600 CFM <-2400FPM in branchs

15th/16th floor Loop CFM (Business Hours) 8,339 CFM <-Manditory 0.3CFM/SF during Flush

16th Floor Area 13285 SF

15th Floor Area 14513 SF

Total floor area served by Fan 27798 SF

Floor Area 27,798 square feet

Initial Outside Air Flow Rate 24,280 cfm

Post-Occupancy Outside Air Flow Rate 8,339 cfm <-Business Hours Min

Path 1 - 14,000 ft^3 of OA per ft^2 area 389,172,000         <-Need this CF of OSA 

267 hours of flushout required using Path 1

Path 2 - 3,500 ft^3 of OA per ft^2 area 97,293,000 <-Need this CF of OSA pre-occupancy

291,879,000         <-Need this CF of OSA post-occupancy

67 hours of flush out required before occupancy

267 total hours of designed flush out using Path 2

Notes:

Flushout needs to begin after construction ends (all interior finishes installed, new filters)

Internal temp of 60 deg F and RH < 60% need to be maintained

Path 2 post-occupancy ventilation rate must be at least 0.30 cfm/ft^2 of OA or the 62.1 minimum rate, whichever is greater

Path 2 post-occupancy ventilation must begin at least 3 hours prior to occupancy each day and continue during occupancy

11.1 <-Total Days

75 Hawthorne - EPA

AHU 8 (FLOORS 15,16) - 15th/16th Floor construction



Construction IAQ Plan Flush-Out Calculator

AHU 9 (Floor 18) 35550 CFM <-Max Air

OSA Dampers 24 sf

Max CFM @ 2000FPM, 98% Free Area 47040 cfm

Louvers 2@(12'x10' ea) 240 SF

Max CFM @ 500FPM, 50% Free Area 60000 cfm <-Shared by 4 AHU's

17th-19th floor Max Loop CFM 50,400 CFM <-2400FPM in branchs

17th-19th floor Loop CFM (Business Hours) 11,788 CFM <-Manditory 0.3CFM/SF during Flush

19th Floor Area 11986 SF

18th Floor Area 13634 SF

17th Floor Area 13674 SF

Total floor area served by Fan 39294 SF

Floor Area 39,294 square feet

Initial Outside Air Flow Rate 35,550 cfm

Post-Occupancy Outside Air Flow Rate 11,788 cfm <-Business Hours Min

Path 1 - 14,000 ft^3 of OA per ft^2 area 550,116,000         <-Need this CF of OSA 

258 hours of flushout required using Path 1

Path 2 - 3,500 ft^3 of OA per ft^2 area 137,529,000 <-Need this CF of OSA pre-occupancy

412,587,000         <-Need this CF of OSA post-occupancy

64 hours of flush out required before occupancy

258 total hours of designed flush out using Path 2

Notes:

Flushout needs to begin after construction ends (all interior finishes installed, new filters)

Internal temp of 60 deg F and RH < 60% need to be maintained

Path 2 post-occupancy ventilation rate must be at least 0.30 cfm/ft^2 of OA or the 62.1 minimum rate, whichever is greater

Path 2 post-occupancy ventilation must begin at least 3 hours prior to occupancy each day and continue during occupancy

10.7 <-Total Days

75 Hawthorne - EPA

AHU 9 (FLOORS 17,18, 19) - 17th/18th/19th Floor construction



Construction IAQ Plan Flush-Out Calculator

AHU 4 (Floor 8) 30020 CFM <-Max Air

OSA Dampers 24 sf

Max CFM @ 2000FPM, 98% Free Area 47040 cfm

Louvers 2@(7'x6.5' ea) 89.88 SF

Max CFM @ 500FPM, 50% Free Area 22470 cfm

8th floor Max Loop CFM 19,200 CFM <-2400FPM in branchs

8th floor Loop CFM (Business Hours) 5,289 CFM <-Manditory 0.3CFM/SF during Flush

8th Floor Area 17630 SF

7th Floor Area 17630 SF

Total floor area served by Fan 35260 SF

Floor Area 17,630 square feet

Initial Outside Air Flow Rate 19,200 cfm

Post-Occupancy Outside Air Flow Rate 5,289 cfm <-Business Hours

Path 1 - 14,000 ft^3 of OA per ft^2 area 246,820,000         <-Need this CF of OSA 

214.3 hours of flushout required using Path 1

Path 2 - 3,500 ft^3 of OA per ft^2 area 61,705,000 <-Need this CF of OSA pre-occupancy

185,115,000         <-Need this CF of OSA post-occupancy

53.6 hours of flush out required before occupancy

271.0 total hours of designed flush out using Path 2

Notes:

Flushout needs to begin after construction ends (all interior finishes installed, new filters)

Internal temp of 60 deg F and RH < 60% need to be maintained

Path 2 post-occupancy ventilation rate must be at least 0.30 cfm/ft^2 of OA or the 62.1 minimum rate, whichever is greater

Path 2 post-occupancy ventilation must begin at least 3 hours prior to occupancy each day and continue during occupancy

CFM Hrs CF of OSA

6PM Friday - 7AM Monday @: 19,200 61 70,272,000 <-Max CFM Typ

7AM Monday-6PM Monday @: 5,289 11 3,490,740 <-%AHU CFM

6PM Monday-7AM Tuesday @: 19,200 13 14,976,000

7AM Tuesday-6PM Tuesday @: 5,289 11 3,490,740

6PM Tuesday-7AM Wednesday @: 19,200 13 14,976,000

7AM Wednesday-6PM Wednesday @: 5,289 11 3,490,740

6PM Wednesday-7AM Thursday @: 19,200 13 14,976,000

7AM Thursday-6PM Thursday @: 5,289 11 3,490,740

6PM Thursday - 7AM Friday @: 19,200 13 14,976,000

7AM Friday - 6PM Friday @: 5,289 11 3,490,740

6PM Friday - 7AM Monday @: 19,200 61 70,272,000

7AM Monday-6PM Monday @: 5,289 11 3,490,740

6PM Monday-7AM Tuesday @: 19,200 13 14,976,000

7AM Tuesday-6PM Tuesday @: 5,289 11 3,490,740

6PM Tuesday-1AM Wednesday @: 19,200 7 8,064,000

247,923,180 <-Total OSA Above

246,820,000 <-Total OSA Needed

271 <-Total Hours

11.3 <-Total Days

75 Hawthorne - EPA

AHU 4 (FLOORS 7, 8) - 8th Floor construction



Construction IAQ Plan Flush-Out Calculator

AHU 5 (Floor 10) 28300 CFM <-Max Air

OSA Dampers 24 sf

Max CFM @ 2000FPM, 98% Free Area 47040 cfm

Louvers 2@(7'x6.5' ea) 89.88 SF

Max CFM @ 500FPM, 50% Free Area 22470 cfm

9th floor Max Loop CFM 19,200 CFM <-2400FPM in branchs

9th floor Loop CFM (Business Hours) 5,283 CFM <-Manditory 0.3CFM/SF during Flush

10th Floor Area 14738 SF

9th Floor Area 17611 SF

Total floor area served by Fan 32349 SF

Floor Area 17,611 square feet

Initial Outside Air Flow Rate 19,200 cfm

Post-Occupancy Outside Air Flow Rate 5,283 cfm <-Business Hours

Path 1 - 14,000 ft^3 of OA per ft^2 area 246,554,000         <-Need this CF of OSA 

214.0 hours of flushout required using Path 1

Path 2 - 3,500 ft^3 of OA per ft^2 area 61,638,500 <-Need this CF of OSA pre-occupancy

184,915,500         <-Need this CF of OSA post-occupancy

53.5 hours of flush out required before occupancy

270.0 total hours of designed flush out using Path 2

Notes:

Flushout needs to begin after construction ends (all interior finishes installed, new filters)

Internal temp of 60 deg F and RH < 60% need to be maintained

Path 2 post-occupancy ventilation rate must be at least 0.30 cfm/ft^2 of OA or the 62.1 minimum rate, whichever is greater

Path 2 post-occupancy ventilation must begin at least 3 hours prior to occupancy each day and continue during occupancy

CFM Hrs CF of OSA

6PM Friday - 7AM Monday @: 19,200 61 70,272,000 <-Max CFM Typ

7AM Monday-6PM Monday @: 5,283 11 3,486,978 <-%AHU CFM

6PM Monday-7AM Tuesday @: 19,200 13 14,976,000

7AM Tuesday-6PM Tuesday @: 5,283 11 3,486,978

6PM Tuesday-7AM Wednesday @: 19,200 13 14,976,000

7AM Wednesday-6PM Wednesday @: 5,283 11 3,486,978

6PM Wednesday-7AM Thursday @: 19,200 13 14,976,000

7AM Thursday-6PM Thursday @: 5,283 11 3,486,978

6PM Thursday - 7AM Friday @: 19,200 13 14,976,000

7AM Friday - 6PM Friday @: 5,283 11 3,486,978

6PM Friday - 7AM Monday @: 19,200 61 70,272,000

7AM Monday-6PM Monday @: 5,283 11 3,486,780

6PM Monday-7AM Tuesday @: 19,200 13 14,976,000

7AM Tuesday-6PM Tuesday @: 5,283 11 3,486,780

6PM Tuesday-12AM Wednesday @: 19,200 6 6,912,000

246,744,450 <-Total OSA Above

246,554,000 <-Total OSA Needed

270 <-Total Hours

11.3 <-Total Days

75 Hawthorne - EPA

AHU 5 (FLOORS 9, 10) - 9th Floor construction



Construction IAQ Plan Flush-Out Calculator

AHU 1 (Floor 2) 36430 CFM <-Max Air

OSA Dampers 30 sf

Max CFM @ 2000FPM, 98% Free Area 58800 cfm

Louvers 2@(7'x6'-5" ea) 89.88 SF

Max CFM @ 500FPM, 50% Free Area 22470 cfm

1st/2nd floor Max Loop CFM 43,309 CFM <-2400FPM in branchs

1st/2nd floor Loop CFM (Business Hours) 8,662 CFM <-Manditory 0.3CFM/SF during Flush

2nd Floor Area 11207 SF

1st Floor Area 17666 SF

Total floor area served by Fan 28873 SF

Floor Area 28,873 square feet

Initial Outside Air Flow Rate 22,470 cfm

Post-Occupancy Outside Air Flow Rate 8,662 cfm <-Business Hours

Path 1 - 14,000 ft^3 of OA per ft^2 area 404,222,000         <-Need this CF of OSA 

299.8 hours of flushout required using Path 1

Path 2 - 3,500 ft^3 of OA per ft^2 area 101,055,500 <-Need this CF of OSA pre-occupancy

303,166,500         <-Need this CF of OSA post-occupancy

75.0 hours of flush out required before occupancy

368.0 total hours of designed flush out using Path 2

Notes:

Flushout needs to begin after construction ends (all interior finishes installed, new filters)

Internal temp of 60 deg F and RH < 60% need to be maintained

Path 2 post-occupancy ventilation rate must be at least 0.30 cfm/ft^2 of OA or the 62.1 minimum rate, whichever is greater

Path 2 post-occupancy ventilation must begin at least 3 hours prior to occupancy each day and continue during occupancy

CFM Hrs CF of OSA

6PM Friday - 7AM Monday @: 22,470 61 82,240,200 <-Max CFM Typ

7AM Monday-6PM Monday @: 8,662 11 5,716,854 <-%AHU CFM

6PM Monday-7AM Tuesday @: 22,470 13 17,526,600

7AM Tuesday-6PM Tuesday @: 8,662 11 5,716,854

6PM Tuesday-7AM Wednesday @: 22,470 13 17,526,600

7AM Wednesday-6PM Wednesday @: 8,662 11 5,716,854

6PM Wednesday-7AM Thursday @: 22,470 13 17,526,600

7AM Thursday-6PM Thursday @: 8,662 11 5,716,854

6PM Thursday - 7AM Friday @: 22,470 13 17,526,600

7AM Friday - 6PM Friday @: 8,662 11 5,716,854

6PM Friday - 7AM Monday @: 22,470 61 82,240,200

7AM Monday-6PM Monday @: 8,662 11 5,716,854

6PM Monday-7AM Tuesday @: 22,470 13 17,526,600

7AM Tuesday-6PM Tuesday @: 8,662 11 5,716,854

6PM Tuesday-7AM Wednesday @: 22,470 13 17,526,600

7AM Wednesday-6PM Wednesday @: 8,662 11 5,716,854

6PM Wednesday-7AM Thursday @: 22,470 13 17,526,600

7AM Thursday-6PM Thursday @: 8,662 11 5,716,920

6PM Thursday - 7AM Friday @: 22,470 13 17,526,600

7AM Friday - 6PM Friday @: 8,662 11 5,716,920

6PM Friday - 2AM Sunday @: 22,470 32 43,142,400

405,004,272 <-Total OSA Above

404,222,000 <-Total OSA Needed

368 <-Total Hours

15.3 <-Total Days

75 Hawthorne - EPA

AHU 1 (FLOORS 1 & 2) - 1st&2nd Floor construction



Construction IAQ Plan Flush-Out Calculator

AHU 7 (Floor 14) 27250 CFM <-Max Air

OSA Dampers 18.67 sf

Max CFM @ 2000FPM, 98% Free Area 36593 cfm

Louvers 2@(12'x10' ea) 240 SF

Max CFM @ 500FPM, 50% Free Area 60000 cfm <-Shared between 4 AHU's

13h floor Max Loop CFM 16,800 CFM <-2400FPM in branchs

13th floor Loop CFM (Business Hours) 4,404 CFM <-Manditory 0.3CFM/SF during Flush

14th Floor Area 14602 SF

13th Floor Area 14679 SF

Total floor area served by Fan 29281 SF

Floor Area 14,679 square feet

Initial Outside Air Flow Rate 16,800 cfm

Post-Occupancy Outside Air Flow Rate 4,404 cfm <-Business Hours

Path 1 - 14,000 ft^3 of OA per ft^2 area 205,506,000         <-Need this CF of OSA 

203.9 hours of flushout required using Path 1

Path 2 - 3,500 ft^3 of OA per ft^2 area 51,376,500 <-Need this CF of OSA pre-occupancy

154,129,500         <-Need this CF of OSA post-occupancy

51.0 hours of flush out required before occupancy

253.0 total hours of designed flush out using Path 2

Notes:

Flushout needs to begin after construction ends (all interior finishes installed, new filters)

Internal temp of 60 deg F and RH < 60% need to be maintained

Path 2 post-occupancy ventilation rate must be at least 0.30 cfm/ft^2 of OA or the 62.1 minimum rate, whichever is greater

Path 2 post-occupancy ventilation must begin at least 3 hours prior to occupancy each day and continue during occupancy

CFM Hrs CF of OSA

6PM Friday - 7AM Monday @: 16,800 61 61,488,000 <-Max CFM Typ

7AM Monday-6PM Monday @: 4,404 11 2,906,442 <-%AHU CFM

6PM Monday-7AM Tuesday @: 16,800 13 13,104,000

7AM Tuesday-6PM Tuesday @: 4,404 11 2,906,442

6PM Tuesday-7AM Wednesday @: 16,800 13 13,104,000

7AM Wednesday-6PM Wednesday @: 4,404 11 2,906,442

6PM Wednesday-7AM Thursday @: 16,800 13 13,104,000

7AM Thursday-6PM Thursday @: 4,404 11 2,906,442

6PM Thursday - 7AM Friday @: 16,800 13 13,104,000

7AM Friday - 6PM Friday @: 4,404 11 2,906,442

6PM Friday - 7AM Monday @: 16,800 61 61,488,000

7AM Monday-6PM Monday @: 4,404 11 2,906,442

6PM Monday-7AM Tuesday @: 16,800 13 13,104,000

205,934,652 <-Total OSA Above

205,506,000 <-Total OSA Needed

253 <-Total Hours

10.5 <-Total Days

75 Hawthorne - EPA

AHU 7 (FLOORS 13, 14) - 13th Floor construction
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TABLE Z-1 LIMITS FOR AIR CONTAMINANTS

NOTE: Because of the length of the table, explanatory Footnotes applicable to all substances are given below as well as at the end of the table. Footnotes 

specific only to a limited number of substances are also shown within the table. 

Footnote(1) The PELs are 8-hour TWAs unless otherwise noted; a (C) designation denotes a ceiling limit. They are to be determined from breathing-zone air 

samples. 

Footnote(a) Parts of vapor or gas per million parts of contaminated air by volume at 25 degrees C and 760 torr. 

Footnote(b) Milligrams of substance per cubic meter of air. When entry is in this column only, the value is exact; when listed with a ppm entry, it is 

approximate. 

Footnote(c) The CAS number is for information only. Enforcement is based on the substance name. For an entry covering more than one metal compound 

measured as the metal, the CAS number for the metal is given - not CAS numbers for the individual compounds. 

Footnote(d) The final benzene standard in 1910.1028 applies to all occupational exposures to benzene except in some circumstances the distribution and sale 

of fuels, sealed containers and pipelines, coke production, oil and gas drilling and production, natural gas processing, and the percentage exclusion for liquid 

mixtures; for the excepted subsegments, the benzene limits in Table Z-2 apply. See 1910.1028 for specific circumstances. 

Footnote(e) This 8-hour TWA applies to respirable dust as measured by a vertical elutriator cotton dust sampler or equivalent instrument. The time-weighted 

average applies to the cotton waste processing operations of waste recycling (sorting, blending, cleaning and willowing) and garnetting. See also 1910.1043 for 

cotton dust limits applicable to other sectors. 

Footnote(f) All inert or nuisance dusts, whether mineral, inorganic, or organic, not listed specifically by substance name are covered by the Particulates Not 

Otherwise Regulated (PNOR) limit which is the same as the inert or nuisance dust limit of Table Z-3. 

Footnote(2) See Table Z-2. 

Footnote(3) See Table Z-3 

Footnote(4) Varies with compound. 

Footnote(5) See Table Z-2 for the exposure limits for any operations or sectors where the exposure limits in 1910.1026 are stayed or are otherwise not in 

effect. 

                TABLE Z-1. - LIMITS FOR AIR CONTAMINANTS 

______________________________________________________________________ 

                       |            |          |          | 

                       |            |          | mg/m(3)  |   Skin 
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      Substance        |CAS No. (c) |ppm (a)(1)| (b)(1)   |designation 

_______________________|____________|__________|__________|___________ 

                       |            |          |          | 

Acetaldehyde...........|    75-07-0 |   200    |  360     | 

Acetic acid............|    64-19-7 |    10    |   25     | 

Acetic anhydride.......|   108-24-7 |     5    |   20     | 

Acetone................|    67-64-1 |  1000    | 2400     | 

Acetonitrile...........|    75-05-8 |    40    |   70     | 

2-Acetylaminofluorene; |            |          |          | 

  see 1910.1014........|    53-96-3 |          |          | 

Acetylene dichloride;  |            |          |          | 

  see                  |            |          |          | 

  1,2-Dichloroethylene.|            |          |          | 

Acetylene tetrabromide.|    79-27-6 |     1    |   14     | 

Acrolein...............|   107-02-8 |     0.1  |    0.25  | 

Acrylamide.............|    79-06-1 | ........ |    0.3   |  X 

Acrylonitrile;         |            |          |          | 

  see 1910.1045........|   107-13-1 |          |          | 

Aldrin.................|   309-00-2 | ........ |    0.25  |  X 

Allyl alcohol..........|   107-18-6 |     2    |    5     |  X 

Allyl chloride.........|   107-05-1 |     1    |    3     | 

Allyl glycidyl ether...|            |          |          | 

  (AGE)................|   106-92-3 | (C)10    |(C)45     | 

Allyl propyl disulfide.|  2179-59-1 |     2    |   12     | 

alpha-Alumina..........|  1344-28-1 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Aluminum Metal (as Al).|  7429-90-5 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

4-Aminodiphenyl;       |            |          |          | 

  see 1910.1011........|    92-67-1 |          |          | 

2-Aminoethanol;        |            |          |          | 

  see Ethanolamine.....|            |          |          | 

2-Aminopyridine........|   504-29-0 |     0.5  |    2     | 

Ammonia................|  7664-41-7 |    50    |   35     | 

Ammonium sulfamate.....|  7773-06-0 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

n-Amyl acetate.........|   628-63-7 |   100    |  525     | 

sec-Amyl acetate.......|   626-38-0 |   125    |  650     | 

Aniline and homologs...|    62-53-3 |     5    |   19     |  X 

Anisidine              |            |          |          | 

  (o-,p-isomers).......| 29191-52-4 | ........ |    0.5   |  X 

Antimony and compounds |            |          |          | 

  (as Sb)..............|  7440-36-0 | ........ |    0.5   | 

ANTU (alpha            |            |          |          | 

  Naphthylthiourea)....|    86-88-4 | ........ |    0.3   | 

Arsenic, inorganic     |            |          |          | 

  compounds (as As);   |            |          |          | 

  see 1910.1018........|  7440-38-2 |          |          | 

Arsenic, organic       |            |          |          | 

  compounds (as As)....|  7440-38-2 | ........ |    0.5   | 

Arsine.................|  7784-42-1 |     0.05 |    0.2   | 

Asbestos;              |            |          |          | 

  see 1910.1001........|        (4) |          |          | 

Azinphos-methyl........|    86-50-0 | ........ |    0.2   |  X 

Barium, soluble        |            |          |          | 

  compounds (as Ba)....|  7440-39-3 | ........ |    0.5   | 

Barium sulfate.........|  7727-43-7 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 
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Benomyl................| 17804-35-2 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Benzene; See 1910.1028.|    71-43-2 |          |          | 

  See Table Z-2 for    |            |          |          | 

   the limits          |            |          |          | 

   applicable in the   |            |          |          | 

   operations or       |            |          |          | 

   sectors excluded    |            |          |          | 

   in 1910.1028(d)     |            |          |          | 

Benzidine;             |            |          |          | 

  See 1910.1010........|    92-87-5 |          |          | 

p-Benzoquinone;        |            |          |          | 

  see Quinone.         |            |          |          | 

Benzo(a)pyrene; see    |            |          |          | 

  Coal tar pitch       |            |          |          | 

  volatiles............|            |          |          | 

Benzoyl peroxide.......|    94-36-0 | ........ |    5     | 

Benzyl chloride........|   100-44-7 |     1    |    5     | 

Beryllium and          |            |          |          | 

  beryllium compounds  |            |          |          | 

  (as Be)..............|  7440-41-7 |          |  (2)     | 

Biphenyl; see Diphenyl.|            |          |          | 

Bismuth telluride,     |            |          |          | 

  Undoped..............|  1304-82-1 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Boron oxide............|  1303-86-2 |          |          | 

  Total dust...........|            | ........ |   15     | 

Boron trifluoride......|  7637-07-2 |  (C)1    | (C)3     | 

Bromine................|  7726-95-6 |     0.1  |    0.7   | 

Bromoform..............|    75-25-2 |     0.5  |    5     |  X 

Butadiene              |            |          |          | 

  (1,3-Butadiene); See |            |          |          | 

  29 CFR 1910.1051;    |   106-99-0 | 1 ppm/5  |          | 

  29 CFR 1910.19(1)....|            | ppm STEL |          | 

Butanethiol;           |            |          |          | 

  see Butyl mercaptan. |            |          |          | 

2-Butanone             |            |          |          | 

  (Methyl ethyl ketone)|    78-93-3 |   200    |  590     | 

2-Butoxyethanol........|   111-76-2 |    50    |  240     |  X 

n-Butyl-acetate........|   123-86-4 |   150    |  710     | 

sec-Butyl acetate......|   105-46-4 |   200    |  950     | 

tert-Butyl-acetate.....|   540-88-5 |   200    |  950     | 

n-Butyl alcohol........|    71-36-3 |   100    |  300     | 

sec-Butyl alcohol......|    78-92-2 |   150    |  450     | 

tert-Butyl alcohol.....|    75-65-0 |   100    |  300     | 

Butylamine.............|   109-73-9 |  (C)5    |(C)15     |  X 

tert-Butyl chromate    |  1189-85-1 |          |          | 

  (as CrO(3))..........|            |          |          | 

  see 1910.1026        |            |          |          | 

n-Butyl glycidyl ether |            |          |          | 

  (BGE)................|  2426-08-6 |    50    |  270     | 

Butyl mercaptan........|   109-79-5 |    10    |   35     | 

p-tert-Butyltoluene....|    98-51-1 |    10    |   60     | 

Cadmium (as Cd);       |            |          |          | 

  see 1910.1027........|  7440-43-9 |          |          | 

Calcium Carbonate......|  1317-65-3 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Calcium hydroxide......|  1305-62-0 |          |          | 

  Total dust...........|            | ........ |   15     | 
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  Respirable fraction..|            | ........ |    5     | 

Calcium oxide..........|  1305-78-8 | ........ |    5     | 

Calcium silicate.......|  1344-95-2 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Calcium sulfate........|  7778-18-9 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Camphor, synthetic.....|    76-22-2 | ........ |    2     | 

Carbaryl (Sevin).......|    63-25-2 | ........ |    5     | 

Carbon black...........|  1333-86-4 | ........ |    3.5   | 

Carbon dioxide.........|   124-38-9 |  5000    | 9000     | 

Carbon disulfide.......|    75-15-0 |          |  (2)     | 

Carbon monoxide........|   630-08-0 |    50    |   55     | 

Carbon tetrachloride...|    56-23-5 |          |  (2)     | 

Cellulose..............|  9004-34-6 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Chlordane..............|    57-74-9 | ........ |    0.5   |  X 

Chlorinated camphene...|  8001-35-2 | ........ |    0.5   |  X 

Chlorinated diphenyl   |            |          |          | 

  oxide................| 55720-99-5 | ........ |    0.5   | 

Chlorine...............|  7782-50-5 |  (C)1    | (C)3     | 

Chlorine dioxide.......| 10049-04-4 |     0.1  |    0.3   | 

Chlorine trifluoride...|  7790-91-2 |  (C)0.1  | (C)0.4   | 

Chloroacetaldehyde.....|   107-20-0 |  (C)1    | (C)3     | 

a-Chloroacetophenone   |            |          |          | 

  (Phenacyl chloride)..|   532-27-4 |     0.05 |    0.3   | 

Chlorobenzene..........|   108-90-7 |    75    |  350     | 

o-Chlorobenzylidene    |            |          |          | 

  malononitrile........|  2698-41-1 |     0.05 |    0.4   | 

Chlorobromomethane.....|    74-97-5 |   200    | 1050     | 

2-Chloro-1,3-butadiene;|            |          |          | 

  See beta-Chloroprene.|            |          |          | 

Chlorodiphenyl         |            |          |          | 

  (42% Chlorine)(PCB)..| 53469-21-9 | ........ |    1     |  X 

Chlorodiphenyl         |            |          |          | 

  (54% Chlorine)(PCB)..| 11097-69-1 | ........ |    0.5   |  X 

1-Chloro-2,            |            |          |          | 

  3-epoxypropane;      |            |          |          | 

  See Epichlorohydrin. |            |          |          | 

2-Chloroethanol;  See  |            |          |          | 

  Ethylene chlorohydrin|            |          |          | 

Chloroethylene;        |            |          |          | 

  See Vinyl chloride.  |            |          |          | 

Chloroform             |            |          |          | 

  (Trichloromethane)...|    67-66-3 | (C)50    |(C)240    | 

bis(Chloromethyl)      |            |          |          | 

  ether; see 1910.1008.|   542-88-1 |          |          | 

Chloromethyl methyl    |            |          |          | 

  ether; see 1910.1006.|   107-30-2 |          |          | 

1-Chloro-1-nitropropane|   600-25-9 |    20    |  100     | 

Chloropicrin...........|    76-06-2 |     0.1  |    0.7   | 

beta-Chloroprene.......|   126-99-8 |    25    |   90     |  X 

2-Chloro-6             |            |          |          | 

  (trichloromethyl)    |            |          |          | 

  pyridine.............|  1929-82-4 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Chromic acid and       |            |          |          | 

  chromates (as CrO(3))|        (4) |          |  (2)     | 

Chromium (II) compounds|            |          |          | 
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  (as Cr)..............|  7440-47-3 | ........ |    0.5   | 

Chromium (III)         |            |          |          | 

  compounds (as Cr)....|  7440-47-3 | ........ |    0.5   | 

Chromium (VI) compounds|            |          |          | 

  See 1910.1026(5)     |            |          |          | 

Chromium metal and     |            |          |          | 

  insol. salts (as Cr).|  7440-47-3 | ........ |    1     | 

Chrysene; see Coal tar |            |          |          | 

  pitch volatiles......|            |          |          | 

Clopidol...............|  2971-90-6 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Coal dust (less than   |            |          |          | 

  5% SiO(2)),          |            |          |          | 

  respirable fraction..|            |          |  (3)     | 

Coal dust (greater than|            |          |          | 

  or equal to 5%       |            |          |          | 

  SiO(2)), respirable  |            |          |          | 

  fraction.............|            |          |  (3)     | 

Coal tar pitch         |            |          |          | 

  volatiles (benzene   |            |          |          | 

  soluble fraction),   |            |          |          | 

  anthracene, BaP,     |            |          |          | 

  phenanthrene,        |            |          |          | 

  acridine, chrysene,  |            |          |          | 

  pyrene...............| 65966-93-2 | ........ |    0.2   | 

Cobalt metal, dust,    |            |          |          | 

  and fume (as Co).....|  7440-48-4 | ........ |    0.1   | 

Coke oven emissions;   |            |          |          | 

  see 1910.1029........|            |          |          | 

Copper.................|  7440-50-8 |          |          | 

  Fume (as Cu).........|            | ........ |    0.1   | 

  Dusts and mists      |            |          |          | 

  (as Cu)..............|            | ........ |    1     | 

Cotton dust (e),       |            |          |          | 

  see 1910.1043........|            | ........ |    1     | 

Crag herbicide (Sesone)|   136-78-7 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Cresol, all isomers....|  1319-77-3 |     5    |   22     |  X 

Crotonaldehyde.........|   123-73-9 |     2    |    6     | 

                       |  4170-30-3 |          |          | 

Cumene.................|    98-82-8 |    50    |  245     |  X 

  Cyanides (as CN).....|        (4) | ........ |    5     |  X 

Cyclohexane............|   110-82-7 |   300    | 1050     | 

Cyclohexanol...........|   108-93-0 |    50    |  200     | 

Cyclohexanone..........|   108-94-1 |    50    |  200     | 

Cyclohexene............|   110-83-8 |   300    | 1015     | 

Cyclopentadiene........|   542-92-7 |    75    |  200     | 

2,4-D (Dichlorophen-   |            |          |          | 

  oxyacetic acid)......|    94-75-7 | ........ |   10     | 

Decaborane.............| 17702-41-9 |     0.05 |    0.3   |  X 

Demeton (Systox).......|  8065-48-3 | ........ |    0.1   |  X 

Diacetone alcohol      |            |          |          | 

  (4-Hydroxy-4-methyl- |            |          |          | 

  2-pentanone).........|   123-42-2 |    50    |  240     | 

1,2-Diaminoethane;     |            |          |          | 

  see Ethylenediamine..|            |          |          | 

Diazomethane...........|   334-88-3 |     0.2  |    0.4   | 

Diborane...............| 19287-45-7 |     0.1  |    0.1   | 

  1,2-Dibromo-3-       |            |          |          | 

  chloropropane (DBCP);|            |          |          | 

Page 5 of 16TABLE Z-1 Limits for Air Contaminants. - 1910.1000 TABLE Z-1

1/27/2016https://www.osha.gov/pls/oshaweb/owadisp.show_document?p_table=standards&p_id=9992



  see 1910.1044........|    96-12-8 |          |          | 

1,2-Dibromoethane; see |            |          |          | 

  Ethylene dibromide...|            |          |          | 

Dibutyl phosphate......|   107-66-4 |     1    |    5     | 

Dibutyl phthalate......|    84-74-2 | ........ |    5     | 

o-Dichlorobenzene......|    95-50-1 | (C)50    |(C)300    | 

p-Dichlorobenzene......|   106-46-7 |    75    |  450     | 

3,3'-Dichlorobenzidine;|            |          |          | 

  see 1910.1007........|    91-94-1 |          |          | 

Dichlorodifluoromethane|    75-71-8 |  1000    | 4950     | 

1,3-Dichloro-5,        |            |          |          | 

  5-dimethyl hydantoin.|   118-52-5 | ........ |    0.2   | 

Dichlorodiphenyltri-   |            |          |          | 

  chloroethane (DDT)...|    50-29-3 | ........ |    1     |  X 

1,1-Dichloroethane.....|    75-34-3 |   100    |  400     | 

1,2-Dichloroethane; see|            |          |          | 

  Ethylene dichloride..|            |          |          | 

1,2-Dichloroethylene...|   540-59-0 |   200    |  790     | 

Dichloroethyl ether....|   111-44-4 | (C)15    |(C)90     |  X 

Dichloromethane; see   |            |          |          | 

  Methylene chloride...|            |          |          | 

Dichloromonofluoro-    |            |          |          | 

  methane..............|    75-43-4 |  1000    | 4200     | 

1,1-Dichloro-1-        |            |          |          | 

  nitroethane..........|   594-72-9 | (C)10    |(C)60     | 

1,2-Dichloropropane;   |            |          |          | 

  see                  |            |          |          | 

  Propylene dichloride.|            |          |          | 

Dichlorotetrafluoro-   |            |          |          | 

  ethane...............|    76-14-2 |  1000    | 7000     | 

Dichlorvos (DDVP)......|    62-73-7 | ........ |    1     |  X 

Dicyclopentadienyl iron|   102-54-5 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Dieldrin...............|    60-57-1 | ........ |    0.25  |  X 

Diethylamine...........|   109-89-7 |    25    |   75     | 

2-Diethylaminoethanol..|   100-37-8 |    10    |   50     |  X 

Diethyl ether;         |            |          |          | 

  see Ethyl ether......|            |          |          | 

Difluorodibromomethane.|    75-61-6 |   100    |  860     | 

Diglycidyl ether (DGE).|  2238-07-5 |  (C)0.5  | (C)2.8   | 

Dihydroxybenzene;      |            |          |          | 

  see Hydroquinone.....|            |          |          | 

Diisobutyl ketone......|   108-83-8 |    50    |  290     | 

Diisopropylamine.......|   108-18-9 |     5    |   20     |  X 

4-Dimethylaminoazo-    |            |          |          | 

  benzene;             |            |          |          | 

  see 1910.1015........|    60-11-7 |          |          | 

Dimethoxymethane;      |            |          |          | 

  see Methylal.........|            |          |          | 

Dimethyl acetamide.....|   127-19-5 |    10    |   35     |  X 

Dimethylamine..........|   124-40-3 |    10    |   18     | 

Dimethylaminobenzene;  |            |          |          | 

  see Xylidine.........|            |          |          | 

Dimethylaniline        |            |          |          | 

  (N,N-Dimethylaniline)|   121-69-7 |     5    |   25     |  X 

Dimethylbenzene;       |            |          |          | 

  see Xylene...........|            |          |          | 

Dimethyl-1,2-dibromo-2,|            |          |          | 

  2-dichloroethyl      |            |          |          | 

  phosphate............|   300-76-5 | ........ |    3     | 

Dimethylformamide......|    68-12-2 |    10    |   30     |  X 
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2,6-Dimethyl-4-        |            |          |          | 

  heptanone; see       |            |          |          | 

  Diisobutyl ketone....|            |          |          | 

1,1-Dimethylhydrazine..|    57-14-7 |     0.5  |    1     |  X 

Dimethylphthalate......|   131-11-3 | ........ |    5     | 

Dimethyl sulfate.......|    77-78-1 |     1    |    5     |  X 

Dinitrobenzene         |            |          |          | 

  (all isomers)........|            |          |    1     |  X 

  (ortho)..............|   528-29-0 |          |          | 

  (meta)...............|    99-65-0 |          |          | 

  (para)...............|   100-25-4 |          |          | 

Dinitro-o-cresol.......|   534-52-1 | ........ |    0.2   |  X 

Dinitrotoluene.........| 25321-14-6 | ........ |    1.5   |  X 

Dioxane                |            |          |          | 

  (Diethylene dioxide).|   123-91-1 |   100    |  360     |  X 

Diphenyl (Biphenyl)....|    92-52-4 |     0.2  |    1     | 

Diphenylmethane        |            |          |          | 

  diisocyanate; see    |            |          |          | 

  Methylene bisphenyl  |            |          |          | 

  isocyanate...........|            |          |          | 

Dipropylene glycol     |            |          |          | 

  methyl ether.........| 34590-94-8 |   100    |  600     |  X 

Di-sec octyl phthalate |            |          |          | 

  (Di-(2-ethylhexyl)   |            |          |          | 

  phthalate)...........|   117-81-7 | ........ |    5     | 

Emery..................| 12415-34-8 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Endrin.................|    72-20-8 | ........ |    0.1   |  X 

Epichlorohydrin........|   106-89-8 |     5    |   19     |  X 

EPN....................|  2104-64-5 | ........ |    0.5   |  X 

1,2-Epoxypropane; see  |            |          |          | 

  Propylene oxide......|            |          |          | 

2,3-Epoxy-1-propanol;  |            |          |          | 

  see Glycidol.........|            |          |          | 

Ethanethiol;  see      |            |          |          | 

  Ethyl mercaptan......|            |          |          | 

Ethanolamine...........|   141-43-5 |     3    |    6     | 

2-Ethoxyethanol        |            |          |          | 

  (Cellosolve).........|   110-80-5 |   200    |  740     |  X 

2-Ethoxyethyl acetate  |            |          |          | 

  (Cellosolve acetate).|   111-15-9 |   100    |  540     |  X 

Ethyl acetate..........|   141-78-6 |   400    | 1400     | 

Ethyl acrylate.........|   140-88-5 |    25    |  100     |  X 

Ethyl alcohol (Ethanol)|    64-17-5 |  1000    | 1900     | 

Ethylamine.............|    75-04-7 |    10    |   18     | 

Ethyl amyl ketone      |            |          |          | 

  (5-Methyl-3-         |            |          |          | 

  heptanone)...........|   541-85-5 |    25    |  130     | 

Ethyl benzene..........|   100-41-4 |   100    |  435     | 

Ethyl bromide..........|    74-96-4 |   200    |  890     | 

Ethyl butyl ketone     |            |          |          | 

  (3-Heptanone)........|   106-35-4 |    50    |  230     | 

Ethyl chloride.........|    75-00-3 |  1000    | 2600     | 

Ethyl ether............|    60-29-7 |   400    | 1200     | 

Ethyl formate..........|   109-94-4 |   100    |  300     | 

Ethyl mercaptan........|    75-08-1 | (C)10    |(C)25     | 

Ethyl silicate.........|    78-10-4 |   100    |  850     | 

Ethylene chlorohydrin..|   107-07-3 |     5    |   16     |  X 

Ethylenediamine........|   107-15-3 |    10    |   25     | 

Ethylene dibromide.....|   106-93-4 |          |  (2)     | 

Ethylene dichloride    |            |          |          | 
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  (1,2-Dichloroethane).|   107-06-2 |          |  (2)     | 

Ethylene glycol        |            |          |          | 

  dinitrate............|   628-96-6 |  (C)0.2  | (C)1     |  X 

Ethylene glycol methyl |            |          |          | 

  acetate; see Methyl  |            |          |          | 

  cellosolve acetate...|            |          |          | 

Ethyleneimine;         |            |          |          | 

  see 1910.1012........|   151-56-4 |          |          | 

Ethylene oxide;        |            |          |          | 

  see 1910.1047........|    75-21-8 |          |          | 

Ethylidene chloride;   |            |          |          | 

  see 1,1-Dichlorethane|            |          |          | 

N-Ethylmorpholine......|   100-74-3 |    20    |   94     |  X 

Ferbam.................| 14484-64-1 |          |          | 

  Total dust...........|            | ........ |   15     | 

Ferrovanadium dust.....| 12604-58-9 | ........ |    1     | 

Fluorides (as F).......|        (4) | ........ |    2.5   | 

Fluorine...............|  7782-41-4 |     0.1  |    0.2   | 

Fluorotrichloromethane |            |          |          | 

  (Trichloro-          |            |          |          | 

  fluoromethane).......|    75-69-4 |  1000    | 5600     | 

Formaldehyde;          |            |          |          | 

  see 1910.1048........|    50-00-0 |          |          | 

Formic acid............|    64-18-6 |     5    |    9     | 

Furfural...............|    98-01-1 |     5    |   20     |  X 

Furfuryl alcohol.......|    98-00-0 |    50    |  200     | 

Grain dust (oat, wheat |            |          |          | 

  barley)..............| .......... | ........ |   10     | 

Glycerin (mist)........|    56-81-5 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Glycidol...............|   556-52-5 |    50    |  150     | 

Glycol monoethyl ether;|            |          |          | 

  see 2-Ethoxyethanol..|            |          |          | 

Graphite, natural      |            |          |          | 

  respirable dust......|  7782-42-5 |          |  (3)     | 

Graphite, synthetic....|            |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable Fraction..|            | ........ |    5     | 

Guthion;               |            |          |          | 

  see Azinphos methyl..|            |          |          | 

Gypsum.................| 13397-24-5 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Hafnium................|  7440-58-6 | ........ |    0.5   | 

Heptachlor.............|    76-44-8 | ........ |    0.5   |  X 

Heptane (n-Heptane)....|   142-82-5 |   500    | 2000     | 

Hexachloroethane.......|    67-72-1 |     1    |   10     |  X 

Hexachloronaphthalene..|  1335-87-1 | ........ |    0.2   |  X 

n-Hexane...............|   110-54-3 |   500    | 1800     | 

2-Hexanone (Methyl     |            |          |          | 

  n-butyl ketone)......|   591-78-6 |   100    |  410     | 

Hexone (Methyl         |            |          |          | 

  isobutyl ketone).....|   108-10-1 |   100    |  410     | 

sec-Hexyl acetate......|   108-84-9 |    50    |  300     | 

Hydrazine..............|   302-01-2 |     1    |    1.3   |  X 

Hydrogen bromide.......| 10035-10-6 |     3    |   10     | 

Hydrogen chloride......|  7647-01-0 |  (C)5    | (C)7     | 

Hydrogen cyanide.......|    74-90-8 |    10    |   11     |  X 

Hydrogen fluoride      |            |          |          | 

  (as F)...............|  7664-39-3 |          |  (2)     | 

Hydrogen peroxide......|  7722-84-1 |     1    |    1.4   | 
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Hydrogen selenide      |            |          |          | 

  (as Se)..............|  7783-07-5 |     0.05 |    0.2   | 

Hydrogen sulfide.......|  7783-06-4 |          |  (2)     | 

Hydroquinone...........|   123-31-9 | ........ |    2     | 

Iodine.................|  7553-56-2 |  (C)0.1  | (C)1     | 

Iron oxide fume........|  1309-37-1 | ........ |   10     | 

Isomyl acetate.........|   123-92-2 |   100    |  525     | 

Isomyl alcohol         |            |          |          | 

  (primary and         |            |          |          | 

  secondary)...........|   123-51-3 |   100    |  360     | 

Isobutyl acetate.......|   110-19-0 |   150    |  700     | 

Isobutyl alcohol.......|    78-83-1 |   100    |  300     | 

Isophorone.............|    78-59-1 |    25    |  140     | 

Isopropyl acetate......|   108-21-4 |   250    |  950     | 

Isopropyl alcohol......|    67-63-0 |   400    |  980     | 

Isopropylamine.........|    75-31-0 |     5    |   12     | 

Isopropyl ether........|   108-20-3 |   500    | 2100     | 

Isopropyl glycidyl     |            |          |          | 

  ether (IGE)..........|  4016-14-2 |    50    |  240     | 

Kaolin.................|  1332-58-7 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Ketene.................|   463-51-4 |     0.5  |    0.9   | 

Lead inorganic (as Pb);|            |          |          | 

  see 1910.1025........|  7439-92-1 |          |          | 

Limestone..............|  1317-65-3 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Lindane................|    58-89-9 | ........ |    0.5   |  X 

Lithium hydride........|  7580-67-8 | ........ |    0.025 | 

L.P.G. (Liquified      |            |          |          | 

  petroleum gas).......| 68476-85-7 |  1000    | 1800     | 

Magnesite..............|   546-93-0 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Magnesium oxide fume...|  1309-48-4 |          |          | 

  Total Particulate....|            | ........ |   15     | 

Malathion..............|   121-75-5 |          |          | 

  Total dust...........|            | ........ |   15     |  X 

Maleic anhydride.......|   108-31-6 |     0.25 |    1     | 

Manganese compounds    |            |          |          | 

  (as Mn)..............|  7439-96-5 | ........ | (C)5     | 

Manganese fume (as Mn).|  7439-96-5 | ........ | (C)5     | 

Marble.................|  1317-65-3 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Mercury (aryl and      |            |          |          | 

  inorganic)(as Hg)....|  7439-97-6 |          |  (2)     | 

Mercury (organo) alkyl |            |          |          | 

  compounds (as Hg)....|  7439-97-6 |          |  (2)     | 

Mercury (vapor) (as Hg)|  7439-97-6 |          |  (2)     | 

Mesityl oxide..........|   141-79-7 |    25    |  100     | 

Methanethiol;          |            |          |          | 

  see Methyl mercaptan.|            |          |          | 

Methoxychlor...........|    72-43-5 |          |          | 

  Total dust...........|            | ........ |   15     | 

2-Methoxyethanol;      |            |          |          | 

  (Methyl cellosolve)..|   109-86-4 |    25    |   80     |  X 

2-Methoxyethyl acetate |            |          |          | 

  (Methyl cellosolve   |            |          |          | 

  acetate).............|   110-49-6 |    25    |  120     |  X 

Methyl acetate.........|    79-20-9 |   200    |  610     | 
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Methyl acetylene       |            |          |          | 

  (Propyne)............|    74-99-7 |  1000    | 1650     | 

Methyl acetylene       |            |          |          | 

  propadiene mixture   |            |          |          | 

  (MAPP)...............|            |  1000    | 1800     | 

Methyl acrylate........|    96-33-3 |    10    |   35     |  X 

Methylal               |            |          |          | 

  (Dimethoxy-methane)..|   109-87-5 |  1000    | 3100     | 

Methyl alcohol.........|    67-56-1 |   200    |  260     | 

Methylamine............|    74-89-5 |    10    |   12     | 

Methyl amyl alcohol;   |            |          |          | 

  see Methyl Isobutyl  |            |          |          | 

  carbinol.............|            |          |          | 

Methyl n-amyl ketone...|   110-43-0 |   100    |  465     | 

Methyl bromide.........|    74-83-9 | (C)20    |(C)80     |  X 

Methyl butyl ketone;   |            |          |          | 

  see 2-Hexanone.......|            |          |          | 

Methyl cellosolve;     |            |          |          | 

  see 2-Methoxyethanol.|            |          |          | 

Methyl cellosolve      |            |          |          | 

  acetate;             |            |          |          | 

  see 2-Methoxyethyl   |            |          |          | 

  acetate..............|            |          |          | 

Methyl chloride........|    74-87-3 |          |  (2)     | 

Methyl chloroform      |            |          |          | 

  (1,1,1-Trichloro-    |            |          |          | 

  ethane)..............|    71-55-6 |   350    | 1900     | 

Methylcyclohexane......|   108-87-2 |   500    | 2000     | 

Methylcyclohexanol.....| 25639-42-3 |   100    |  470     | 

o-Methylcyclohexanone..|   583-60-8 |   100    |  460     |  X 

Methylene chloride.....|    75-09-2 |          |  (2)     | 

Methyl ethyl ketone    |            |          |          | 

  (MEK); see 2-Butanone|            |          |          | 

Methyl formate.........|   107-31-3 |   100    |  250     | 

Methyl hydrazine       |            |          |          | 

  (Monomethyl          |            |          |          | 

  hydrazine)...........|    60-34-4 |  (C)0.2  | (C)0.35  |  X 

Methyl iodide..........|    74-88-4 |     5    |   28     |  X 

Methyl isoamyl ketone..|   110-12-3 |   100    |  475     | 

Methyl isobutyl        |            |          |          | 

  carbinol.............|   108-11-2 |    25    |  100     |  X 

Methyl isobutyl ketone;|            |          |          | 

  see Hexone...........|            |          |          | 

Methyl isocyanate......|   624-83-9 |     0.02 |    0.05  |  X 

Methyl mercaptan.......|    74-93-1 | (C)10    |(C)20     | 

Methyl methacrylate....|    80-62-6 |   100    |  410     | 

Methyl propyl ketone;  |            |          |          | 

  see 2-Pentanone......|            |          |          | 

alpha-Methyl styrene...|    98-83-9 |(C)100    |(C)480    | 

Methylene bisphenyl    |            |          |          | 

  isocyanate (MDI).....|   101-68-8 |  (C)0.02 | (C)0.2   | 

Mica; see Silicates....|            |          |          | 

Molybdenum (as Mo).....|  7439-98-7 |          |          | 

  Soluble compounds....|            | ........ |    5     | 

  Insoluble Compounds  |            |          |          | 

    Total dust.........|            | ........ |   15     | 

Monomethyl aniline.....|   100-61-8 |     2    |    9     |  X 

Monomethyl hydrazine;  |            |          |          | 

  see Methyl hydrazine.|            |          |          | 

Morpholine.............|   110-91-8 |    20    |   70     |  X 

Naphtha (Coal tar).....|  8030-30-6 |   100    |  400     | 

Naphthalene............|    91-20-3 |    10    |   50     | 
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alpha-Naphthylamine;   |            |          |          | 

  see 1910.1004........|   134-32-7 |          |          | 

beta-Naphthylamine;    |            |          |          | 

  see 1910.1009........|    91-59-8 |          |          | 

Nickel carbonyl (as Ni)| 13463-39-3 |     0.001|    0.007 | 

Nickel, metal and      |            |          |          | 

  insoluble compounds  |            |          |          | 

  (as Ni)..............|  7440-02-0 | ........ |    1     | 

Nickel, soluble        |            |          |          | 

  compounds (as Ni)....|  7440-02-0 | ........ |    1     | 

Nicotine...............|    54-11-5 | ........ |    0.5   |  X 

Nitric acid............|  7697-37-2 |     2    |    5     | 

Nitric oxide...........| 10102-43-9 |    25    |   30     | 

p-Nitroaniline.........|   100-01-6 |     1    |    6     |  X 

Nitrobenzene...........|    98-95-3 |     1    |    5     |  X 

p-Nitrochlorobenzene...|   100-00-5 | ........ |    1     |  X 

4-Nitrodiphenyl;       |            |          |          | 

  see 1910.1003........|    92-93-3 |          |          | 

Nitroethane............|    79-24-3 |   100    |  310     | 

Nitrogen dioxide.......| 10102-44-0 |  (C)5    | (C)9     | 

Nitrogen trifluoride...|  7783-54-2 |    10    |   29     | 

Nitroglycerin..........|    55-63-0 |  (C)0.2  | (C)2     |  X 

Nitromethane...........|    75-52-5 |   100    |  250     | 

1-Nitropropane.........|   108-03-2 |    25    |   90     | 

2-Nitropropane.........|    79-46-9 |    25    |   90     | 

N-Nitrosodimethylamine;|            |          |          | 

  see 1910.1016        |            |          |          | 

Nitrotoluene           |            |          |          | 

  (all isomers)........|            |     5    |   30     |  X 

  o-isomer.............|    88-72-2 |          |          | 

  m-isomer.............|    99-08-1 |          |          | 

  p-isomer.............|    99-99-0 |          |          | 

Nitrotrichloromethane; |            |          |          | 

  see Chloropicrin.....|            |          |          | 

Octachloronaphthalene..|  2234-13-1 | ........ |    0.1   |  X 

Octane.................|   111-65-9 |   500    | 2350     | 

Oil mist, mineral......|  8012-95-1 | ........ |    5     | 

Osmium tetroxide       |            |          |          | 

  (as Os)..............| 20816-12-0 | ........ |    0.002 | 

Oxalic acid............|   144-62-7 | ........ |    1     | 

Oxygen difluoride......|  7783-41-7 |     0.05 |    0.1   | 

Ozone..................| 10028-15-6 |     0.1  |    0.2   | 

Paraquat, respirable   |            |          |          | 

  dust.................|  4685-14-7 | ........ |    0.5   |  X 

                       |  1910-42-5 |          |          | 

                       |  2074-50-2 |          |          | 

Parathion..............|    56-38-2 | ........ |    0.1   |  X 

Particulates not       |            |          |          | 

  otherwise regulated  |            |          |          | 

  (PNOR)(f)............|            |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

PCB; see Chlorodiphenyl|            |          |          | 

  (42% and 54%         |            |          |          | 

  chlorine)............|            |          |          | 

Pentaborane............| 19624-22-7 |     0.005|    0.01  | 

Pentachloronaphthalene.|  1321-64-8 | ........ |    0.5   |  X 

Pentachlorophenol......|    87-86-5 | ........ |    0.5   |  X 

Pentaerythritol........|   115-77-5 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Pentane................|   109-66-0 |  1000    | 2950     | 
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2-Pentanone (Methyl    |            |          |          | 

  propyl ketone).......|   107-87-9 |   200    |  700     | 

Perchloroethylene      |            |          |          | 

  (Tetrachloroethylene)|   127-18-4 |          |  (2)     | 

Perchloromethyl        |            |          |          | 

  mercaptan............|   594-42-3 |     0.1  |    0.8   | 

Perchloryl fluoride....|  7616-94-6 |     3    |   13.5   | 

Petroleum distillates  |            |          |          | 

  (Naphtha)(Rubber     |            |          |          | 

  Solvent).............|            |   500    | 2000     | 

Phenol.................|   108-95-2 |     5    |   19     |  X 

p-Phenylene diamine....|   106-50-3 | ........ |    0.1   |  X 

Phenyl ether, vapor....|   101-84-8 |     1    |    7     | 

Phenyl ether-biphenyl  |            |          |          | 

  mixture, vapor.......|            |     1    |    7     | 

Phenylethylene;        |            |          |          | 

  see Styrene..........|            |          |          | 

Phenyl glycidyl ether  |            |          |          | 

  (PGE)................|   122-60-1 |    10    |   60     | 

Phenylhydrazine........|   100-63-0 |     5    |   22     |  X 

Phosdrin (Mevinphos)...|  7786-34-7 | ........ |    0.1   |  X 

Phosgene (Carbonyl     |            |          |          | 

  chloride)............|    75-44-5 |     0.1  |    0.4   | 

Phosphine..............|  7803-51-2 |     0.3  |    0.4   | 

Phosphoric acid........|  7664-38-2 | ........ |    1     | 

Phosphorus (yellow)....|  7723-14-0 | ........ |    0.1   | 

Phosphorus             |            |          |          | 

  pentachloride........| 10026-13-8 | ........ |    1     | 

Phosphorus pentasulfide|  1314-80-3 | ........ |    1     | 

Phosphorus trichloride.|  7719-12-2 |     0.5  |    3     | 

Phthalic anhydride.....|    85-44-9 |     2    |   12     | 

Picloram...............|  1918-02-1 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Picric acid............|    88-89-1 | ........ |    0.1   |  X 

Pindone (2-Pivalyl-1,  |            |          |          | 

  3-indandione)........|    83-26-1 | ........ |    0.1   | 

Plaster of paris.......| 26499-65-0 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Platinum (as Pt).......|  7440-06-4 |          |          | 

  Metal................|            | ........ | ........ | 

  Soluble Salts........|            | ........ |    0.002 | 

Portland cement........| 65997-15-1 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Propane................|    74-98-6 |  1000    | 1800     | 

beta-Propriolactone;   |            |          |          | 

  see 1910.1013........|    57-57-8 |          |          | 

n-Propyl acetate.......|   109-60-4 |   200    |  840     | 

n-Propyl alcohol.......|    71-23-8 |   200    |  500     | 

n-Propyl nitrate.......|   627-13-4 |    25    |  110     | 

Propylene dichloride...|    78-87-5 |    75    |  350     | 

Propylene imine........|    75-55-8 |     2    |    5     |  X 

Propylene oxide........|    75-56-9 |   100    |  240     | 

Propyne; see Methyl    |            |          |          | 

  acetylene............|            |          |          | 

Pyrethrum..............|  8003-34-7 | ........ |    5     | 

Pyridine...............|   110-86-1 |     5    |   15     | 

Quinone................|   106-51-4 |     0.1  |    0.4   | 

RDX: see Cyclonite.....|            |          |          | 

Rhodium (as Rh), metal |            |          |          | 
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  fume and insoluble   |            |          |          | 

  compounds............|  7440-16-6 | ........ |    0.1   | 

Rhodium (as Rh),       |            |          |          | 

  soluble compounds....|  7440-16-6 | ........ |    0.001 | 

Ronnel.................|   299-84-3 | ........ |   15     | 

Rotenone...............|    83-79-4 | ........ |    5     | 

Rouge..................|            |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Selenium compounds     |            |          |          | 

  (as Se)..............|  7782-49-2 | ........ |    0.2   | 

Selenium hexafluoride  |            |          |          | 

  (as Se)..............|  7783-79-1 |     0.05 |    0.4   | 

Silica, amorphous,     |            |          |          | 

  precipitated and gel.|112926-00-8 |          |  (3)     | 

Silica, amorphous,     |            |          |          | 

  diatomaceous earth,  |            |          |          | 

  containing less than |            |          |          | 

  1% crystalline silica| 61790-53-2 |          |  (3)     | 

Silica, crystalline    |            |          |          | 

  cristobalite,        |            |          |          | 

  respirable dust......| 14464-46-1 |          |  (3)     | 

Silica, crystalline    |            |          |          | 

  quartz, respirable   |            |          |          | 

  dust.................| 14808-60-7 |          |  (3)     | 

Silica, crystalline    |            |          |          | 

  tripoli (as quartz), |            |          |          | 

  respirable dust......|  1317-95-9 |          |  (3)     | 

Silica, crystalline    |            |          |          | 

  tridymite,           |            |          |          | 

  respirable dust......| 15468-32-3 |          |  (3)     | 

Silica, fused,         |            |          |          | 

  respirable dust......| 60676-86-0 |          |  (3)     | 

Silicates (less than 1%|            |          |          | 

  crystalline silica)  |            |          |          | 

  Mica (respirable     |            |          |          | 

  dust)................| 12001-26-2 |          |  (3)     | 

  Soapstone, total dust| .......... |          |  (3)     | 

  Soapstone, respirable|            |          |          | 

  dust.................| .......... |          |  (3)     | 

  Talc (containing     |            |          |          | 

  asbestos): use       |            |          |          | 

  asbestos limit: see  |            |          |          | 

  29 CFR 1910.1001.....|            |          |  (3)     | 

Talc (containing no    |            |          |          | 

  asbestos),           |            |          |          | 

  respirable dust......| 14807-96-6 |          |  (3)     | 

  Tremolite,           |            |          |          | 

  asbestiform; see     |            |          |          | 

  1910.1001............|            |          |          | 

Silicon................|  7440-21-3 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Silicon carbide........|   409-21-2 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Silver, metal and      |            |          |          | 

  soluble compounds    |            |          |          | 

  (as Ag)..............|  7440-22-4 | ........ |    0.01  | 

Soapstone;             |            |          |          | 

  see Silicates........|            |          |          | 

Sodium fluoroacetate...|    62-74-8 | ........ |    0.05  |  X 
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Sodium hydroxide.......|  1310-73-2 | ........ |    2     | 

Starch.................|  9005-25-8 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Stibine................|  7803-52-3 |     0.1  |    0.5   | 

Stoddard solvent.......|  8052-41-3 |   500    | 2900     | 

Strychnine.............|    57-24-9 | ........ |    0.15  | 

Styrene................|   100-42-5 |          |  (2)     | 

Sucrose................|    57-50-1 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Sulfur dioxide.........|  7446-09-5 |     5    |   13     | 

Sulfur hexafluoride....|  2551-62-4 |  1000    | 6000     | 

Sulfuric acid..........|  7664-93-9 | ........ |    1     | 

Sulfur monochloride....| 10025-67-9 |     1    |    6     | 

Sulfur pentafluoride...|  5714-22-7 |     0.025|    0.25  | 

Sulfuryl fluoride......|  2699-79-8 |     5    |   20     | 

Systox;  see Demeton...|            |          |          | 

2,4,5-T (2,4,5-tri-    |            |          |          | 

  chlorophenoxyacetic  |            |          |          | 

  acid)................|    93-76-5 | ........ |   10     | 

Talc;  see Silicates...|            |          |          | 

Tantalum, metal and    |            |          |          | 

  oxide dust...........|  7440-25-7 | ........ |    5     | 

TEDP (Sulfotep)........|  3689-24-5 | ........ |    0.2   |  X 

Tellurium and          |            |          |          | 

  compounds (as Te)....| 13494-80-9 | ........ |    0.1   | 

Tellurium hexafluoride |            |          |          | 

  (as Te)..............|  7783-80-4 |     0.02 |    0.2   | 

Temephos...............|  3383-96-8 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

TEPP (Tetraethyl       |            |          |          | 

  pyrophosphaate)......|   107-49-3 | ........ |    0.05  |  X 

Terphenylis............| 26140-60-3 |  (C)1    | (C)9     | 

1,1,1,2-Tetrachloro-2, |            |          |          | 

  2-difluoroethane.....|    76-11-9 |   500    | 4170     | 

1,1,2,2-Tetrachloro-1, |            |          |          | 

  2-difluoroethane.....|    76-12-0 |   500    | 4170     | 

1,1,2,2-Tetrachloro-   |            |          |          | 

  ethane...............|    79-34-5 |     5    |   35     |  X 

Tetrachoroethylene;    |            |          |          | 

  see Perchloroethylene|            |          |          | 

Tetrachloromethane; see|            |          |          | 

  Carbon tetrachloride.|            |          |          | 

Tetrachloronaphthalene.|  1335-88-2 | ........ |    2     |  X 

Tetraethyl lead (as Pb)|    78-00-2 | ........ |    0.075 |  X 

Tetrahydrofuran........|   109-99-9 |   200    |  590     | 

Tetramethyl lead,      |            |          |          | 

  (as Pb)..............|    75-74-1 | ........ |    0.075 |  X 

Tetramethyl            |            |          |          | 

  succinonitrile.......|  3333-52-6 |     0.5  |    3     |  X 

Tetranitromethane......|   509-14-8 |     1    |    8     | 

Tetryl (2,4,6-Trinitro-|            |          |          | 

  phenylmethyl-        |            |          |          | 

  nitramine)...........|   479-45-8 | ........ |    1.5   |  X 

Thallium, soluble      |            |          |          | 

  compounds (as Tl)....|  7440-28-0 | ........ |    0.1   |  X 

4,4'-Thiobis(6-tert,   |            |          |          | 

  Butyl-m-cresol)......|    96-69-5 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 
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Thiram.................|   137-26-8 | ........ |    5     | 

Tin, inorganic         |            |          |          | 

  compounds (except    |            |          |          | 

  oxides) (as Sn)......|  7440-31-5 | ........ |    2     | 

Tin, organic compounds |            |          |          | 

  (as Sn)..............|  7440-31-5 | ........ |    0.1   | 

Titanium dioxide.......| 13463-67-7 |          |          | 

  Total dust...........|            | ........ |   15     | 

Toluene................|   108-88-3 |          |  (2)     | 

Toluene-2,             |            |          |          | 

  4-diisocyanate (TDI).|   584-84-9 |  (C)0.02 | (C)0.14  | 

o-Toluidine............|    95-53-4 |     5    |   22     |  X 

Toxaphene;  see        |            |          |          | 

  Chlorinated camphene.|            |          |          | 

Tremolite;             |            |          |          | 

  see Silicates........|            |          |          | 

Tributyl phosphate.....|   126-73-8 | ........ |    5     | 

1,1,1-Trichloroethane; |            |          |          | 

  see Methyl chloroform|            |          |          | 

1,1,2-Trichloroethane..|    79-00-5 |    10    |   45     |  X 

Trichloroethylene......|    79-01-6 |          |  (2)     | 

Trichloromethane;      |            |          |          | 

  see Chloroform       |            |          |          | 

Trichloronaphthalene...|  1321-65-9 | ........ |    5     |  X 

1,2,3-Trichloropropane.|    96-18-4 |    50    |  300     | 

1,1,2-Trichloro-1,2,   |            |          |          | 

  2-trifluoroethane....|    76-13-1 |  1000    | 7600     | 

Triethylamine..........|   121-44-8 |    25    |  100     | 

Trifluorobromomethane..|    75-63-8 |  1000    | 6100     | 

  2,4,6-Trinitrophenol;|            |          |          | 

  see Picric acid......|            |          |          | 

2,4,6-Trinitrophenyl-  |            |          |          | 

  methyl nitramine;    |            |          |          | 

  see Tetryl...........|            |          |          | 

2,4,6-Trinitrotoluene  |            |          |          | 

  (TNT)................|   118-96-7 | ........ |    1.5   |  X 

Triorthocresyl         |            |          |          | 

  phosphate............|    78-30-8 | ........ |    0.1   | 

Triphenyl phosphate....|   115-86-6 | ........ |    3     | 

Turpentine.............|  8006-64-2 |   100    |  560     | 

Uranium (as U).........|  7440-61-1 |          |          | 

  Soluble compounds....|            | ........ |    0.05  | 

  Insoluble compounds..|            | ........ |    0.25  | 

Vanadium...............|  1314-62-1 |          |          | 

  Respirable dust      |            |          |          | 

  (as V O ))...........|            | ........ | (C)0.5   |

  Fume (as V O ).......|            | ........ | (C)0.1   |

Vegetable oil mist.....|            |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Vinyl benzene;         |            |          |          | 

  see Styrene..........|            |          |          | 

Vinyl chloride;        |            |          |          | 

  see 1910.1017........|    75-01-4 |          |          | 

Vinyl cyanide;         |            |          |          | 

  see Acrylonitrile    |            |          |          | 

Vinyl toluene..........| 25013-15-4 |   100    |  480     | 

Warfarin...............|    81-81-2 | ........ |    0.1   | 

Xylenes                |            |          |          | 

  (o-, m-, p-isomers)..|  1330-20-7 |   100    |  435     | 

Xylidine...............|  1300-73-8 |     5    |   25     |  X 

Yttrium................|  7440-65-5 | ........ |    1     | 

2 5

2 5
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Zinc chloride fume.....|  7646-85-7 | ........ |    1     | 

Zinc oxide fume........|  1314-13-2 | ........ |    5     | 

Zinc oxide.............|  1314-13-2 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Zinc stearate..........|   557-05-1 |          |          | 

  Total dust...........|            | ........ |   15     | 

  Respirable fraction..|            | ........ |    5     | 

Zirconium compounds    |            |          |          | 

  (as Zr)..............|  7440-67-7 | ........ |    5     | 

_______________________|____________|__________|__________|_________ 

Footnote(1) The PELs are 8-hour TWAs unless otherwise noted; a (C) designation denotes a ceiling limit. They are to be determined from breathing-zone air 

samples. 

Footnote(a) Parts of vapor or gas per million parts of contaminated air by volume at 25 degrees C and 760 torr. 

Footnote(b) Milligrams of substance per cubic meter of air. When entry is in this column only, the value is exact; when listed with a ppm entry, it is 

approximate. 

Footnote(c) The CAS number is for information only. Enforcement is based on the substance name. For an entry covering more than one metal compound 

measured as the metal, the CAS number for the metal is given - not CAS numbers for the individual compounds. 

Footnote(d) The final benzene standard in 1910.1028 applies to all occupational exposures to benzene except in some circumstances the distribution and sale 

of fuels, sealed containers and pipelines, coke production, oil and gas drilling and production, natural gas processing, and the percentage exclusion for liquid 

mixtures; for the excepted subsegments, the benzene limits in Table Z-2 apply. See 1910.1028 for specific circumstances. 

Footnote(e) This 8-hour TWA applies to respirable dust as measured by a vertical elutriator cotton dust sampler or equivalent instrument. The time-weighted 

average applies to the cotton waste processing operations of waste recycling (sorting, blending, cleaning and willowing) and garnetting. See also 1910.1043 for 

cotton dust limits applicable to other sectors. 

Footnote(f) All inert or nuisance dusts, whether mineral, inorganic, or organic, not listed specifically by substance name are covered by the Particulates Not 

Otherwise Regulated (PNOR) limit which is the same as the inert or nuisance dust limit of Table Z-3. 

Footnote(2) See Table Z-2. 

Footnote(3) See Table Z-3 

Footnote(4) Varies with compound. 

Footnote(5) See Table Z-2 for the exposure limits for any operations or sectors where the exposure limits in 1910.1026 are stayed or are otherwise not in 

effect. 

[54 FR 36767, Sept. 5, 1989; 54 FR 41244, Oct. 6, 1989; 55 FR 3724, Feb. 5, 1990; 55 FR 12819, Apr 6, 1990; 55 FR 19259, May 9, 1990; 55 FR 46950, 

Nov. 8, 1990; 57 FR 29204, July 1, 1992; 57 FR 42388, Sept. 14, 1992; 58 FR 35340, June 30, 1993; 61 FR 56746, Nov. 4, 1996; 62 FR 42018, August 4, 

1997; 71 FR 10373, Feb. 28, 2006]

Next Standard (1910.1000 TABLE Z-2)

Regulations (Standards - 29 CFR) - Table of Contents
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GSA Pacific Rim Region 

U.S. General Services Administration 
50 United Nations Plaza 

2nd Floor, Rm. 2255 
San Francisco, CA 94102-3400 

www.gsa.gov 

Transmitted Via E-Mail 
September 30, 2015 
 
Charles Kuntz 
Hines 
101 California Street 
San Francisco, CA 94111 
 
Dear Mr. Kuntz, 
 
This is to inform you of GSA’s preliminary findings following our mechanical engineer’s review of the HVAC 
system on the 10th floor of 75 Hawthorne. Our review followed a report from EPA indicating that inadequate 
ventilation was being provided to the 10th floor. Since the tenants took day-to-day occupancy of the 10th floor in 
January 2015, the occupants have reported being affected by lack of ventilation.  
 
At beneficial occupancy, the Lessor provided documentation claiming that all lease requirements were met 
upon delivery of the space. Based on GSA’s preliminary assessment of the 10th floor, which took place on 
September 29, 2015, we have reason to believe that the mechanical system is not in compliance with the lease 
and there could be errors in the balancing process that were not caught during commissioning. The Lessor has 
informed GSA that the performance of the system will improve when the 9th floor is constructed. However, 
that does not relieve the Lessor from meeting the minimum requirements of the lease for the space that has 
been accepted by the Government.  
 
Based on our preliminary review, we believe that the areas listed below, are not in compliance with the lease and 
potentially have not been in compliance since the Government established beneficial occupancy. This list is not 
exhaustive: 
 
1. TAB Report: In the minimal sample we surveyed, the following inaccuracies were identified in the TAB 

report. As a result, the integrity of the TAB service is called into question and needs to be corrected and 
reconfirmed. 
 

a. VAV 10-2  -  The TAB report incorrectly indicates the Required CFM = 500 and indicates a Test 
CFM = 500. The Syska Hennessy Sheet M-110, Rev. 9, dated 2-25-2015 indicates a Required 
CFM = 1,340 CFM. If the box was actually balanced to 500 CFM, that is only 37.3% of design. 
 

b. VAV 10-10 - The TAB report's "Required CFM" correctly lists the VAV Box Schedule Max. 
CFM = 1,370, but indicates that the box was balanced to 825 CFM which is only 60.2% of 
design. Standard of care should be within +/- 10% of the design required CFM. 

 
The items listed are only GSA’s preliminary findings. We believe that immediate action is necessary to address 
these items. Our complete assessment will continue. In the meantime, GSA is formally requiring the Lessor to 
conduct an immediate investigation of the HVAC system, ensure it is properly balanced and that all lease 
standards are met. The results of the complete investigation must be provided to GSA with a plan to cure 
deficiencies not later than Wednesday, October 7, 2015. Please assist us in addressing this serious tenant 
concern immediately to avoid any impacts with the tenant migration from the old lease space to the new lease 
space. 
 



            
 
 
 

GSA Pacific Rim Region 

U.S. General Services Administration 
50 United Nations Plaza 

2nd Floor, Rm. 2255 
San Francisco, CA 94102-3400 

www.gsa.gov 

 
 
 
Sincerely, 

Joel Gomez 
Lease Contracting Officer 
 
CC:  
Wendy Luk, Hines 
Chris Huizenga, Hines 
Jamie Philliposian, GSA  
Regina Nickerson, GSA 
Abdee Gharavi, GSA 
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101 California Street, Suite 1000 
San Francisco, CA 94111 
P 415.982.6200 
F 415.398.1442 

November 4, 2015 
 
Joel Gomez 
Contracting Officer 
U.S. General Services Administration 
450 Golden Gate Ave, 3rd Floor East 
San Francisco, CA 94102 
 
 
RE: U.S. General Services Administration (the “GSA” or “Government”) Lease No. GS-09B-
02312 (the “Lease”) 

 

Dear Mr. Gomez: 

 On behalf of Hines and ownership, the Lessor in the above-referenced lease, we 
submit this response to your letter dated September 30, 2015, as well as subsequent 
discussions with you and other representatives of the GSA, relating to the completion of the 
tenant improvements under the Lease.  You have expressed concern, on behalf of the 
tenant agency, the Environmental Protection Agency, regarding the ventilation on the 10th 
floor of the building at 75 Hawthorne Plaza.  Hines shares the Government’s concern for 
meeting the requirements of the Lease.  However, for the reasons stated below, Hines 
believes that it is premature, and impossible, to expect the Lessor’s full compliance with all 
of the specifications of the Lease at this stage of the project.   

 First, as the previous tenant in this space, the Government elected to complete 
tenant improvements in phases, moving in and out of spaces to accommodate the 
completion of the tenant improvements.  Accordingly, Hines has planned for and secured 
the Government’s consent to the execution of phased improvements.  These phased 
improvement plans include multi-floor Air Handler Upgrades (“AHU’s”).  The 10th floor is 
part of a two-floor AHU zone, which also includes the 9th floor.  Other floors of the project 
are similarly dependent on other floors.  

Because the 9th and 10th floor ventilation systems are tied together, until the floor 
ventilation improvements are complete on the 9th floor, compliance with the performance 
requirements of the floor ventilation system on the 10th is not feasible.  In fact, due to the 
interdependency of the systems on multiple floors, the Lessor’s full compliance with all 
Lease requirements cannot be fully assured until the completion of the entirety of the 
project, nor is it required by the terms of the Lease.  The phased approach was designed 
and detailed in the construction documents provided to the Government, thereby clearly 
defining the interdependency of the building systems and the limitations for meeting all the 
technical requirements of the Lease until full completion of the phased project.  Hines has 
been clear regarding this execution timing in the past (see Base Building Upgrade email 
correspondence back in August 2013 as an example).   

However, Hines remains fully committed to helping whenever possible to minimize 
any inconvenience to the tenant agency during the completion of this phased project.  We 
are happy to provide additional information and dates as to when certain ventilation 
requirements will be met between construction commencement and completion.  See 
attached EPA Floor Ventilation Checklist.  And we are happy to accommodate additional 
testing if you would like. 



 

 Please be assured that Hines is committed to and confident that it will have met all 
of the Lease requirements at the completion of the entirety of the improvements of this 
phased project, and Hines will continue to work expeditiously to complete the tenant 
improvements project.  Please feel free to contact me with any questions. 

 

Regards, 

Charles Kuntz 
Managing Director, Hines 
 
Attachment: EPA Floor Ventilation Checklist 
 
Cc:  Steve Cruttenden, Manulife Financial 
 Ray Rothfelder, Manulife Financial 
 Rob Revzan, Hines 
 Wendy Luk, Hines 
 Bob MacKichan, Holland + Knight 
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LEED 2009 for Commercial Interiors 
IEQ CREDIT 3.2: CONSTRUCTION IAQ MANAGEMENT PLAN 

        BEFORE OCCUPANCY
Project # 1000026035 US EPA Region 9 Headquarters

All fields and uploads are required unless otherwise noted.

An Indoor Air Quality (IAQ) Management Plan was developed and implemented at the project 
space. The plan includes post-construction IAQ management measures.

An Indoor Air Quality (IAQ) Management Plan highlighting IAQ management practices is required for credit compliance.

Upload IEQc3.2-1. Provide the IAQ Management Plan for the project space 
with IAQ management practices implemented during construction highlighted.

Upload Files: 1

ALL OPTIONS

Post-construction IAQ management practices implemented at the project space include: (Select one of the following)

Option 1, Path 1. Pre-occupancy flush-out

Option 1, Path 2. Early occupancy flush-out

Option 2. IAQ testing

Occupancy Date: 12/17/14

Describe the flush-out procedure. Include flush-out date(s), outdoor air delivery rates, internal temperature, and relative 
humidity. The flush out must meet the following minimum requirements: 
- Prior to occupancy, supply a minimum of 3,500 cubic feet of outdoor air per square foot of floor area. 
- During each day of occupancy, ventilation must begin at least three hours prior to occupancy and continue during 

occupancy, until a total of 14,000 cubic feet per square feet of outside air has been delivered to the space. Outside air must 
be delivered at minimum rate of 0.30 cfm per square foot or at the design minimum outside air rate, whichever is greater.

Please see attached narrative (Option 1, Path 2: Early occupancy flush-out).

EARLY OCCUPANCY FLUSH-OUT

Special circumstances preclude documentation of credit compliance with the submittal requirements outlined in this form.

ADDITIONAL DETAILS
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The project team is using an alternative compliance approach in lieu of standard submittal paths.

IEQ Credit 3.2: Construction IAQ Management Plan - Before Occupancy  
Points Documented:

1

SUMMARY
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75 Hawthorne Street 

US EPA Region 9 Headquarters: LEED-CI  

 
IEQ Credit 3.2: Construction IAQ Management Plan Before Occupancy 

Credit Form Narrative (Option 1, Path 2: Early Occupancy Flush-Out) 

 
Describe the flush-out procedure. Include flush-out date(s), outdoor air delivery rates, internal 
temperature, and relative humidity. The flush-out must meet the following minimum 
requirements: 
- Prior to occupancy, supply a minimum of 3,500 cubic feet of outdoor air per square foot of 

floor area. 
- During each day of occupancy, ventilation must begin at least three hours prior to 

occupancy and continue during occupancy, until a total of 14,000 cubic feet per square feet 
of outside air has been delivered to the space. Outside air must be delivered at minimum 
rate of 0.30 cfm per square foot or at the design minimum outside air rate, whichever is 
greater. 

 
The EPA space is constructed in groupings of floors in four phases.  A flush-out of each floor 
within each phase is scheduled to begin after construction is completed, furniture and finishes 
are installed, and final cleaning and air balancing occur.  Tenant occupancy followed the 
delivery of 3,500 cubic feet of outdoor air per square foot of floor area.  Once the floors were 
occupied, they were ventilated at either a minimum rate of 0.30 cubic feet per minute (cfm) per 
square foot of outside air or the design minimum outside air rate, whichever was greater.  The 
flush-out continued until a total of 14,000 cubic feet of outside air per square foot of floor was 
delivered to the floors.  After that, all HVAC systems were returned to normal operation. 
 
The interior temperature should not drop below 60°F and relative humidity should not be above 
60% during the flush-out.  If that occurred, then the Building Management System (BMS) allows 
zone supply dampers to close to maintain these parameters, which reduces the amount of 
outside air flow and increases flush-out duration.  No durations outside of the required 
temperature or relative humidity values are counted toward the flush-out period. 
 
The HVAC system can be configured to deliver the required amount of air needed to meet the 
flush-out requirements for a given floor.  A single Air Handling Unit (AHU) serves every two 
floors in the building.  The AHU serving a flush-out floor is programmed to go into full-
economizer mode, meaning all supply air comes directly from outside with the minimum and 
economizer outside air dampers open, and the return air damper closed.  To speed up the 
process, each variable air volume (VAV) box damper is set to maximum primary airflow, 
meaning the maximum allowable airflow by design was supplied by the AHU.  In the event that 
one of the AHU’s serves an existing floor not under construction as well as a newly constructed 
floor, the AHU serving the newly constructed floor is set to economizer mode, and only the 
VAV’s associated with that floor are set to maximum supply air.  Through usage of the BMS, 
trends of multiple data points on a floor were taken at 15-minute intervals to determine the total 
cfm of outside air supplied.   
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Phase 1 Flush-out: 
  
Floor 3 (14.2 days calculated, 22 days met):  

 Start: 12/11/14, 6:00PM 

 Early Occupancy (3,500 cfm/ft2 of outdoor air, 2.4 days calculated, 5.5 days met): 
12/17/14, 4:45AM  

 Post Occupancy (14,000 cfm/ft2 of outdoor air, 11.8 days calculated, 16.5 days met): 
1/1/15, 5:15PM 

 
Floor 10 (9.4 days calculated, 21 days met):  

 Start: 12/11/14, 6:00PM 

 Early Occupancy (3,500 cfm/ft2 of outdoor air, 1.9 days calculated, 5.5 days met): 
12/17/14, 1:45AM  

 Post Occupancy (14,000 cfm/ft2 of outdoor air, 7.5 days calculated, 15 days met): 
12/31/14, 7:15PM 

 

Floors 11 & 12 (15.4 days calculated, 21 days met):  

 Start: 12/11/14, 6:00PM 

 Early Occupancy (3,500 cfm/ft2 of outdoor air, 3.1 days calculated, 5.5 days met): 
12/17/14, 1:30AM  

 Post Occupancy (14,000 cfm/ft2 of outdoor air, 12.3 days calculated, 15 days met): 
12/31/14, 1:00AM 
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(This foreword is not part of this standard. It is merely
informative and does not contain requirements necessary
for conformance to the standard. It has not been
processed according to the ANSI requirements for a
standard and may contain material that has not been
subject to public review or a consensus process.
Unresolved objectors on informative material are not
offered the right to appeal at ASHRAE or ANSI.)

FOREWORD

ANSI/ASHRAE Standard 62.1-2007 is the latest edition of
Standard 62. The 2007 edition combines Standard 62.1-2004
and the eight approved and published addenda to the 2004
edition, thereby providing an easy-to-use consolidated stan-
dard. Specific information on the content of each addendum
and approval dates for each addendum are included in infor-
mative Appendix I at the end of this standard.

First published in 1973, Standard 62.1 is now updated on
a regular basis using ASHRAE’s continuous maintenance pro-
cedures. According to these procedures, Standard 62.1 is con-
tinuously revised by addenda that are publicly reviewed,
approved by ASHRAE and ANSI, and published in a supple-
ment approximately 18 months after each new edition of the
standard, or in a new, complete edition of the standard, pub-
lished every three years. 

Standard 62.1 has undergone some key changes over the
years, reflecting the ever-expanding body of knowledge, expe-
rience, and research related to ventilation and air quality.
While the purpose of the standard has remained consistent—to
specify minimum ventilation rates and other measures
intended to provide indoor air quality that is acceptable to
human occupants and that minimizes adverse health effects—
the means of achieving this goal have evolved. In its first edi-
tion the standard adopted a prescriptive approach to ventila-
tion by specifying both minimum and recommended outdoor
airflow rates to obtain acceptable indoor air quality for a
variety of indoor spaces. In its 1981 edition, the standard
reduced minimum outdoor airflow rates and introduced an
alternative performance-based approach, the Indoor Air
Quality (IAQ) Procedure, which allowed for the calculation of
the amount of outdoor air necessary to maintain the levels of
indoor air contaminants below recommended limits. Today the
standard still retains the two procedures for ventilation design,
the IAQ Procedure and the Ventilation Rate Procedure.

In its 1989 edition, and in response to a growing number
of buildings with apparent indoor air quality problems, the
standard increased minimum outdoor airflow rates signifi-
cantly and introduced a requirement for finding outdoor air
intake flow requirements for multiple-zone, recirculating sys-
tems. The 1999 and 2001 editions made several minor
changes and clarifications that did not impact the minimum
required outdoor airflow rates. In its 2004 edition—the last
time the standard was published in its entirety—the standard
modified the IAQ Procedure to improve enforceability, but
more significantly, it modified the Ventilation Rate Procedure,
changing both the minimum outdoor airflow rates and the pro-
cedures for calculating both zone-level and system-level out-
door airflow rates.

The 2007 edition of the standard updates, revises and
improves it in several ways, without changing minimum out-
door airflow rates. The standard: 

• Clarifies dehumidification analysis requirements in Sec-
tion 5.10, and offers exceptions to the 65% RH limit
requirement and to the net-positive intake-airflow
requirement (Addendum 62.1a).

• Corrects occupant category inconsistencies among
Tables 5-2, 6-1, and 6-4, and provides additional infor-
mation for several occupancy categories (Addendum
62.1b).

• Updates references and clarifies the text in informative
Appendix B, particularly as related to subjective evalua-
tion of air quality (Addendum 62.1c).

• Updates the information presented in Table 4-1, to be
consistent with the U.S. EPA National Ambient Air
Quality Standards (NAAQS) as published at the time the
addendum was approved, adding PM 2.5 as a criteria
pollutant and adding the eight-hour standard for ozone
(Addendum 62.1d).

• Includes a new informative appendix, Appendix H,
which summarizes the documentation requirements in
the body of the standard thus providing a single point of
reference for users (Addendum 62.1e).

• Updates the purpose and scope of the standard to make
them consistent with changes that have already been
incorporated into the body of the standard. Specifically,
it: excludes single-family houses and multiple-family
structures of three or fewer stories from the scope,
removes specific minimum outdoor airflow rates for
areas that contain smoking or environmental tobacco
smoke (ETS), and excludes thermal comfort require-
ments (Addendum 62.1f).

• Requires proper design for buildings that contain both
ETS and ETS-free areas, by requiring (briefly): classifi-
cation of areas based on expected presence of ETS,
pressurization of ETS-free areas, separation of ETS and
ETS-free areas, and cautionary signage for ETS-areas
(Addendum 62.1g).

• Adds requirements for residential spaces in buildings
with more than three stories to Table 6-1, and deletes
Tables E-2 and E-3 from Appendix E, which provided
ventilation requirements for residences and vehicles
(Addendum 62.1h).

For more specific information on these changes and on
other revisions made to the standard by other addenda, refer
to Informative Appendix I at the end of this standard. Users of
the standard are encouraged to use the continuous mainte-
nance procedure to suggest changes for further improvements.
A form for submitting change proposals is included in the back
of this edition. The project committee for Standard 62.1 will
take formal action on all change proposals received.

1. PURPOSE

1.1 The purpose of this standard is to specify minimum ven-
tilation rates and other measures intended to provide indoor
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air quality that is acceptable to human occupants and that min-
imizes adverse health effects. 

1.2 This standard is intended for regulatory application to
new buildings, additions to existing buildings, and those
changes to existing buildings that are identified in the body of
the standard.

1.3 This standard is intended to be used to guide the
improvement of indoor air quality in existing buildings.

2. SCOPE

2.1 This standard applies to all spaces intended for human
occupancy except those within single-family houses, multi-
family structures of three stories or fewer above grade, vehi-
cles, and aircraft.

2.2 This standard defines requirements for ventilation and
air-cleaning system design, installation, commissioning, and
operation and maintenance.

2.3 Additional requirements for laboratory, industrial,
health care, and other spaces may be dictated by workplace
and other standards, as well as by the processes occurring
within the space.

2.4 Although the standard may be applied to both new and
existing buildings, the provisions of this standard are not
intended to be applied retroactively when the standard is used
as a mandatory regulation or code.

2.5 This standard does not prescribe specific ventilation rate
requirements for spaces that contain smoking or that do not
meet the requirements in the standard for separation from
spaces that contain smoking.

2.6 Ventilation requirements of this standard are based on
chemical, physical, and biological contaminants that can
affect air quality. 

2.7 Consideration or control of thermal comfort is not
included.

2.8 This standard contains requirements, in addition to ven-
tilation, related to certain sources, including outdoor air, con-
struction processes, moisture, and biological growth. 

2.9 Acceptable indoor air quality may not be achieved in all
buildings meeting the requirements of this standard for one or
more of the following reasons:

a. because of the diversity of sources and contaminants in
indoor air;

b. because of the many other factors that may affect occu-
pant perception and acceptance of indoor air quality, such
as air temperature, humidity, noise, lighting, and psycho-
logical stress;

c. because of the range of susceptibility in the popula-
tion; and

d. because outdoor air brought into the building may be
unacceptable or may not be adequately cleaned.

3. DEFINITIONS (SEE FIGURE 3.1)

acceptable indoor air quality: air in which there are no
known contaminants at harmful concentrations as deter-
mined by cognizant authorities and with which a substantial
majority (80% or more) of the people exposed do not express
dissatisfaction.

air-cleaning system: a device or combination of devices
applied to reduce the concentration of airborne contaminants,
such as microorganisms, dusts, fumes, respirable particles,
other particulate matter, gases, and/or vapors in air. 

Figure 3.1 Ventilation system.
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air conditioning: the process of treating air to meet the
requirements of a conditioned space by controlling its temper-
ature, humidity, cleanliness, and distribution.

air, ambient: the air surrounding a building; the source of
outdoor air brought into a building. 

air, exhaust: air removed from a space and discharged to
outside the building by means of mechanical or natural venti-
lation systems. 

air, indoor: the air in an enclosed occupiable space.

air, makeup: any combination of outdoor and transfer air
intended to replace exhaust air and exfiltration. 

air, outdoor: ambient air that enters a building through a venti-
lation system, through intentional openings for natural venti-
lation, or by infiltration. 

air, recirculated: air removed from a space and reused as
supply air. 

air, return: air removed from a space to be then recirculated
or exhausted. 

air, supply: air delivered by mechanical or natural ventilation
to a space, composed of any combination of outdoor air, recir-
culated air, or transfer air. 

air, transfer: air moved from one indoor space to another. 

air, ventilation: that portion of supply air that is outdoor air
plus any recirculated air that has been treated for the purpose
of maintaining acceptable indoor air quality. 

breathing zone: the region within an occupied space between
planes 3 and 72 in. (75 and 1800 mm) above the floor and more
than 2 ft (600 mm) from the walls or fixed air-conditioning
equipment. 

cognizant authority: an agency or organization that has the
expertise and jurisdiction to establish and regulate concentra-
tion limits for airborne contaminants; or an agency or organi-
zation that is recognized as authoritative and has the scope and
expertise to establish guidelines, limit values, or concentra-
tions levels for airborne contaminants.

concentration: the quantity of one constituent dispersed in a
defined amount of another. 

conditioned space: that part of a building that is heated or
cooled, or both, for the comfort of occupants. 

contaminant: an unwanted airborne constituent that may
reduce acceptability of the air. 

energy recovery ventilation system: a device or combination
of devices applied to provide the outdoor air for ventilation in
which energy is transferred between the intake and exhaust
airstreams. 

environmental tobacco smoke (ETS): the “aged” and diluted
combination of both side-stream smoke (smoke from the lit
end of a cigarette or other tobacco product) and exhaled main-
stream smoke (smoke that is exhaled by a smoker). ETS is
commonly referred to as secondhand smoke. 

ETS-free area: an area where no smoking occurs and that is
separated from ETS areas according to the requirements of
this standard. 

Note:  A no-smoking area is not necessarily an ETS-free
area.

ETS area: spaces where smoking is permitted, as well as those
not separated from spaces where smoking is permitted in
accord with the requirements of Section 5 in this standard.

exfiltration: uncontrolled outward air leakage from condi-
tioned spaces through unintentional openings in ceilings,
floors, and walls to unconditioned spaces or the outdoors
caused by pressure differences across these openings due to
wind, inside-outside temperature differences (stack effect),
and imbalances between supply and exhaust airflow rates. 

industrial space: an indoor environment where the primary
activity is production or manufacturing processes. The
processes in these spaces may generate contaminants with
characteristics and in quantities dictating that principles of
worker safety and industrial hygiene be used to define contam-
inant control strategies, including ventilation. Also, the
primary occupants of these spaces consist of the individuals
involved in these processes.

infiltration: uncontrolled inward air leakage to conditioned
spaces through unintentional openings in ceilings, floors, and
walls from unconditioned spaces or the outdoors caused by the
same pressure differences that induce exfiltration. 

mechanical ventilation: ventilation provided by mechani-
cally powered equipment, such as motor-driven fans and
blowers, but not by devices such as wind-driven turbine venti-
lators and mechanically operated windows.

microorganism: a microscopic organism, especially a bacte-
rium, fungus, or a protozoan. 

natural ventilation: ventilation provided by thermal, wind, or
diffusion effects through doors, windows, or other intentional
openings in the building.

net occupiable space: the floor area of an occupiable space
defined by the inside surfaces of its walls but excluding shafts,
column enclosures, and other permanently enclosed, inacces-
sible, and unoccupiable areas. Obstructions in the space such
as furnishings, display or storage racks, and other obstruc-
tions, whether temporary or permanent, may not be deducted
from the space area.

occupiable space: an enclosed space intended for human
activities, excluding those spaces intended primarily for other
purposes, such as storage rooms and equipment rooms, that
are only occupied occasionally and for short periods of time.

odor: a quality of gases, liquids, or particles that stimulates the
olfactory organ. 

readily accessible: capable of being reached quickly for oper-
ation without requiring those for whom ready access is
required to climb over or remove obstacles or to resort to porta-
ble ladders, chairs, or other climbing aids.
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ventilation: the process of supplying air to or removing air
from a space for the purpose of controlling air contaminant
levels, humidity, or temperature within the space.

volume, space: the total volume of an occupiable space
enclosed by the building envelope, plus that of any spaces
permanently open to the occupiable space, such as a ceiling
attic used as a ceiling return plenum.

zone: one occupied space or several occupied spaces with
similar occupancy category (see Table 6-1), occupant density,
zone air distribution effectiveness (see Section 6.2.2.2), and
zone primary airflow (see Section 6.2.5.1) per unit area. 

Note:  A ventilation zone is not necessarily an indepen-
dent thermal control zone; however, spaces that can be
combined for load calculations can often be combined
into a single zone for ventilation calculations.

4. OUTDOOR AIR QUALITY

Outdoor air quality shall be investigated in accordance
with Sections 4.1 and 4.2 prior to completion of ventilation
system design. The results of this investigation shall be docu-
mented in accordance with Section 4.3.

4.1 Regional Air Quality. The status of compliance with
national ambient air quality standards shall be determined for
the geographic area of the building site. In the United States,
compliance status shall be either in “attainment” or “non-
attainment” with the National Ambient Air Quality Standards
(NAAQS)1 for each pollutant shown in Table 4-1. In the
United States, areas with no EPA compliance status designa-
tion shall be considered “attainment” areas.

4.2 Local Air Quality. An observational survey of the build-
ing site and its immediate surroundings shall be conducted
during hours the building is expected to be normally occupied
to identify local contaminants from surrounding facilities that
may be of concern if allowed to enter the building.

4.3 Documentation. Documentation of the outdoor air
quality investigation shall be reviewed with building owners
or their representative and shall include the following:

1. Regional air quality compliance status. 

Note:  Regional outdoor air quality compliance status for
the United States is available from the U.S. Environmen-
tal Protection Agency located under www.epa.gov.

2. Local survey information, which may include the
following:
a. Date of observations
b. Time of observations
c. Area surveyed
d. Description of nearby facilities
e. Observation of odors or irritants
f. Description of visible plumes or air contaminants
g. Description of nearby sources of vehicle exhaust
h. Direction of prevailing winds

3. Conclusions regarding the acceptability of outdoor air
quality based on consideration of information from
investigation.

5. SYSTEMS AND EQUIPMENT

5.1 Natural Ventilation. Use of natural ventilation systems
designed in accordance with this section shall be permitted in
lieu of or in conjunction with mechanical ventilation systems.

Exception: An engineered natural ventilation system when
approved by the authority having jurisdiction need not
meet the requirements of Sections 5.1.1 and 5.1.2.

5.1.1 Location and Size of Openings. Naturally venti-
lated spaces shall be permanently open to and within 8 m
(25 ft) of operable wall or roof openings to the outdoors, the
openable area of which is a minimum of 4% of the net occu-
piable floor area. Where openings are covered with louvers or
otherwise obstructed, openable area shall be based on the free
unobstructed area through the opening. Where interior spaces
without direct openings to the outdoors are ventilated through
adjoining rooms, the opening between rooms shall be perma-
nently unobstructed and have a free area of not less than 8%
of the area of the interior room nor less than 25 ft2 (2.3 m2).

5.1.2 Control and Accessibility. The means to open
required operable openings shall be readily accessible to
building occupants whenever the space is occupied.

TABLE 4-1  National Primary Ambient Air 
Quality Standards for Outdoor Air as Set 

by the U.S. Environmental Protection Agency

Contami-
nant 

Long Term Short Term 

Concentration 
Averaging 

Concentration
Averaging 

µg/m3 ppm µg/m3 ppm

Sulfur
dioxide

80 0.03 1 yearb 365 0.14 24 hoursa

Particles
(PM 10)

50 — 1 yearb,g 150 — 24 hoursa

Particles
(PM 2.5)

15 — 1 yearb,e 65 — 24 hoursf

Carbon 
monoxide

40,000 

10,000
35
9

1 houra

8 hoursa

Oxidants
(ozone)

0.08
0.12

8 hoursc

1 hourh

Nitrogen 
dioxide 

100 0.053 1 yearb

Lead 1.5 — 3 monthsd 

aNot to be exceeded more than once per year. 
bAnnual arithmetic mean. 
cThe three-year average of the fourth-highest daily maximum eight-hour average ozone

concentrations measured at each monitor within an area over each year must not
exceed 0.08 ppm. 

dThree-month period is a calendar quarter. 
eThree-year average of the annual arithmetic mean.
fThe three-year average of the 98th percentile of 24-hour concentrations.
gThe annual arithmetic mean.
h(1) The standard is attained when the expected number of days per calendar year with

maximum hourly average concentrations above 0.12 ppm is ≤1, as determined by
Appendix H (40 CFR 50). (2) The one-hour NAAQS will no longer apply to an area
one year after the effective date of the designation of that area for the eight-hour
ozone NAAQS. The effective designation date for most areas is June 15, 2004
(40 CFR 50.9; see Federal Register of April 30, 2004 [69 FR 23996]).
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5.2 Ventilation Air Distribution. Ventilating systems shall
be designed in accordance with the following.

5.2.1 Designing for Air Balancing. The ventilation air
distribution system shall be provided with means to adjust the
system to achieve at least the minimum ventilation airflow as
required by Section 6 under any load condition.

5.2.2 Plenum Systems. When the ceiling or floor plenum
is used both to recirculate return air and to distribute ventila-
tion air to ceiling-mounted or floor-mounted terminal units,
the system shall be engineered such that each space is pro-
vided with its required minimum ventilation airflow. 

Note:  Direct connection of ventilation air ducts to venti-
lating terminal units is an alternate method of satisfying the
intent of this requirement.

5.2.3 Documentation. The design documents shall spec-
ify minimum requirements for air balance testing or reference
applicable national standards for measuring and balancing
airflow. The design documentation shall state assumptions
that were made in the design with respect to ventilation rates
and air distribution.

5.3 Exhaust Duct Location. Exhaust ducts that convey
potentially harmful contaminants shall be negatively pressur-
ized relative to spaces through which they pass, so that
exhaust air cannot leak into occupied spaces; supply, return,
or outdoor air ducts; or plenums. 

Exception: Exhaust ducts that are sealed in accordance with
SMACNA Seal Class A.2

5.4 Ventilation System Controls. Mechanical ventilation
systems shall include controls, manual or automatic, that
enable the fan system to operate whenever the spaces served
are occupied. The system shall be designed to maintain the

minimum outdoor airflow as required by Section 6 under any
load condition. 

Note:  VAV systems with fixed outdoor air damper posi-
tions must comply with this requirement at minimum supply
airflow.

5.5 Airstream Surfaces. All airstream surfaces in equip-
ment and ducts in the heating, ventilating, and air-condition-
ing system shall be designed and constructed in accordance
with the following requirements.

5.5.1 Resistance to Mold Growth. Material surfaces
shall be determined to be resistant to mold growth in accor-
dance with a standardized test method, such as the “Mold
Growth and Humidity Test” in UL 181,10 ASTM C 1338,11 or
comparable test methods.

Exception: Sheet metal surfaces and metal fasteners.

Note:  Even with this resistance, any airstream surface
that is continuously wetted is still subject to microbial growth.

5.5.2 Resistance to Erosion. Airstream surface materials
shall be evaluated in accordance with the “Erosion Test” in
UL 18110 and shall not break away, crack, peel, flake off, or
show evidence of delamination or continued erosion under
test conditions.

Exception: Sheet metal surfaces and metal fasteners.

5.6 Outdoor Air Intakes. Ventilation system outdoor
intakes shall be designed in accordance with the following.

5.6.1 Location. Outdoor air intakes, including doors and
windows that are required as part of a natural ventilation sys-
tem, shall be located such that the shortest distance from the
intake to any specific potential outdoor contaminant source
shall be equal to or greater than the separation distance listed
in Table 5-1. 

TABLE 5-1  Air Intake Minimum Separation Distance

Object Minimum Distance, ft (m)

Significantly contaminated exhaust (Note 1) 15 (5)

Noxious or dangerous exhaust (Notes 2 and 3) 30 (10)

Vents, chimneys, and flues from combustion appliances and equipment (Note 4) 15 (5)

Garage entry, automobile loading area, or drive-in queue (Note 5) 15 (5)

Truck loading area or dock, bus parking/idling area (Note 5) 25 (7.5)

Driveway, street, or parking place (Note 5) 5 (1.5)

Thoroughfare with high traffic volume 25 (7.5)

Roof, landscaped grade, or other surface directly below intake (Notes 6 and 7) 1 (0.30)

Garbage storage/pick-up area, dumpsters 15 (5)

Cooling tower intake or basin 15 (5)

Cooling tower exhaust 25 (7.5)

Note 1: Significantly contaminated exhaust is exhaust air with significant contaminant concentration, significant sensory-irritation intensity, or offensive odor.
Note 2: Laboratory fume hood exhaust air outlets shall be in compliance with NFPA 45-19913 and ANSI/AIHA Z9.5-1992.4

Note 3: Noxious or dangerous exhaust is exhaust air with highly objectionable fumes or gases and/or exhaust air with potentially dangerous particles, bioaerosols, or gases at concen-
trations high enough to be considered harmful. Information on separation criteria for industrial environments can be found in the ACGIH Industrial Ventilation Manual 5 and in
the ASHRAE Handbook—HVAC Applications.6

Note 4: Shorter separation distances are permitted when determined in accordance with (a) Chapter 7 of ANSI Z223.1/NFPA 54-20027 for fuel gas burning appliances and equipment,
(b) Chapter 6 of NFPA 31-20018 for oil burning appliances and equipment, or (c) Chapter 7 of NFPA 211-20039 for other combustion appliances and equipment.

Note 5: Distance measured to closest place that vehicle exhaust is likely to be located.
Note 6: No minimum separation distance applies to surfaces that are sloped more than 45 degrees from horizontal or that are less than 1 in. (3 cm) wide.
Note 7: Where snow accumulation is expected, distance listed shall be increased by the expected average snow depth.
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Exception: Other minimum separation distances are accept-
able if it can be shown that an equivalent or lesser rate of
introduction of outdoor air contaminants will be
attained. 

Note:  Appendix F presents an acceptable alternative
method of determining the minimum separation distance.

5.6.2 Rain Entrainment. Outdoor air intakes that are part
of the mechanical ventilation system shall be designed to
manage rain entrainment in accordance with any one of the
following:

a. Limit water penetration through the intake to 0.07 oz/ft2⋅h
(21.5 g/m2⋅h) of inlet area when tested using the rain test
apparatus described in Section 58 of UL 1995.12

b. Select louvers that limit water penetration to a maximum
of 0.01 oz/ft2 (3 g/m2) of louver free area at the maximum
intake velocity. This water penetration rate shall be deter-
mined for a minimum 15-minute test duration when sub-
jected to a water flow rate of 0.25 gal/min (16 mL/s) as
described under the Water Penetration Test in AMCA
500-L-9913 or equivalent. Manage the water that pene-
trates the louver by providing a drainage area and/or
moisture removal devices.

c. Select louvers that restrict wind-driven rain penetration to
less than 2.36 oz/ft2⋅h (721 g/m2⋅h) when subjected to a
simulated rainfall of 3 in. (75 mm) per hour and a 29 mph
(13 m/s) wind velocity at the design outdoor air intake
rate with the air velocity calculated based on the louver
face area. 

Note:  This performance corresponds to Class A (99%
effectiveness) when rated according to AMCA 511-9914

and tested per AMCA 500-L-99.13 

d. Use rain hoods sized for no more than 500 fpm (2.5 m/s)
face velocity with a downward-facing intake such that all
intake air passes upward through a horizontal plane that
intersects the solid surfaces of the hood before entering
the system.

e. Manage the water that penetrates the intake opening by
providing a drainage area and/or moisture removal
devices.

5.6.3 Rain Intrusion. Air-handling and distribution
equipment mounted outdoors shall be designed to prevent rain
intrusion into the airstream when tested at design airflow and
with no airflow, using the rain test apparatus described in Sec-
tion 58 of UL 1995.12

5.6.4 Snow Entrainment. Where climate dictates, out-
door air intakes that are part of the mechanical ventilation sys-
tem shall be designed to manage melted snow blown or drawn
into the system as follows:

a. Suitable access doors to permit cleaning shall be pro-
vided.

b. Outdoor air ductwork or plenums shall pitch to drains
designed in accordance with the requirements of
Section 5.11.

5.6.5 Bird Screens. Outdoor air intakes shall include a
screening device designed to prevent penetration by a 0.5 in.
(13 mm) diameter probe. The screening device material shall
be corrosion resistant. The screening device shall be located,
or other measures shall be taken, to prevent bird nesting
within the outdoor air intake. 

Note:  Any horizontal surface may be subject to bird
nesting. 

5.7 Local Capture of Contaminants. The discharge from
noncombustion equipment that captures the contaminants
generated by the equipment shall be ducted directly to the
outdoors.

Exception: Equipment specifically designed for discharge
indoors in accordance with the manufacturer’s recom-
mendations.

5.8 Combustion Air. Fuel-burning appliances, both
vented and unvented, shall be provided with sufficient air for
combustion and adequate removal of combustion products,
in accordance with manufacturer instructions. Products of
combustion from vented appliances shall be vented directly
outdoors. 

5.9 Particulate Matter Removal. Particulate matter filters
or air cleaners having a minimum efficiency reporting value
(MERV) of not less than 6 when rated in accordance with
ANSI/ASHRAE Standard 52.215 shall be provided upstream
of all cooling coils or other devices with wetted surfaces
through which air is supplied to an occupiable space.

5.10 Dehumidification Systems. Mechanical air-condi-
tioning systems with dehumidification capability shall be
designed to comply with the following.

5.10.1 Relative Humidity. Occupied space relative
humidity shall be limited to 65% or less when system perfor-
mance is analyzed with outdoor air at the dehumidification
design condition (that is, design dew point and mean coinci-
dent dry-bulb temperatures) and with the space interior loads
(both sensible and latent) at cooling design values and space
solar loads at zero.

Note:  System configuration and/or climatic conditions
may adequately limit space relative humidity at these condi-
tions without additional humidity-control devices. The speci-
fied conditions challenge the system dehumidification
performance with high outdoor latent load and low space
sensible heat ratio.

Exception: Spaces where process or occupancy require-
ments dictate higher humidity conditions, such as kitch-
ens, hot tub rooms that contain heated standing water,
refrigerated or frozen storage rooms and ice rinks, and/
or spaces designed and constructed to manage moisture,
such as shower rooms, pools, and spas.

5.10.2 Exfiltration. For a building, the design minimum
outdoor air intake shall be greater than the design maximum
exhaust airflow when the mechanical air-conditioning sys-
tems are dehumidifying. 
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Exception: Where excess exhaust is required by process
considerations and approved by the authority having
jurisdiction, such as in certain industrial facilities. 

Note:  Although individual zones within a building may
be neutral or negative with respect to outdoors or to other
zones, net positive mechanical intake airflow for the building
as a whole reduces infiltration of untreated outdoor air.

5.11 Drain Pans. Drain pans, including their outlets and
seals, shall be designed and constructed in accordance with
this section.

5.11.1 Drain Pan Slope. Pans intended to collect and
drain liquid water shall be sloped at least 0.125 in. per foot
(10 mm per meter) from the horizontal toward the drain outlet
or shall be otherwise designed to ensure that water drains
freely from the pan whether the fan is on or off.

5.11.2 Drain Outlet. The drain pan outlet shall be located
at the lowest point(s) of the drain pan and shall be of sufficient
diameter to preclude drain pan overflow under any normally
expected operating condition.

5.11.3 Drain Seal. For configurations that result in neg-
ative static pressure at the drain pan relative to the drain out-
let (such as a draw-through unit), the drain line shall include
a P-trap or other sealing device designed to maintain a seal
against ingestion of ambient air while allowing complete
drainage of the drain pan under any normally expected oper-
ating condition, whether the fan is on or off.

5.11.4 Pan Size. The drain pan shall be located under the
water-producing device. Drain pan width shall be sufficient
to collect water droplets across the entire width of the water-
producing device or assembly. For horizontal airflow config-
urations, the drain pan length shall begin at the leading face
or edge of the water-producing device or assembly and
extend downstream from the leaving face or edge to a dis-
tance of either:

a. one half of the installed vertical dimension of the water-
producing device or assembly, or

b. as necessary to limit water droplet carryover beyond the
drain pan to 0.0044 oz per ft2 (1.5 mL per m2) of face
area per hour under peak sensible and peak dew point
design conditions, considering both latent load and coil
face velocity.

5.12 Finned-Tube Coils and Heat Exchangers

5.12.1 Drain Pans. A drain pan in accordance with Sec-
tion 5.11 shall be provided beneath all dehumidifying cooling
coil assemblies and all condensate-producing heat exchangers.

5.12.2 Finned-Tube Coil Selection for Cleaning. Indi-
vidual finned-tube coils or multiple finned-tube coils in series
without adequate intervening access space(s) of at least 18 in.
(457 mm) shall be selected to result in no more than
0.75 in. w.c. (187 Pa) combined pressure drop when dry coil
face velocity is 500 fpm (2.54 m/s).

Exception: When clear and complete instructions for access
and cleaning of both upstream and downstream coil sur-
faces are provided.

5.13 Humidifiers and Water-Spray Systems. Steam and
direct evaporation humidifiers, air washers, and other
water-spray systems shall be designed in accordance with
this section.

5.13.1 Water Quality. Water shall originate directly from
a potable source or from a source with equal or better water
quality.

5.13.2 Obstructions. Air cleaners or ductwork obstruc-
tions, such as turning vanes, volume dampers, and duct offsets
greater than 15 degrees, that are installed downstream of
humidifiers or water spray systems shall be located a distance
equal to or greater than the absorption distance recommended
by the humidifier or water spray system manufacturer.

Exception: Equipment such as eliminators, coils, or evapo-
rative media may be located within the absorption dis-
tance recommended by the manufacturer, provided a
drain pan complying with the requirements of
Section 5.11 is used to capture and remove any water
that may drop out of the airstream due to impingement
on these obstructions.

5.14 Access for Inspection, Cleaning, and Maintenance

5.14.1 Equipment Clearance. Ventilation equipment
shall be installed with sufficient working space for inspection
and routine maintenance (e.g., filter replacement and fan belt
adjustment and replacement).

5.14.2 Ventilation Equipment Access. Access doors,
panels, or other means shall be provided and sized to allow
convenient and unobstructed access sufficient to inspect,
maintain, and calibrate all ventilation system components for
which routine inspection, maintenance, or calibration is nec-
essary. Ventilation system components comprise, for exam-
ple, air-handling units, fan-coil units, water-source heat
pumps, other terminal units, controllers, and sensors.

5.14.3 Air Distribution System. Access doors, panels, or
other means shall be provided in ventilation equipment, duct-
work, and plenums, located and sized to allow convenient and
unobstructed access for inspection, cleaning, and routine
maintenance of the following:

a. Outdoor air intake areaways or plenums
b. Mixed air plenums
c. Upstream surface of each heating, cooling, and heat-

recovery coil or coil assembly having a total of four rows
or less

d. Both upstream and downstream surface of each heating,
cooling, and heat-recovery coil having a total of more
than four rows and air washers, evaporative coolers, heat
wheels, and other heat exchangers

e. Air cleaners
f. Drain pans and drain seals
g. Fans
h. Humidifiers

5.15 Building Envelope and Interior Surfaces. The build-
ing envelope and interior surfaces within the building enve-
lope shall be designed in accordance with the following.
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5.15.1 Building Envelope. The building envelope,
including roofs, walls, fenestration systems, and foundations,
shall comply with the following:

1. A weather barrier or other means shall be provided to
prevent liquid water penetration into the envelope. 

Exception: When the envelope is engineered to allow
incidental water penetration to occur without result-
ing in damage to the envelope construction.

2. An appropriately placed vapor retarder or other means shall
be provided to limit water vapor diffusion to prevent
condensation on cold surfaces within the envelope. 

Exception: When the envelope is engineered to manage
incidental condensation without resulting in dam-
age to the envelope construction.

3. Exterior joints, seams, or penetrations in the building enve-
lope that are pathways for air leakage shall be caulked,
gasketed, weather-stripped, provided with continuous air
barrier, or otherwise sealed to limit infiltration through the
envelope to reduce uncontrolled entry of outdoor air mois-
ture and pollutants.

Note:  Where soils contain high concentrations of radon
or other soil gas contaminants, the local authority having
jurisdiction may have additional requirements, such as
depressurization.

5.15.2 Condensation on Interior Surfaces. Pipes, ducts,
and other surfaces within the building whose surface temper-
atures are expected to fall below the surrounding dew-point
temperature shall be insulated. The insulation system thermal
resistance and material characteristics shall be sufficient to
prevent condensation from forming on the exposed surface
and within the insulating material.

Exceptions:
a. Where condensate will wet only surfaces that can be

managed to prevent or control mold growth.
b. Where local practice has demonstrated that conden-

sation does not result in mold growth.

5.16 Buildings with Attached Parking Garages. In order
to limit the entry of vehicular exhaust into occupiable spaces,
buildings with attached parking garages shall:

1. maintain the garage pressure at or below the pressure of the
adjacent occupiable spaces, or

2. use a vestibule to provide an airlock between the garage and
the adjacent occupiable spaces, or

3. otherwise be designed to minimize migration of air from
the attached parking garage into the adjacent occupiable
spaces of the building.

5.17 Air Classification and Recirculation. Air shall be
classified, and its recirculation shall be limited in accordance
with the following sections. 

5.17.1 Classification. Air (return, transfer, or exhaust
air) leaving each space or location shall be designated at an
expected air-quality classification not less than that shown in
Tables 5-2 or 6-1 or as approved by the authority having

jurisdiction. The classification for air from spaces or loca-
tions that are not listed in Tables 5-2 or 6-1 shall be the same
as the classification for air from the listed space type that is
most similar in terms of occupant activities and building
construction. 

Exception: Classification of air from smoking spaces is not
addressed. (Spaces that are expected to include smoking
do not have a classification listed in Table 6-1.)

Note:  Classifications in Tables 5-2 and 6-1 are based on
relative contaminant concentration using the following
subjective criteria:

• Class 1: Air with low contaminant concentration, low
sensory-irritation intensity, and inoffensive odor.

• Class 2: Air with moderate contaminant concentration,
mild sensory-irritation intensity, or mildly offensive
odors. Class 2 air also includes air that is not necessar-
ily harmful or objectionable but that is inappropriate
for transfer or recirculation to spaces used for different
purposes.

• Class 3: Air with significant contaminant concentration,
significant sensory-irritation intensity, or offensive odor.

• Class 4: Air with highly objectionable fumes or gases or
with potentially dangerous particles, bioaerosols, or
gases, at concentrations high enough to be considered
harmful.

5.17.2 Re-designation

5.17.2.1 Air Cleaning. If air leaving a space or location
passes through an air-cleaning system, the cleaned air may be
reclassified to a cleaner classification, using the subjective
criteria noted above, with the approval of the authority having
jurisdiction. 

5.17.2.2 Energy Recovery. Class 2 air may be re-desig-
nated as Class 1 air in the process of recovering energy when
it is diluted with outdoor air such that no more than 10% of the
resulting airstream is Class 2 air. Class 3 air may be re-desig-
nated as Class 1 air in the process of recovering energy when
it is diluted with outdoor air such that no more than 5% of the
resulting airstream is Class 3 air. 

5.17.2.3 Transfer. A mixture of air that has been trans-
ferred through or returned from more than one classification
of space must be re-designated with the classification appro-
priate for the part of the mixture that has the highest contam-
inant concentration. For example, air returned from both a
Class 1 and a Class 2 space served by a common system must
be designated as Class 2 air.

TABLE 5-2  Airstreams

Description Air Class

Diazo printing equipment discharge 4

Commercial kitchen grease hoods 4

Commercial kitchen hoods other than grease 3

Laboratory hoods 4

Residential kitchen vented hoods 3
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5.17.3 Recirculation Limitations. When the Ventilation
Rate Procedure of Section 6 is used to determine ventilation air-
flow values, recirculation of air shall be limited in accordance
with the requirements of this section.

5.17.3.1 Class 1 Air. Class 1 air may be recirculated or
transferred to any space.

5.17.3.2 Class 2 Air. Class 2 air may be recirculated
within the space of origin. Class 2 air may be transferred or
recirculated to other Class 2 or Class 3 spaces utilized for the
same or similar purpose or task and involving the same or sim-
ilar pollutant sources. Class 2 air may be recirculated or trans-
ferred to Class 4 spaces. Class 2 air shall not be recirculated or
transferred to Class 1 spaces. 

Note:  Spaces that are normally Class 1 may be identified
as “Spaces ancillary to Class 2 spaces” and as such classified
as Class 2 spaces as permitted in Table 6-1.

5.17.3.3 Class 3 Air. Class 3 air may be recirculated
within the space of origin. Class 3 air shall not be recirculated or
transferred to any other space. 

5.17.3.4 Class 4 Air. Class 4 air shall not be recirculated
or transferred to any space nor recirculated within the space of
origin. 

5.17.4 Documentation. Design documentation shall indi-
cate the justification for classification of air from any location
not listed in Tables 5-2 or 6-1.

5.18 Requirements for Buildings Containing ETS Areas
and ETS-Free Areas. The requirements of this section must
be met when a building contains both ETS areas and ETS-free
areas. Such buildings shall be constructed and operated in
accordance with Sections 5.18.1 through 5.18.8. This section
does not purport to achieve acceptable indoor air quality in
ETS areas.

5.18.1 Classification. All spaces shall be classified as
either ETS-free areas or ETS areas.

5.18.2 Pressurization. ETS-free areas shall be at a posi-
tive pressure with respect to any adjacent or connected ETS
areas. 

Note:  Examples of methods for demonstrating relative
pressure include engineering analysis, pressure differential
measurement, and airflow measurement.

Exceptions:
a. Dwelling units, including hotel and motel gues-

trooms, and adjacent properties under different own-
ership with separation walls that are structurally
independent and that contain no openings. This
exception shall apply only when:
1. the separation walls are constructed as smoke

barriers in accordance with the requirements of
applicable standards; 

2. the separation walls include an air barrier consist-
ing of a continuous membrane or surface treatment
in the separation wall that has documented resis-
tance to air leakage; continuity of the barrier shall
be maintained at openings for pipes, ducts, and
other conduits and at points where the barrier
meets the outside walls and other barriers; and

3. interior corridors common to ETS and ETS-free
areas are mechanically supplied with outdoor air at
the rate of 0.1 cfm/ft2 (0.5 L/s⋅m2).

b. Adjacent spaces otherwise required to be held at neg-
ative pressure and posted with signs due to the pres-
ence of hazardous or flammable materials or vapors.

5.18.3 Separation. Solid walls, floors, ceilings, and doors
equipped with automatic closing mechanisms shall separate
ETS areas from ETS-free areas. 

Exception: Openings without doors are permitted in the
separation where engineered systems are designed to
provide airflow from ETS-free areas into ETS areas,
notwithstanding eddies that may occur in the immediate
vicinity of the boundary between the ETS and ETS-free
areas and reverse flow that may occur due to short-term
conditions such as wind gusts. 

Note:  Examples of methods for demonstrating air motion
are engineering analysis and the use of a directional airflow
indicator at representative locations in the opening, such as on
1 ft (0.3 m) centers or at locations required for duct traverses
in standard testing and balancing procedures, such as those
described in ASHRAE Standard 111.21

5.18.4 Transfer Air. When air is transferred from ETS-
free areas to ETS areas, the transfer airflow rate shall be main-
tained regardless of whether operable doors or windows
between ETS-free and ETS areas are opened or closed.
Acceptable means of doing so include fixed openings in
doors, walls, or floors, transfer grilles, transfer ducts, or
unducted air plenums with air pressure differentials in com-
pliance with Section 5.18.2.

5.18.5 Recirculation. Air-handling and natural ventila-
tion systems shall not recirculate or transfer air from an ETS
area to an ETS-free area.

5.18.6 Exhaust Systems. Exhaust or relief air from an
ETS area shall be discharged such that none of the air is recir-
culated back into any ETS-free area.

5.18.7 Signage. A sign shall be posted outside each
entrance to each ETS area. The sign shall state, as a minimum,
“This Area May Contain Environmental Tobacco Smoke” in
letters at least 1 in. (25 mm) high or otherwise in compliance
with accessibility guidelines. 

Note:  Based on the definition of ETS area, such a sign
may be posted outside a larger ETS area that includes the area
where smoking is permitted.

Exception: Instead of the specified sign, equivalent notifica-
tion means acceptable to the authority having jurisdic-
tion may be used.

5.18.8 Reclassification. An area that was previously an
ETS area, but now meets the requirements of an ETS-free
area, may be classified as such after intentional or allowed
smoke exposure has stopped and odor and irritation from
residual ETS contaminants are not apparent.
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6. PROCEDURES

This section is not required for natural ventilation
systems; natural ventilation systems shall be designed in
accordance with Section 5.1.

6.1 General. Either the Ventilation Rate Procedure or the
IAQ Procedure shall be used to design each ventilation system
in a building, subject to the following considerations and
restrictions.

6.1.1 Ventilation Rate Procedure. This is a prescriptive
procedure in which outdoor air intake rates are determined based
on space type/application, occupancy level, and floor area. 

Note:  The Ventilation Rate Procedure minimum rates are
based on contaminant sources and source strengths that are
typical for the listed space types.

6.1.2 IAQ Procedure. This is a design procedure in
which outdoor air intake rates and other system design param-
eters are based on an analysis of contaminant sources, con-
taminant concentration targets, and perceived acceptability
targets. The IAQ Procedure allows credit to be taken for con-
trols that remove contaminants (for example, air-cleaning
devices) or for other design techniques (for example, selec-
tion of materials with lower source strengths) that can be reli-
ably demonstrated to result in indoor contaminant
concentrations equal to or lower than those achieved using the
Ventilation Rate Procedure. The IAQ Procedure may also be
used where the design is intended to attain specific target con-
taminant concentrations or levels of acceptability of perceived
indoor air quality.

6.2 Ventilation Rate Procedure. The design outdoor air
intake flow (Vot) for a ventilation system shall be determined
in accordance with Sections 6.2.1 through 6.2.9.

Note:  Additional explanation of terms used below is
contained in Appendix A, along with a ventilation system
schematic (Figure A.1).

6.2.1 Outdoor Air Treatment. If outdoor air is judged to
be unacceptable in accordance with Section 4.1, each ventila-
tion system that provides outdoor air through a supply fan
shall comply with the following sections.

Exception: Systems supplying air for enclosed parking
garages, warehouses, storage rooms, janitor’s closets,
trash rooms, recycling areas, shipping/receiving/distri-
bution areas.

Note:  Occupied spaces ventilated with outdoor air that is
judged to be unacceptable are subject to reduced air quality
when outdoor air is not cleaned prior to introduction to the
occupied spaces.

6.2.1.1 Particulate Matter. When the building is
located in an area where the national standard for PM101 is
exceeded, particle filters or air-cleaning devices shall be pro-
vided to clean the air at any location prior to its introduction
to occupied spaces. Particulate matter filters or air cleaners
shall have a Minimum Efficiency Reporting Value (MERV) of
6 or higher when rated in accordance with ANSI/ASHRAE
Standard 52.2.15

6.2.1.2 Ozone. Air-cleaning devices for ozone shall be
provided when the second-highest daily maximum one-hour
average concentration exceeds 0.160 ppm (313 μg/m3). The
ozone concentration for design purposes shall be determined
in accordance with Appendix H to subchapter C, 40 CFR 50,1

or equivalent.

Note:  Monitored values for historical one-hour average
ozone concentrations are available for United States locations
at the AIRData Web site, located under www.epa.gov.

Such air-cleaning devices shall have a minimum volumet-
ric ozone removal efficiency of 40% when installed, operated,
and maintained in accordance with manufacturer recommen-
dations and shall be approved by the authority having juris-
diction. Such devices shall be operated whenever outdoor
ozone levels are expected to exceed 0.160 ppm (313 μg/m3). 

Note:  For United States locations, the one-hour average
ozone concentration is expected to exceed the 0.160 ppm
(313 μg/m3) limit when the Air Quality Index forecast
exceeds 151 (category red, purple, or maroon). This forecast
is available in local media or at the AIRNow Web site, located
under www.epa.gov.

Exceptions: Air cleaning for ozone is not required when:
a. The minimum system design outdoor air intake flow

results in 1.5 ach or less.
b. Controls are provided that sense outdoor ozone level

and reduce intake airflow to result in 1.5 ach or less
while complying with the outdoor airflow require-
ments of Section 6.

c. Outdoor air is brought into the building and heated
by direct-fired, makeup air units.

6.2.1.3 Other Outdoor Contaminants. When the
building is located in an area where the national standard for
one or more contaminants not specifically addressed in Sec-
tion 6.2.1 is exceeded, any design assumptions and/or calcu-
lations related to the impact on indoor air quality shall be
included in the design documents.

6.2.2 Zone Calculations. Zone parameters shall be deter-
mined in accordance with Sections 6.2.2.1 through 6.2.2.3.

Note:  In some cases it is acceptable to determine these
parameters for only selected zones as outlined in Appendix A.

6.2.2.1 Breathing Zone Outdoor Airflow. The design
outdoor airflow required in the breathing zone of the occupi-
able space or spaces in a zone, i.e., the breathing zone outdoor
airflow (Vbz), shall be determined in accordance with Equa-
tion 6-1.

Vbz = Rp · Pz + Ra · Az (6-1)

where

Az = zone floor area: the net occupiable floor area of the
zone m2 (ft2)

Pz = zone population: the largest number of people
expected to occupy the zone during typical usage. If
the number of people expected to occupy the zone
fluctuates, Pz may be estimated based on averaging
approaches described in Section 6.2.6.2
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Note:  If Pz cannot be accurately predicted during
design, it shall be an estimated value based on the
zone floor area and the default occupant density
listed in Table 6-1.

Rp = outdoor airflow rate required per person as
determined from Table 6-1

Note:  These values are based on adapted occupants.

Ra = outdoor airflow rate required per unit area as
determined from Table 6-1

Note:  Equation 6-1 is the means of accounting for
people-related sources and area-related sources for determin-
ing the outdoor air required at the breathing zone. The use of
Equation 6-1 in the context of this standard does not necessar-
ily imply that simple addition of sources can be applied to any
other aspect of indoor air quality.

6.2.2.2 Zone Air Distribution Effectiveness. The zone
air distribution effectiveness (Ez) shall be determined using
Table 6-2.

6.2.2.3 Zone Outdoor Airflow. The design zone out-
door airflow (Voz), i.e., the outdoor airflow that must be pro-
vided to the zone by the supply air distribution system, shall
be determined in accordance with Equation 6-2.

Voz = Vbz/Ez (6-2)

6.2.3 Single-Zone Systems. When one air handler sup-
plies a mixture of outdoor air and recirculated air to only one
zone, the outdoor air intake flow (Vot) shall be determined in
accordance with Equation 6-3.

Vot = Voz (6-3)

6.2.4 100% Outdoor Air Systems. When one air handler
supplies only outdoor air to one or more zones, the outdoor
air intake flow (Vot) shall be determined in accordance with
Equation 6-4.

Vot = Σall zonesVoz (6-4)

6.2.5 Multiple-Zone Recirculating Systems. When one
air handler supplies a mixture of outdoor air and recirculated
return air to more than one zone, the outdoor air intake flow
(Vot) shall be determined in accordance with Sections 6.2.5.1
through 6.2.5.4.

6.2.5.1 Primary Outdoor Air Fraction. When
Table 6-3 is used to determine system ventilation efficiency,
the zone primary outdoor air fraction (Zp) shall be deter-
mined in accordance with Equation 6-5.

Zp = Voz/Vpz (6-5)

where Vpz is the zone primary airflow, i.e., the primary airflow
to the zone from the air handler including outdoor air and
recirculated return air. 

Note:  For VAV systems, Vpz is the minimum expected
primary airflow for design purposes.

6.2.5.2 System Ventilation Efficiency. The system ven-
tilation efficiency (Ev) shall be determined using Table 6-3 or
Appendix A.

6.2.5.3 Uncorrected Outdoor Air Intake. The design
uncorrected outdoor air intake (Vou) shall be determined in
accordance with Equation 6-6.

Vou = DΣall zones(Rp · Pz) + Σall zones(Ra · Az) (6-6)

The occupant diversity, D, may be used to account for
variations in occupancy within the zones served by the system.
The occupancy diversity is defined as

D = Ps/Σall zones Pz , (6-7)

where the system population (Ps) is the total population in the
area served by the system. Alternative methods may be used
to account for population diversity when calculating Vou,
provided that the resulting value is no less than that deter-
mined by Equation 6-6.

Note:  The uncorrected outdoor air intake (Vou) is
adjusted for diversity but uncorrected for ventilation effi-
ciency.

6.2.5.4 Outdoor Air Intake. The design outdoor air
intake flow (Vot) shall be determined in accordance with
Equation 6-8.

Vot = Vou/Ev (6-8)

6.2.6 Design for Varying Operating Conditions
6.2.6.1 Variable Load Conditions. Ventilation systems

shall be designed to be capable of providing the required ven-
tilation rates in the breathing zone whenever the zones served
by the system are occupied, including all full- and part-load
conditions.

6.2.6.2 Short-Term Conditions. If it is known that
peak occupancy will be of short duration and/or ventilation
will be varied or interrupted for a short period of time, the
design may be based on the average conditions over a time
period T determined by Equation 6-9.

T = 3v/Vbz (6-9a)

T = 50v/Vbz (6-9b)

where
T = averaging time period, min
v = the volume of the zone for which averaging is being

applied, ft3 (m3)
Vbz = the breathing zone outdoor airflow calculated using

Equation 6-1 and the design value of the zone
population Pz, cfm (L/s)

Acceptable design adjustments based on this optional
provision include the following:

1. Zones with fluctuating occupancy: the zone population (Pz)
may be averaged over time T.

2. Zones with intermittent interruption of supply air: the aver-
age outdoor airflow supplied to the breathing zone over
time T shall be no less than the breathing zone outdoor
airflow (Vbz) calculated using Equation 6-1.

3. Systems with intermittent closure of the outdoor air intake:
the average outdoor air intake over time T shall be no less
than the minimum outdoor air intake (Vot) calculated using
Equation 6-3, 6-4, or 6-8 as appropriate.
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TABLE 6-1  MINIMUM VENTILATION RATES IN BREATHING ZONE
(This table is not valid in isolation; it must be used in conjunction with the accompanying notes.)

Occupancy 
Category

People Outdoor 
Air Rate

Rp

Area Outdoor 
Air Rate 

Ra Notes

Default Values

Air 
Class

Occupant Density
(see Note 4)

Combined Outdoor 
Air Rate (see Note 5)

cfm/person L/s·person cfm/ft2 L/s·m2 #/1000 ft2

or #/100 m2 cfm/person L/s·person

Correctional Facilities

Cell 5 2.5 0.12 0.6 25 10 4.9 2

Dayroom 5 2.5 0.06 0.3 30 7 3.5 1

Guard stations 5 2.5 0.06 0.3 15 9 4.5 1

Booking/waiting 7.5 3.8 0.06 0.3 50 9 4.4 2

Educational Facilities

Daycare (through age 4) 10 5 0.18 0.9 25 17 8.6 2

Daycare sickroom 10 5 0.18 0.9 25 17 8.6 3

Classrooms (ages 5–8) 10 5 0.12 0.6 25 15 7.4 1

Classrooms (age 9 plus) 10 5 0.12 0.6 35 13 6.7 1

Lecture classroom 7.5 3.8 0.06 0.3 65 8 4.3 1

Lecture hall (fixed seats) 7.5 3.8 0.06 0.3 150 8 4.0 1

Art classroom 10 5 0.18 0.9 20 19 9.5 2

Science laboratories 10 5 0.18 0.9 25 17 8.6 2

University/college 
laboratories

10 5 0.18 0.9 25 17 8.6 2

Wood/metal shop 10 5 0.18 0.9 20 19 9.5 2

Computer lab 10 5 0.12 0.6 25 15 7.4 1

Media center 10 5 0.12 0.6 A 25 15 7.4 1

Music/theater/dance 10 5 0.06 0.3 35 12 5.9 1

Multi-use assembly 7.5 3.8 0.06 0.3 100 8 4.1 1

Food and Beverage Service

Restaurant dining rooms 7.5 3.8 0.18 0.9 70 10 5.1 2

Cafeteria/fast-food dining 7.5 3.8 0.18 0.9 100 9 4.7 2

Bars, cocktail lounges 7.5 3.8 0.18 0.9 100 9 4.7 2

General

Break rooms 5 2.5 0.06 0.3 25 10 5.1 1

Coffee stations 5 2.5 0.06 0.3 20 11 5.5 1

Conference/meeting 5 2.5 0.06 0.3 50 6 3.1 1

Corridors – – 0.06 0.3 – 1

Storage rooms – – 0.12 0.6 B – 1

Hotels, Motels, Resorts, Dormitories

Bedroom/living room 5 2.5 0.06 0.3 10 11 5.5 1

Barracks sleeping areas 5 2.5 0.06 0.3 20 8 4.0 1

Laundry rooms, central 5 2.5 0.12 0.6 10 17 8.5 2

Laundry rooms within
dwelling units

5 2.5 0.12 0.6 10 17 8.5 1

Lobbies/prefunction 7.5 3.8 0.06 0.3 30 10 4.8 1

Multipurpose assembly 5 2.5 0.06 0.3 120 6 2.8 1
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Occupancy 
Category

People Outdoor 
Air Rate

Rp

Area Outdoor 
Air Rate 

Ra Notes

Default Values

Air 
Class

Occupant Density
(see Note 4)

Combined Outdoor 
Air Rate (see Note 5)

cfm/person L/s·person cfm/ft2 L/s·m2 #/1000 ft2

or #/100 m2 cfm/person L/s·person

Office Buildings

Office space 5 2.5 0.06 0.3 5 17 8.5 1

Reception areas 5 2.5 0.06 0.3 30 7 3.5 1

Telephone/data entry 5 2.5 0.06 0.3 60 6 3.0 1

Main entry lobbies 5 2.5 0.06 0.3 10 11 5.5 1

Miscellaneous Spaces

Bank vaults/safe deposit 5 2.5 0.06 0.3 5 17 8.5 2

Computer (not printing) 5 2.5 0.06 0.3 4 20 10.0 1

Electrical equipment 
rooms

– – 0.06 0.3 B – 1

Elevator machine rooms – – 0.12 0.6 B – 1

Pharmacy (prep. area) 5 2.5 0.18 0.9 10 23 11.5 2

Photo studios 5 2.5 0.12 0.6 10 17 8.5 1

Shipping/receiving – – 0.12 0.6 B – 1

Telephone closets – – 0.00 0.0 – 1

Transportation waiting 7.5 3.8 0.06 0.3 100 8 4.1 1

Warehouses – – 0.06 0.3 B – 2

Public Assembly Spaces

Auditorium seating area 5 2.5 0.06 0.3 150 5 2.7 1

Places of religious 
worship

5 2.5 0.06 0.3 120 6 2.8 1

Courtrooms 5 2.5 0.06 0.3 70 6 2.9 1

Legislative chambers 5 2.5 0.06 0.3 50 6 3.1 1

Libraries 5 2.5 0.12 0.6 10 17 8.5 1

Lobbies 5 2.5 0.06 0.3 150 5 2.7 1

Museums (children’s) 7.5 3.8 0.12 0.6 40 11 5.3 1

Museums/galleries 7.5 3.8 0.06 0.3 40 9 4.6 1

Residential

Dwelling unit 5 2.5 0.06 0.3 F,G F 1

Common corridors – – 0.06 0.3 1

Retail

Sales (except as below) 7.5 3.8 0.12 0.6 15 16 7.8 2

Mall common areas 7.5 3.8 0.06 0.3 40 9 4.6 1

Barbershop 7.5 3.8 0.06 0.3 25 10 5.0 2

Beauty and nail salons 20 10 0.12 0.6 25 25 12.4 2

Pet shops (animal areas) 7.5 3.8 0.18 0.9 10 26 12.8 2

Supermarket 7.5 3.8 0.06 0.3 8 15 7.6 1

Coin-operated laundries 7.5 3.8 0.06 0.3 20 11 5.3 2

TABLE 6-1  MINIMUM VENTILATION RATES IN BREATHING ZONE (continued)

(This table is not valid in isolation; it must be used in conjunction with the accompanying notes.)
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6.2.7 Dynamic Reset. The system may be designed to
reset the design outdoor air intake flow (Vot) and/or space or
zone airflow as operating conditions change. These condi-
tions include but are not limited to:

1. Variations in occupancy or ventilation airflow in one or
more individual zones for which ventilation airflow
requirements will be reset. 
Note:  Examples of measures for estimating such varia-
tions include: occupancy scheduled by time-of-day, a
direct count of occupants, or an estimate of occupancy or
ventilation rate per person using occupancy sensors such
as those based on indoor CO2 concentrations.

2. Variations in the efficiency with which outdoor air is
distributed to the occupants under different ventilation
system airflows and temperatures.

3. A higher fraction of outdoor air in the air supply due to
intake of additional outdoor air for free cooling or exhaust
air makeup.

6.2.8 Exhaust Ventilation. Exhaust airflow shall be pro-
vided in accordance with the requirements in Table 6-4.
Exhaust makeup air may be any combination of outdoor air,
recirculated air, and transfer air. 

6.2.9 Ventilation in Smoking Areas. Smoking areas
shall have more ventilation and/or air cleaning than compara-
ble no-smoking areas. Specific ventilation rate requirements
cannot be determined until cognizant authorities determine
the concentration of smoke that achieves an acceptable level
of risk. Air from smoking areas shall not be recirculated or
transferred to no-smoking areas.

6.3 Indoor Air Quality (IAQ) Procedure. The Indoor Air
Quality (IAQ) Procedure is a performance-based design
approach in which the building and its ventilation system are
designed to maintain the concentrations of specific contami-
nants at or below certain limits identified during the building
design and to achieve the design target level of perceived
indoor air quality acceptability by building occupants and/or

Occupancy 
Category

People Outdoor 
Air Rate

Rp

Area Outdoor 
Air Rate 

Ra Notes

Default Values

Air 
Class

Occupant Density
(see Note 4)

Combined Outdoor 
Air Rate (see Note 5)

cfm/person L/s·person cfm/ft2 L/s·m2 #/1000 ft2

or #/100 m2 cfm/person L/s·person

Sports and Entertainment

Sports arena (play area) – – 0.30 1.5 E – 1

Gym, stadium (play area) – – 0.30 1.5 30 2

Spectator areas 7.5 3.8 0.06 0.3 150 8 4.0 1

Swimming (pool & deck) – – 0.48 2.4 C – 2

Disco/dance floors 20 10 0.06 0.3 100 21 10.3 1

Health club/aerobics 
room

20 10 0.06 0.3 40 22 10.8 2

Health club/weight rooms 20 10 0.06 0.3 10 26 13.0 2

Bowling alley (seating) 10 5 0.12 0.6 40 13 6.5 1

Gambling casinos 7.5 3.8 0.18 0.9 120 9 4.6 1

Game arcades 7.5 3.8 0.18 0.9 20 17 8.3 1

Stages, studios 10 5 0.06 0.3 D 70 11 5.4 1

GENERAL NOTES FOR TABLE 6-1
1 Related requirements: The rates in this table are based on all other applicable requirements of this standard being met.
2 Smoking: This table applies to no-smoking areas. Rates for smoking-permitted spaces must be determined using other methods. See Section 6.2.9 for ventilation requirements

in smoking areas.
3 Air density: Volumetric airflow rates are based on an air density of 0.075 lbda/ft

3 (1.2 kgda/m
3), which corresponds to dry air at a barometric pressure of 1 atm (101.3 kPa) and

an air temperature of 70°F (21°C). Rates may be adjusted for actual density but such adjustment is not required for compliance with this standard.
4 Default occupant density: The default occupant density shall be used when actual occupant density is not known.
5 Default combined outdoor air rate (per person): This rate is based on the default occupant density.

6 Unlisted occupancies: If the occupancy category for a proposed space or zone is not listed, the requirements for the listed occupancy category that is most similar in terms of

occupant density, activities and building construction shall be used.

7 Health-care facilities: Rates shall be determined in accordance with Appendix E.

ITEM-SPECIFIC NOTES FOR TABLE 6-1
A For high school and college libraries, use values shown for Public Assembly Spaces—Libraries.

B Rate may not be sufficient when stored materials include those having potentially harmful emissions.

C Rate does not allow for humidity control. Additional ventilation or dehumidification may be required to remove moisture.
D Rate does not include special exhaust for stage effects, e.g., dry ice vapors, smoke.
E When combustion equipment is intended to be used on the playing surface, additional dilution ventilation and/or source control shall be provided.
F Default occupancy for dwelling units shall be two persons for studio and one-bedroom units, with one additional person for each additional bedroom.
G Air from one residential dwelling shall not be recirculated or transferred to any other space outside of that dwelling.

TABLE 6-1  MINIMUM VENTILATION RATES IN BREATHING ZONE (continued)

(This table is not valid in isolation; it must be used in conjunction with the accompanying notes.)
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visitors. For the purposes of this procedure, acceptable per-
ceived indoor air quality excludes dissatisfaction related to
thermal comfort, noise and vibration, lighting, and psycho-
logical stressors.

6.3.1 Designs employing the IAQ Procedure shall comply
with the requirements in the following sections.

6.3.1.1 Contaminant Sources. Contaminants of con-
cern for purposes of the design shall be identified. For each

contaminant of concern, indoor and outdoor sources shall be
identified, and the strength of each source shall be deter-
mined.

6.3.1.2 Contaminant Concentration. For each con-
taminant of concern, a target concentration limit and its cor-
responding exposure period and an appropriate reference to a
cognizant authority shall be specified. (See Appendix B for
some contaminant concentration guidelines.)

6.3.1.3 Perceived Indoor Air Quality. The criteria to
achieve the design level of acceptability shall be specified in
terms of the percentage of building occupants and/or visitors
expressing satisfaction with perceived IAQ. 

6.3.1.4 Design Approaches. Select one or a combina-
tion of the following design approaches to determine mini-
mum space and system outdoor airflow rates and all other
design parameters deemed relevant (e.g., air-cleaning effi-
ciencies and supply airflow rates).

a. Mass balance analysis. The steady-state equations in
Appendix D, which describe the impact of air cleaning on
outdoor air and recirculation rates, may be used as part of
a mass balance analysis for ventilation systems serving a
single space.

b. Design approaches that have proved successful in similar
buildings.

c. Approaches validated by contaminant monitoring and
subjective occupant evaluations in the completed build-
ing. An acceptable approach to subjective evaluation is
presented in Appendix B, which may be used to validate
the acceptability of perceived air quality in the completed
building.

d. Application of one of the preceding design approaches (a,
b, or c) to specific contaminants and the use of the Venti-
lation Rate Procedure to address the general aspects of
indoor air quality in the space being designed. In this situ-
ation, the Ventilation Rate Procedure would be used to
determine the design ventilation rate of the space and the
IAQ Procedure would be used to address the control of
the specific contaminants through air cleaning or some
other means.

6.3.2 Documentation. When the IAQ Procedure is used,
the following information shall be included in the design doc-
umentation: the contaminants of concern considered in the
design process, the sources and source strengths of the con-
taminants of concern, the target concentration limits and
exposure periods and the references for these limits, the
design approach used to control the contaminants of concern,
and the background or justification for this design approach.
If the design is based on an approach that has proved success-
ful for similar buildings, the documentation shall include the
basis for concluding that the design approach was successful
in the other buildings and the basis for concluding that the pre-
vious buildings are relevant to the new design. If contaminant
monitoring and occupant evaluation are to be used to demon-
strate compliance, then the monitoring and evaluation plans
shall also be included in the documentation.

TABLE 6-2  Zone Air Distribution Effectiveness

Air Distribution Configuration Ez

Ceiling supply of cool air. 1.0

Ceiling supply of warm air and floor return. 1.0

Ceiling supply of warm air 15°F (8°C) or more above 
space temperature and ceiling return.

0.8

Ceiling supply of warm air less than 15°F (8°C) above 
space temperature and ceiling return provided that the 
150 fpm (0.8 m/s) supply air jet reaches to within 4.5 ft 
(1.4 m) of floor level. Note: For lower velocity supply 
air, Ez = 0.8.

1.0

Floor supply of cool air and ceiling return provided that 
the 150 fpm (0.8 m/s) supply jet reaches 4.5 ft (1.4 m) 
or more above the floor. Note: Most underfloor air dis-
tribution systems comply with this proviso.

1.0

Floor supply of cool air and ceiling return, provided 
low-velocity displacement ventilation achieves unidi-
rectional flow and thermal stratification.

1.2

Floor supply of warm air and floor return. 1.0

Floor supply of warm air and ceiling return. 0.7

Makeup supply drawn in on the opposite side of the 
room from the exhaust and/or return.

0.8

Makeup supply drawn in near to the exhaust and/or 
return location.

0.5

1. “Cool air” is air cooler than space temperature.
2. “Warm air” is air warmer than space temperature.
3. “Ceiling” includes any point above the breathing zone.
4. “Floor” includes any point below the breathing zone.
5. As an alternative to using the above values, Ez may be regarded as equal to air change

effectiveness determined in accordance with ANSI/ASHRAE Standard 12916 for
all air distribution configurations except unidirectional flow.

TABLE 6-3  System Ventilation Efficiency

Max (ZP) Ev

≤0.15 1.0

≤0.25 0.9

≤0.35 0.8

≤0.45 0.7

≤0.55 0.6

>0.55 Use Appendix A

1. “Max Zp” refers to the largest value of Zp, calculated using Equation 6-5, among all
the zones served by the system.

2. For values of Zp between 0.15 and 0.55, one may determine the corresponding value
of Ev by interpolating the values in the table.

3. The values of Ev in this table are based on a 0.15 average outdoor air fraction for the
system (i.e., the ratio of the uncorrected outdoor air intake Vou to the total zone
primary airflow for all the zones served by the air handler). For systems with higher
values of the average outdoor air fraction, this table may result in unrealistically low
values of Ev and the use of Appendix A may yield more practical results.
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6.4 Design Documentation Procedures. Design criteria and
assumptions shall be documented and should be made available
for operation of the system within a reasonable time after instal-
lation. See Sections 4.3, 5.2.3, 5.17.4, and 6.3.2 regarding
assumptions that should be detailed in the documentation.

7. CONSTRUCTION AND SYSTEM START-UP

7.1 Construction Phase
7.1.1 Application. The requirements of this section apply

to ventilation systems and the spaces they serve in new build-
ings and additions to or alterations in existing buildings.

7.1.2 Filters. Systems designed with particle filters shall
not be operated without filters in place.

7.1.3 Protection of Materials. When recommended by
the manufacturer, building materials shall be protected from

rain and other sources of moisture by appropriate in-transit
and on-site procedures. Porous materials with visible micro-
bial growth shall not be installed. Nonporous materials with
visible microbial growth shall be decontaminated.

7.1.4 Protection of Occupied Areas

7.1.4.1 Application. The requirements of Section 7.1.4
apply when construction requires a building permit and
entails sanding, cutting, grinding, or other activities that gen-
erate significant amounts of airborne particles or procedures
that generate significant amounts of gaseous contaminants.

7.1.4.2 Protective Measures. Measures shall be
employed to reduce the migration of construction-generated
contaminants to occupied areas. Examples of acceptable mea-
sures include, but are not limited to, sealing the construction
area using temporary walls or plastic sheathing, exhausting

TABLE 6-4  Minimum Exhaust Rates

Occupancy Category
Exhaust Rate, 

cfm/unit
Exhaust Rate, 

cfm/ft2 Notes
Exhaust Rate,

L/s·unit
Exhaust Rate, 

L/s·m2
Air 

Class

Arenas – 0.50 B – – 1

Art classrooms – 0.70 – 3.5 2

Auto repair rooms – 1.50 A – 7.5 2

Barber shops – 0.50 – 2.5 2

Beauty and nail salons – 0.60 – 3.0 2

Cells with toilet – 1.00 – 5.0 2

Copy, printing rooms – 0.50 – 2.5 2

Darkrooms – 1.00 – 5.0 2

Educational science laboratories – 1.00 – 5.0 2

Janitor closets, trash rooms, recycling – 1.00 – 5.0 3

Kitchenettes – 0.30 – 1.5 2

Kitchens—commercial – 0.70 – 3.5 2

Locker/dressing rooms – 0.25 – 1.25 2

Locker rooms – 0.50 – 2.5 2

Paint spray booths – – F – – 4

Parking garages – 0.75 C – 3.7 2

Pet shops (animal areas) – 0.90 – 4.5 2

Refrigerating machinery rooms – – F – – 3

Residential kitchens 50/100 – G 25/50 – 2

Soiled laundry storage rooms – 1.00 F – 5.0 3

Storage rooms, chemical – 1.50 F – 7.5 4

Toilets—private 25/50 – E 12.5/25 – 2

Toilets—public 50/70 – D 25/35 – 2

Woodwork shop/classrooms – 0.50 – 2.5 2

A Stands where engines are run shall have exhaust systems that directly connect to the engine exhaust and prevent escape of fumes.
B When combustion equipment is intended to be used on the playing surface additional dilution ventilation and/or source control shall be provided.
C Exhaust not required if two or more sides comprise walls that are at least 50% open to the outside.
D Rate is per water closet and/or urinal. Provide the higher rate where periods of heavy use are expected to occur, e.g., toilets in theatres, schools, and sports facilities. The lower

rate may be used otherwise.
E Rate is for a toilet room intended to be occupied by one person at a time. For continuous system operation during normal hours of use, the lower rate may be used. Otherwise

use the higher rate.
F See other applicable standards for exhaust rate.
G For continuous system operation, the lower rate may be used. Otherwise use the higher rate.
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the construction area, and/or pressurizing contiguous occu-
pied areas.

7.1.5 Air Duct System Construction. Air duct systems
shall be constructed in accordance with the following stan-
dards, as applicable:

a. The following sections of SMACNA’s HVAC Duct Con-
struction Standards—Metal and Flexible:17

• Section S1.9j of Section 1.6, Duct Construction and
Installation Standards

• Section 2.6, Installation Standards for Rectangular
Ducts Using Flexible Liner

• Section 3.5, Duct Installation Standards
• Section 3.6, Specification for Joining and Attaching

Flexible Duct
• Section 3.7, Specification for Supporting Flexible

Duct
• Sections S6.1, S6.3, S6.4, and S6.5 of Section 6.1,

Casing and Plenum Construction Standards
b. All sections of SMACNA’s Fibrous Glass Duct Construc-

tion Standards18

c. NFPA 90A,19 Standard for the Installation of Air-Condi-
tioning and Ventilating Systems, and NFPA 90B,20 Stan-
dard for the Installation of Warm Air Heating and Air-
Conditioning Systems

7.2 System Start-Up

7.2.1 Application. The requirements of this section apply
to the following ventilation systems:

a. Newly installed air-handling systems.
b. Existing air-handling systems undergoing supply air or

outdoor airflow reduction—only the requirements of Sec-
tion 7.2.2 shall apply to these altered systems.

c. Existing air-handling distribution systems undergoing
alterations affecting more than 25% of the floor area
served by the systems—only the requirements of
Section 7.2.2 shall apply to these altered systems.

7.2.2 Air Balancing. Ventilation systems shall be bal-
anced in accordance with ASHRAE Standard 111,21

SMACNA’s HVAC Systems—Testing, Adjusting and Balanc-
ing,22 or equivalent at least to the extent necessary to verify
conformance with the total outdoor air flow and space supply
airflow requirements of this standard.

7.2.3 Testing of Drain Pans. To minimize conditions of
water stagnation that may result in microbial growth, drain
pans shall be field tested under normal operating conditions to
ensure proper drainage.

Exception: Field testing of drain pans is not required if
units with factory-installed drain pans have been certi-
fied (attested in writing) by the manufacturer for proper
drainage when installed as recommended.

7.2.4 Ventilation System Start-Up. Ventilation air distri-
bution systems shall be clean of dirt and debris.

7.2.5 Outdoor Air Dampers. Prior to occupancy, each
ventilation system shall be tested to ensure that outdoor air

dampers operate properly in accordance with the system
design.

7.2.6 Documentation. The following ventilation system
documentation shall be provided to the building owner or his/
her designee, retained within the building, and made available
to the building operating personnel:

a. An operating and maintenance manual describing basic
data relating to the operation and maintenance of ventila-
tion systems and equipment as installed.

b. HVAC controls information consisting of diagrams, sche-
matics, control sequence narratives, and maintenance
and/or calibration information.

c. An air balance report documenting the work performed
for Section 7.2.2.

d. Construction drawings of record, control drawings, and
final design drawings.

e. Design criteria and assumptions.

8. OPERATIONS AND MAINTENANCE

8.1 General

8.1.1 Application. The requirements of this section apply
to buildings and their ventilation systems and their compo-
nents constructed or renovated after the adoption date of this
section.

8.1.2 Operations and Maintenance. The ventilation sys-
tem shall be operated and maintained at a minimum in accor-
dance with the provisions of this standard.

8.1.3 Building Alterations or Change-of-Use. Ventila-
tion system design, operation, and maintenance shall be
reevaluated when changes in building use or occupancy cate-
gory, significant building alterations, significant changes in
occupant density, or other changes inconsistent with system
design assumptions are made.

8.2 Operations and Maintenance Manual. An Operations
and Maintenance (O&M) Manual, either written or elec-
tronic, shall be developed and maintained on site or in a cen-
trally accessible location for the working life of the applicable
ventilation system equipment or components. This manual
shall be updated as necessary. The manual shall include, at a
minimum, the O&M procedures, final design drawings,
O&M schedules and any changes made thereto, and the main-
tenance requirements and frequencies detailed in Section 8.4.

8.3 Ventilation System Operation. Mechanical and natu-
ral ventilation systems shall be operated in a manner consis-
tent with the O&M Manual.

8.4 Ventilation System Maintenance

8.4.1 Ventilation System Components. The building
ventilation system components shall be maintained in accor-
dance with the O&M Manual or as required by this section
and summarized in Table 8-1.

8.4.1.1 Filters and Air-Cleaning Devices. All filters
and air-cleaning devices shall be replaced or maintained as
specified by the O&M Manual.
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8.4.1.2 Outdoor Air Dampers. At a minimum of once
every three months or as specified in the O&M Manual, the
outdoor air dampers and actuators shall be visually inspected
or remotely monitored to verify that they are functioning in
accordance with the O&M Manual.

8.4.1.3 Humidifiers. Humidifiers shall be cleaned and
maintained to limit fouling and microbial growth. These sys-
tems shall be inspected at a minimum of once every three
months of operation and/or treated as specified in the O&M
Manual.

8.4.1.4 Dehumidification Coils. All dehumidifying
cooling coils shall be visually inspected for cleanliness and
microbial growth regularly when it is likely that dehumidifi-
cation occurs but no less than once per year or as specified in
the O&M Manual and shall be cleaned when fouling or micro-
bial growth is observed.

8.4.1.5 Drain Pans. Drain pans shall be visually
inspected for cleanliness and microbial growth at a minimum
of once per year during the cooling season or as specified in

the O&M Manual and shall be cleaned if needed. Areas adja-
cent to drain pans that were subjected to wetting shall be
investigated, cleaned if necessary, and the cause of unin-
tended wetting rectified.

8.4.1.6 Outdoor Air Intake Louvers. Outdoor air
intake louvers, bird screens, mist eliminators, and adjacent
areas shall be visually inspected for cleanliness and integrity
at a minimum of once every six months or as specified in the
O&M Manual and cleaned as needed. When visible debris or
visible biological material is observed, it shall be removed.
Physical damage to louvers, screens, or mist eliminators shall
be repaired if such damage impairs their function in prevent-
ing contaminant entry.

8.4.1.7 Sensors. Sensors whose primary function is
dynamic minimum outdoor air control, such as flow stations
at an air handler and those used for demand control ventila-
tion, shall have their accuracy verified as specified in the
O&M Manual. This activity shall occur at a minimum of once
every six months or periodically in accordance with the O&M

TABLE 8-1  Minimum Maintenance Activity and Frequency

Item
Activity

Code
Minimum Frequency*

Filters and air-cleaning devices A According to O&M Manual

Outdoor air dampers and actuators B Every three months or in accordance with O&M Manual

Humidifiers C Every three months of use or in accordance with O&M Manual

Dehumidification coils D
Regularly when it is likely that dehumidification occurs but 
no less than once per year or as specified in the O&M Manual

Drain pans and other adjacent surfaces 
subject to wetting

D Once per year during cooling season or as specified in the O&M Manual

Outdoor air intake louvers, bird screens,
mist eliminators, and adjacent areas

E Every six months or as specified in the O&M Manual

Sensors used for dynamic
minimum outdoor air control

F Every six months or periodically in accordance with O&M Manual

Air-handling systems except for units 
under 2000 cfm (1000 L/s)

G Once every five years

Cooling towers H In accordance with O&M Manual or treatment system provider

Floor drains located in plenums or
rooms that serve as air plenums

I Periodically according to O&M Manual

Equipment/component accessibility J

Visible microbial contamination K

Water intrusion or accumulation K

ACTIVITY CODE:
A Maintain according to O&M Manual.
B Visually inspect or remotely monitor for proper function.
C Clean and maintain to limit fouling and microbial growth.
D Visually inspect for cleanliness and microbial growth and clean when fouling is observed.
E Visually inspect for cleanliness and integrity and clean when necessary.
F Verify accuracy and recalibrate or replace as necessary.
G Measure minimum quantity of outdoor air. If measured minimum airflow rates are less than 90% of the minimum outdoor air rate in the O&M Manual, they shall be adjusted or

modified to bring them above 90% or shall be evaluated to determine if the measured rates are in conformance with this standard.
H Treat to limit the growth of microbiological contaminants.
I Maintain to prevent transport of contaminants from the floor drain to the plenum.
J Keep clear the space provided for routine maintenance and inspection around ventilation equipment.
K Investigate and rectify.

* Minimum frequencies may be increased or decreased if indicated in the O&M Manual.
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Manual. A sensor failing to meet the accuracy specified in the
O&M Manual shall be recalibrated or replaced.

8.4.1.8 Outdoor Airflow Verification. The total quan-
tity of outdoor air to air handlers except for units under
2000 cfm (1000 L/s) of supply air shall be measured in mini-
mum outdoor air mode once every five years. If measured
minimum airflow rates are less than the design minimum rate
(±10% balancing tolerance) documented in the O&M Man-
ual, they shall be adjusted or modified to bring them to the
minimum design rate or evaluated to determine if the mea-
sured rates are in compliance with this standard.

8.4.1.9 Cooling Towers. Cooling tower water systems
shall be treated to limit the growth of microbiological contam-
inants including legionella sp. in accordance with the O&M
Manual or the water treatment program.

8.4.1.10 Equipment/Component Accessibility. The
space provided for routine maintenance and inspection
around ventilation equipment shall be kept clear.

8.4.1.11 Floor Drains. Floor drains located in air ple-
nums or rooms that serve as plenums shall be maintained to
prevent transport of contaminants from the floor drain to the
plenum.

8.4.2 Microbial Contamination. Visible microbial con-
tamination shall be investigated and rectified.

8.4.3 Water Intrusion. Water intrusion or accumulation
in ventilation system components such as ducts, plenums, and
air handlers shall be investigated and rectified.
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(This is a normative appendix and is part of the
standard.)

NORMATIVE APPENDIX A
MULTIPLE-ZONE SYSTEMS

This appendix presents an alternative procedure for calcu-
lating the system ventilation efficiency (Ev) that must be used
when Table 6-3 values are not used. In this alternative proce-
dure, Ev is equal to the lowest calculated value of the zone
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ventilation efficiency Evz (see Equation A-3 below).
Figure A.1 contains a ventilation system schematic depicting
most of the quantities used in this appendix.

The zone ventilation efficiency Evz, i.e., the efficiency
with which a system distributes outdoor air from the intake to
an individual breathing zone, shall be calculated using Equa-
tion A-1 or A-2.

Single Supply Systems Evz = 1+Xs – Zd (A-1)

Equation A-1 (or A-2) shall be used for “single supply”
systems, where all the ventilation air is a mixture of outdoor
air and recirculated air from a single location, e.g., Reheat,
Single-Duct VAV, Single-Fan Dual-Duct, and Multizone. 

General Case Evz = (Fa + Xs · Fb – Zd · Fc)/Fa (A-2)

Equation A-2 shall be used for systems that provide all or
part of their ventilation by recirculating air from other zones
without directly mixing it with outdoor air, e.g., dual-fan dual-

duct, fan-powered mixing box, and transfer fans for confer-
ence rooms.

The system ventilation efficiency shall be calculated
using Equation A-3.

Ev = minimum (Evz) (A-3)

Alternative Calculations

The above equations may be rearranged to calculate other
design parameters of interest based on known parameters.
This includes, but is not limited to, calculating minimum zone
discharge (supply) airflow (Vdz) when the outdoor air intake
flow Vot is known.

Other mass or flow balance equations for multiple zone
systems may also be used provided that they result in outdoor
air intake airflow (Vot) that is within 5% of the airflow value
obtained using the system ventilation efficiency calculated
using Equation A-3 or they more accurately represent a partic-
ular system configuration.

Figure A.1 Ventilation system schematic.
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Design Process

The system ventilation efficiency and, therefore, the
outdoor air intake for the system (Vot) are determined as part
of the design process based on the design and minimum supply
flows to individual zones as well as the outdoor air require-
ments to the zones. In this process, the designer shall assume
that the critical zone is at its minimum supply or discharge
airflow in VAV systems.

Note:  The designer may increase the zone supply flows
during the design process, particularly to the critical zones
requiring the highest fraction of outdoor air, and thereby
reduce the system outdoor air intake requirement determined
in the calculation, sometimes dramatically.

Selecting Zones for Calculation

Since system ventilation efficiency Ev is determined by
the minimum value of the zone ventilation efficiency (Evz,) in
accordance with Equation A-3, calculation of Evz is required
only for the zone with the minimum value of Evz at ventilation
design conditions. It is not required for any zone that clearly
has an Evz that is equal to or larger than that of the zone for
which a calculation has been done. Evz for a zone will have a
larger (or equal) value if all of the following are true relative
to the zone with minimum Evz:

1. Floor area per occupant (Az/Pz) is no lower
2. Minimum zone discharge airflow rate per unit area (Vdz/Az)

is no lower
3. Primary air fraction Ep is no lower
4. Zone air distribution effectiveness Ez is no lower
5. Area outdoor air rate Ra is no higher
6. People outdoor air rate Rp is no higher

If all of the above six parameters are the same for different
spaces or areas, then those spaces or areas may be treated as
a single zone for calculation of Evz.

Example: In office buildings it is generally necessary to
calculate Evz for one typical interior zone. If overhead supply
air is used to heat the perimeter, it is also necessary to calculate
for the perimeter zone with the lowest supply airflow rate per
unit area. No other calculations for Evz are typically necessary,
even if the building has 1000 zones, provided the ventilation
for any conference rooms is separately calculated.

Definitions

Az Zone Floor Area: the net occupiable floor area of the
zone, ft2 (m2).

D Occupant Diversity: the ratio of the system population
to the sum of the zone populations: D = Ps/ΣPz .

Ep Primary air fraction to the zone: Ep = Vpz/Vdz (Ep = 1.0
for single-duct and single-zone systems).

Er In systems with secondary recirculation of return air,
fraction of secondary recirculated air to the zone that is
representative of average system return air rather than
air directly recirculated from the zone. 

Note:  For plenum return systems with local secondary
recirculation (e.g., fan-powered VAV with plenum
return), Er ≤ 1.0. For ducted return systems with local
secondary recirculation (e.g., fan-powered VAV with
ducted return), typically Er = 0.0.

Ev System Ventilation Efficiency: the efficiency with
which the system distributes air from the outdoor air
intake to the breathing zone in the ventilation-critical
zone, which requires the largest fraction of outdoor air
in the primary air stream. Ev is determined from
Table 6-3 or Equation A-3.

Evz Zone Ventilation Efficiency: the efficiency with which
the system distributes air from the outdoor air intake to
the breathing zone in a particular zone. Evz is determined
from Equations A-1 or A-2.

Ez Zone Air Distribution Effectiveness (Ez): a measure
of how effectively the zone air distribution uses its
supply air to maintain acceptable air quality in the
breathing zone. Ez is determined from Table 6-2.

Fa Fraction of supply air to the zone from sources outside
the zone: Fa = Ep + (1 – Ep) · Er .

Fb Fraction of supply air to the zone from fully mixed
primary air: Fb = Ep .

Fc Fraction of outdoor air to the zone from sources outside
the zone: Fc = 1 – (1 – Ez) · (1 – Er) · (1 – Ep) .

Ps System Population: the maximum simultaneous
number of occupants in the area served by the system.
Where population fluctuates, it may be averaged as
described in Section 6.2.6.2.

Pz Zone Population: the largest number of people
expected to occupy the zone during typical usage. If Pz
is not known, it is determined from the default occupant
densities listed in Table 6-1. Where population
fluctuates, it may be averaged as described in
Section 6.2.6.2.

Ra Area Outdoor Air Rate: the outdoor airflow rate per
unit area to be provided in the breathing zone to dilute
contaminants that are emitted at a rate that is related
more to floor area than to population. The value of Ra for
a zone is determined from Table 6-1.

Rp People Outdoor Air Rate: the outdoor airflow rate per
person to be provided in the breathing zone to dilute
contaminants that are emitted at a rate that is related
more to population than to floor area. The value of Rp for
a zone is determined from Table 6-1.

Vbz Breathing Zone Outdoor Airflow: the outdoor airflow
required in the breathing zone of an occupiable space,
Vbz = Rp · Pz + Ra · Az .

Vdz Zone Discharge Airflow: The expected discharge
(supply) airflow to the zone that includes primary
airflow and locally recirculated airflow, cfm (L/s).

Vot Outdoor Air Intake Flow: the design outdoor airflow
required at the ventilation system outdoor air intake.

Vou Uncorrected Outdoor Air Intake: The outdoor air
intake flow required if the system ventilation efficiency
Ev were 1.0. Vou = D · Σ(Rp · Pz) + Σ(Ra · Az) .

Voz Zone Outdoor Airflow: the design outdoor airflow
required in the zone, i.e., Voz = Vbz/Ez .

Vps System Primary Airflow: The total primary airflow
supplied to all zones served by the system from the air-
handling unit at which the outdoor air intake is located,
Vps= Σ Vpz, in cfm (L/s).
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Vpz Zone Primary Airflow: The primary airflow supplied
to the zone from the air-handling unit at which the
outdoor air intake is located, L/s (cfm). It includes
outdoor intake air and recirculated air from that air-
handling unit but does not include air transferred or air
recirculated to the zone by other means.

Xs Average Outdoor Air Fraction: At the primary air
handler, the fraction of outdoor air intake flow in the
system primary airflow, Xs = Vou/Vps .

Zd Discharge Outdoor Air Fraction: The outdoor air
fraction required in air discharged to the zone,
Zd = Voz /Vdz . 

Note:  For VAV systems, Vdz is the minimum expected
discharge airflow for design purposes.

(This appendix is not part of this standard. It is merely
informative and does not contain requirements necessary
for conformance to the standard. It has not been
processed according to the ANSI requirements for a
standard and may contain material that has not been
subject to public review or a consensus process.
Unresolved objectors on informative material are not
offered the right to appeal at ASHRAE or ANSI.)

INFORMATIVE APPENDIX B 
SUMMARY OF SELECTED
AIR QUALITY GUIDELINES

If particular contaminants are of concern or if the IAQ
Procedure is to be used, acceptable indoor concentrations and
exposures are needed for the particular contaminants. When
using this procedure, these concentration and exposure values
need to be documented and justified by reference to a cogni-
zant authority as defined in the standard. Such guidelines or
other limiting values can also be useful for diagnostic
purposes. At present, no single organization develops accept-
able concentrations or exposures for all indoor air contami-
nants, nor are values available for all contaminants of
potential concern. A number of organizations offer guideline
values for selected indoor air contaminants. These values
have been developed primarily for ambient air, occupational
settings, and, in some cases, for residential settings. They
should be applied with an understanding of their basis and
applicability to the indoor environment of concern. If an
acceptable concentration or exposure has not been published
for a contaminant of concern, a value may be derived through
review of the toxicological and epidemiological evidence
using appropriate consultation. However, the evidence with
respect to health effects is likely to be insufficient for many
contaminants. At present, there is no quantitative definition of
acceptable IAQ that can necessarily be met by measuring one
or more contaminants.

Table B-1 presents selected standards and guidelines used
in Canada, Germany, Europe, and the United States for accept-
able concentrations of substances in ambient air, indoor air,
and industrial workplace environments. These values are
issued by cognizant authorities and have not been developed
or endorsed by ASHRAE. The table is presented only as back-

ground information when using the IAQ Procedure. Special-
ized expertise should be sought before selecting a value for use
in estimating outdoor airflow rates using the IAQ Procedure or
for building design or diagnostics purposes. Meeting one,
some, or all of the listed values does not ensure that acceptable
IAQ (as defined in this standard) will be achieved.

Table B-2 lists concentration values of interest for
selected contaminants as general guidance for building
design, diagnostics, and ventilation system design using the
IAQ Procedure. The values in the table are based on cognizant
authorities and studies reported in peer-reviewed scientific
publications; ASHRAE does not recommend their adoption as
regulatory values, standards, or guidelines. The table is
presented as further background when using the IAQ Proce-
dure. Consultation should be sought before selecting a partic-
ular value for use in calculating ventilation using the IAQ
Procedure. Meeting one, some, or all of the listed values does
not ensure that acceptable IAQ will be achieved.

Selection of a specific target concentration and exposure
is best made by a team with wide experience in toxicology,
industrial hygiene, and exposure assessment. As they review
the specific concentrations listed in Tables B-1 and B-2, or
others taken from other sources, designers should be mindful
of the following:

• Standards and guidelines are developed for different
purposes and should be interpreted with reference to the
setting and purpose for which they were developed com-
pared to that to which they are being applied. 

• Not all standards and guideline values recognize the
presence of susceptible groups or address typical popu-
lations found in occupancies listed in this standard.

• Most standards and guidelines do not consider inter-
actions between and among various contaminants of
concern.

• The assumptions and conditions set forth by the stan-
dard or guideline may not be met in the space or for the
occupants being considered (such as 8-hour day, 40-
hour work week). 

When many chemicals are present in the air, as they
almost always are in indoor air, then some way of addressing
potential interaction of these chemicals is warranted. For addi-
tive effects and exceptions, the reader is referred to ACGIH for
guidance on the subject.B-1

Guideline Values for Industrial Environments 

ACGIH threshold limit values, or TLVs®, have been
applied to industrial workplace air contaminants.B-1 (Refer-
ence B-2 is the German counterpart.) The ACGIH TLVs®

represent maximum acceptable 8-hour, time-weighted aver-
age (TWA), 15-minute short-term exposure limit (STEL) and
instantaneous (ceiling) case limits. It is a source of concentra-
tion limits for many chemical substances and physical agents
for industrial use. In light of the constantly changing state of
knowledge, the document is updated annually. It cautions the
user, “The values listed in this book are intended for use in the
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practice of industrial hygiene as guidelines or recommenda-
tions to assist in the control of potential health hazards and for
no other use.”

Caution must be used in directly extending the ACGIH
TLVs® or other workplace guidelines to spaces covered by
this standard and to population groups other than workers.
Industrial health practice attempts to limit worker exposure to
injurious substances at levels that do not interfere with the
industrial work process and do not risk the workers’ health
and safety. There is not an intention to eliminate all effects,
such as unpleasant smells or mild irritation. Further, the
health criteria are not uniformly derived for all contaminants.
Irritation, narcosis, and nuisance or other forms of stress are
not uniformly considered as the basis for the concentration
limits. This is because different organizations use different
end points and different contaminants have more or less infor-
mation available on diverse end points of interest. The target
population is also different from the occupants found in the
spaces covered by this standard. Healthy industrial workers
tend to change jobs or occupations if an exposure becomes
intolerable. In contrast, workers in commercial environments
such as offices often do not expect elevated concentrations of
potentially harmful substances in their work environments.
Also, monitoring programs are unlikely to be in place, as may
be the case with industrial workplaces. In addition, the
general population may have less choice about where they
spend most of their time and includes those who may be more
sensitive, such as children, asthmatics, allergic individuals,
the sick, and the elderly.

Guidelines for Substances in Outdoor Air

Guidelines have been developed for outdoor air for a
number of chemicals and metals, as shown in many of the
references. These values, including some for metals, may be
appropriate for some indoor environments, but they should be
applied only after appropriate consultation. These guidelines
also provide guidance concerning the quality of outside air if
there is suspicion that outdoor air may be contaminated with
specific substances or if there is a known source of contami-
nation nearby.B-3

Regulation of Occupational Exposure 
to Airborne Contaminants

Regulations of occupational exposure to workplace
hazards are based on the results of accumulated experience
with worker health and toxicological research and carefully
evaluated by groups of experts. Effects are examined in rela-
tion to exposure to the injurious substance. Exposure is
defined as the mathematical product of the concentration of
the contaminant and the time during which a person is exposed
to this concentration. Since concentration may vary with time,
exposure is typically calculated across the appropriate aver-
aging time, expressed as a TWA concentration, STEL, or ceil-
ing limit. Regulations of the U.S. Occupational Safety and
Health Administration (OSHA) are TWAs in most cases. 

Industrial exposures are regulated on the basis of a 40-hour
workweek with 8- to 10-hour days. During the remainder of the

time, exposure is anticipated to be substantially lower for the
contaminants of concern. Application of industrial exposure
limits would not necessarily be appropriate for other indoor
settings, occupancies, and exposure scenarios. However, for
certain contaminants that lack exposure limits for a specific
nonindustrial target population, substantial downward adjust-
ments to occupational limits have sometimes been used.

Substances Lacking Guidelines and Standards 

For indoor contaminants for which an acceptable concen-
tration and exposure value has not been established by a cogni-
zant authority, one approach has been to assume that some
fraction of TLV® is applicable and would not lead to adverse
health effects or complaints in general populations. This
approach should not be used without first assessing its suit-
ability for the contaminant of concern. In any event, if appro-
priate standards or guidelines do not exist, expertise must be
sought or research needs to be conducted to determine
contaminant concentrations and exposures that are acceptable.

Subjective Evaluation

Indoor air often contains complex mixtures of contami-
nants of concern such as environmental tobacco smoke,B-30,B-31

infectious and allergenic biological aerosols,B-32 and emissions
of chemicals from commercial and consumer products. Precise
quantitative treatment of these contaminants can be difficult or
impossible in most cases. Chemical composition alone may not
always be adequate to reliably predict the reaction of building
occupants exposed to most common mixtures of substances
found in indoor air. There are many toxicological endpoints used
in assessing the effects from exposure to air contaminants. 

Irritation of mucosal tissue such as that found in the
human nose, eyes, and the upper airways is one of the
endpoints often used in assessing short-term exposure to air
contaminants. These irritation responses can occur after the
“irritant receptor” is exposed to nonreactive compounds, to
reactive compounds with a different pattern of dose-response
relationships, and through allergic and other immunologic
effects for which dose-response relationships have not been
well defined. Susceptible populations, i.e., individuals with
atopy (“allergies”) may report irritation at lower levels of
exposures than individuals without allergies. Other suscepti-
ble populations, such as the elderly and the young, may differ
from healthy adults in their response to irritating and odorous
substances.

To some degree, adequacy of control may rest upon subjec-
tive evaluation. Panels of observers have been used to perform
subjective evaluation of IAQ in buildings. Many contaminants
have odors or are irritants that may be detected by human
occupants or visitors to a space. Generally the air can be
considered acceptably free of annoying contaminants if 80%
of a panel consisting of a group of untrained subjects exposed
to known concentrations of contaminants under representative
controlled conditions of use and occupancy deems the air not
to be objectionable. 

When performing a subjective evaluation, an observer
should enter the space in the manner of a normal visitor and
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should render a judgment of acceptability within 15 seconds.
Each observer should make the evaluation independently of
other observers and without influence from a panel leader.
Users of subjective evaluation methods are cautioned that they
only test odor and sensory responses. Some harmful contam-
inants will not be detected by such tests. Carbon monoxide and

radon are two examples of odorless contaminants that pose
significant health risks. To evaluate the acceptability of
adapted persons (occupants), an observer should spend at least
six minutes in the space before rendering a judgment of
acceptability.B-29 

Guide for Using TABLE B-1

The substances listed in Table B-1 are common air contaminants in industrial and nonindustrial environments. The values
summarized in this table are from various sources with diverse procedures and criteria for establishing the values. Some are
for industrial environments (OSHA, MAK, NIOSH, ACGIH), some are for outdoor environments (NAAQS), and others are
general (WHO) or indoor residential environment-related (Canadian) values. The following explanations are intended to
assist the reader by providing a brief description of the criteria each agency used in adopting its guideline values.

• NAAQS: Outdoor air standards developed by the U.S. EPA under the Clean Air Act. By law, the values listed in these
regulations must be reviewed every five years. These concentrations are selected to protect not only the general popu-
lation but also the most sensitive individuals.

• OSHA: Enforceable maximum exposures for industrial environments developed by OSHA (U.S. Department of
Labor) through a formal rule-making process. Once an exposure limit has been set, levels can be changed only
through reopening the rule-making process. These permissible exposure limits (PELs) are not selected to protect the
most sensitive individuals.

• MAK: Recommended maximum exposures for industrial environments developed by the Deutsche Forschungs
Gemeinschaft, a German institution similar to the U.S. National Institutes of Health and NIOSH. Levels are set on a
regular basis, with annual reviews and periodic republication of criteria levels. These levels are enforceable in Ger-
many and are not selected to protect the most sensitive individuals.

• Canadian: Recommended maximum exposures for residences developed in 1987 and reaffirmed in 1995 by a commit-
tee of provincial members convened by the federal government to establish consensus guideline-type levels. A revised
version is being considered. These are not intended to be enforced.

• WHO/Europe: Environmental (nonindustrial) guidelines developed in 1987 and updated in 1999 by the WHO Office
for Europe (Denmark). Intended for application both to indoor and outdoor exposure.

• NIOSH: Recommended maximum exposure guidelines for industrial environments are developed by NIOSH (Centers
for Disease Control) and published in a series of criteria documents. NIOSH criteria documents contain both a review
of the literature and a recommended exposure limit (REL) guideline. These are not enforceable, are not reviewed reg-
ularly, and are not selected to protect the most sensitive individuals. In some cases, they are set at levels above those
deemed protective of health because commonly available industrial hygiene practice does not reliably detect the sub-
stances at lower levels. (Note that methods used in nonindustrial settings are often more sensitive than NIOSH meth-
ods for industrial hygiene measurements.)

• ACGIH: Recommended maximum exposures for industrial environments developed by ACGIH’s Threshold Limit
Values (TLVs®) Committee. The committee reviews the scientific literature and recommends exposure guidelines.
The assumptions are for usual industrial working conditions, 40-hour weeks, and single exposures. Surveillance prac-
tices for both exposures and biological responses are often in place in the work environments where these levels are
used. These levels are not selected to protect the most sensitive individuals. About half of the TLVs® are intended to
protect against irritation. Published studies have shown that many of the TLVs® intended to protect against irritation
actually represent levels where some or all of the study subjects did report irritation.B-33, B-34

The table is not inclusive of all contaminants in indoor air, and achieving the listed indoor concentrations for all of the
listed substances does not ensure odor acceptability, avoidance of sensory irritation, or all adverse health effects for all occu-
pants. In addition to indoor contaminant levels, the acceptability of indoor air also involves thermal conditions, indoor mois-
ture levels as they impact microbial growth, and other indoor environmental factors. ASHRAE is not selecting or
recommending default concentrations.

Users of this table should recognize that unlisted noxious contaminants can also cause unacceptable IAQ with regard
to comfort (sensory irritation), odors, and health. When such contaminants are known or might reasonably be expected to
be present, selection of an acceptable concentration and exposure may require reference to other guidelines or a review and
evaluation of relevant toxicological and epidemiological literature.
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INFORMATIVE APPENDIX C
RATIONALE FOR MINIMUM PHYSIOLOGICAL 
REQUIREMENTS FOR RESPIRATION AIR 
BASED ON CO2 CONCENTRATION 

Oxygen is necessary for metabolism of food to sustain
life. Carbon and hydrogen in foods are oxidized to CO2 and
H2O, which are eliminated by the body as waste products.
Foods can be classified as carbohydrates, fats, and proteins,
and the ratio of carbon to hydrogen in each is somewhat differ-
ent. The respiratory quotient (RQ) is the volumetric ratio of
carbon dioxide produced to oxygen consumed. It varies from
0.71 for a diet of 100% fat to 0.8 for a diet of 100% protein and
1.00 for a diet of 100% carbohydrates (see Reference C-l). A
value of RQ = 0.83 applies to a normal diet mix of fat, carbo-
hydrate, and protein. 
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The rate at which oxygen is consumed and carbon dioxide
is generated depends on physical activity. These relationships
are shown in Figure C.2 (see Reference C-2). The breathing
rate is shown also. A simple mass balance equation gives the
outdoor airflow rate needed to maintain the steady-state CO2
concentration below a given limit. 

Vo = N/(Cs − Co) (C-1)

where

Vo = outdoor airflow rate per person 

Ve = breathing rate

N = CO2 generation rate per person

Ce = CO2 concentration in exhaled breath

Cs = CO2 concentration in the space 

Co = CO2 concentration in outdoor air

For example, at an activity level of 1.2 met units (1.0 met
= 18.4 Btu/h⋅ft2), corresponding to sedentary persons, the CO2
generation rate is 0.31 L/min. Laboratory and field studies have
shown that with sedentary persons about 15 cfm (7.5 L/s) per
person of outdoor air will dilute odors from human bioeffluents
to levels that will satisfy a substantial majority (about 80%) of
unadapted persons (visitors) to a space.C-3,C-4,C-5,C-6,C-7 If the
ventilation rate is to be held to 15 cfm (7.5 L/s) per person, the

resulting steady-state CO2 concentration relative to that in the
outdoor air is 

Cs – Co = N/Vo 
= 0.31/(7.5 × 60 s/min) 

= 0.000689 L of CO2 per L of air

≈ 700 ppm

Thus, maintaining a steady-state CO2 concentration in a
space no greater than about 700 ppm above outdoor air levels
will indicate that a substantial majority of visitors entering a
space will be satisfied with respect to human bioeffluents
(body odor). A more detailed discussion of this relationship
between CO2 concentrations and the perception of bioefflu-
ents, as well as the use of indoor CO2 to estimate building
ventilation rates, is contained in ASTM Standard D6245.C-8

CO2 concentrations in acceptable outdoor air typically
range from 300 to 500 ppm. High CO2 concentrations in the
outdoor air can be an indicator of combustion and/or other
contaminant sources.

Figure C.3 shows the outdoor airflow rate required as a
function of physical activity and steady-state room concentra-
tion. If the activity level is greater than 1.2 met, the required
ventilation must be increased to maintain the same carbon
dioxide level. 

Also the decrease in oxygen content of the room air can
be found from Equation C-l when oxygen concentration is
substituted for carbon dioxide concentration. 

Co − Cs = N/Vo (C-2)

The term N now has a negative value with respect to its use
in Equation C-1 since oxygen is consumed rather than generated. 

Cs = Co − N/Vo (C-3)Figure C.1 Two chamber model.

Figure C.2 Metabolic data. Figure C.3 Ventilation requirements.
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The oxygen consumption rate is 0.36 L/min when the
activity level is 1.2 met. For ventilation at a rate of 15 cfm
(429 L/m) and an activity level of 1.2 met units, the room
oxygen level will be reduced from an outdoor concentration to
20.9%. Thus, the oxygen content of the room is reduced from
21% to 20.9%, a change of only 0.5%. The carbon dioxide is
raised from the background of 0.03% to 0.1%, a change of
230%. Thus, dilution of carbon dioxide is clearly more signif-
icant than replacing oxygen.
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INFORMATIVE APPENDIX D
ACCEPTABLE MASS BALANCE EQUATIONS 
FOR USE WITH THE IAQ PROCEDURE

When applying the IAQ Procedure from Section 6.3,
mass balance analysis may be employed to determine outdoor
air ventilation requirements to control indoor contaminant
levels. The equations in Table D-1 are acceptable for perform-
ing such mass balance analysis in single-zone systems.

Quantities Subscripts

A, B = filter location o = outdoor
V = volumetric flow r = return
C = contaminant concentration s = space
e = air change effectiveness
Ef = filter efficiency
Fr = flow reduction factor
N = contaminant generation rate
R = recirculation flow factor

Figure D.l shows a representative system. A filter may be
located in the recirculated airstream (location A) or in the
supply (mixed) airstream (location B).

Variable-air-volume (VAV) systems reduce the circula-
tion rate when the thermal load is satisfied. This is accounted
for by a flow reduction factor Fr .

A mass balance for the contaminant may be written to
determine the required outdoor airflow or the space contami-
nant concentration for each of the system arrangements. The
various permutations for the air-handling and distribution
systems are described in Table D-l. There are eight variations.
The mass balance equations for computing the required
outdoor airflow and the space contaminant concentration at
steady-state conditions for each system are presented in
Table D-l. 

If the allowable space contamination is specified, the
equations in Table D-l may be solved for the outdoor flow rate
Vo. When the outdoor airflow rate is specified, the equations
may be solved for the resulting contaminant concentration as
shown in Table D-l. 

While the calculation methods in this appendix are based
on single-zone systems and steady-state analysis, calculation
methods exist that account for multizone and transient
effects.D-1

REFERENCE
D-1 Dols, W.S., and G.N. Walton. 2002. CONTAMW 2.0

User Manual. National Institute of Standards and Tech-
nology, NISTIR 6921. 

Figure D.1 Ventilation system schematic.
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(This is a normative appendix and is part of the standard.)

NORMATIVE APPENDIX E
VENTILATION RATES FOR HEALTH CARE FACILITIES

TABLE D-1  Required Outdoor Air or Space Contaminant Concentration with Recirculation and Filtration

Required Recirculation Rate

Required Outdoor Airflow
Space Contaminant 

Concentration
Filter 

Location
Flow Outdoor Airflow

None VAV 100%

A Constant Constant

A VAV Constant

A VAV Proportional*

B Constant Constant

B VAV 100%

B VAV Constant

B VAV Proportional

* Proportional indicates that the outdoor airflow varies with the supply airflow, such that the outdoor airflow is equal to the design value times the flow reduction factor Fr .

TABLE E-1  Outdoor Air Requirements for Ventilation of Health Care Facilities
(Hospitals, Nursing and Convalescent Homes)*

Application

Estimated
Maximum**

Occupancy
P/1000 ft2 or 100 m2

Outdoor Air Requirements

Commentscfm/
person

L/s .

person
cfm/ft2 L/s . m2

Patient rooms
Medical procedure
Operating rooms

Recovery and ICU

10
20
20
20

25
15
30
15

13
8
15
8

Special requirements or codes and 
pressure relationships may determine 
minimum ventilation rates and filter

efficiency. Procedures generating 
contaminants may require higher rates.

Autopsy rooms 20 0.50 2.50 Air shall not be recirculated into other spaces.

Physical therapy 20 15 8

* Table E-1 prescribes supply rates of acceptable outdoor air required for acceptable indoor air quality. These values have been chosen to dilute human bioeffluents and other
contaminants with an adequate margin of safety and to account for health variations among people and varied activity levels.

** Net occupiable space.
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(This appendix is not part of this standard. It is merely
informative and does not contain requirements necessary
for conformance to the standard. It has not been
processed according to the ANSI requirements for a
standard and may contain material that has not been
subject to public review or a consensus process.
Unresolved objectors on informative material are not
offered the right to appeal at ASHRAE or ANSI.)

INFORMATIVE APPENDIX F
SEPARATION OF EXHAUST OUTLETS
AND OUTDOOR AIR INTAKES

F1. GENERAL

Exhaust air and vent outlets as defined in Table 5-1 shall be
located no closer to outdoor air intakes, and operable windows,
skylights, and doors, both those on the subject property and
those on adjacent properties, than the minimum separation
distance L specified in this section. The distance L is defined as
the shortest “stretched string” distance measured from the
closest point of the outlet opening to the closest point of the
outdoor air intake opening or operable window, skylight, or
door opening, along a trajectory as if a string were stretched
between them.

F2. APPLICATION

Exhaust outlets and outdoor air intakes or other openings
shall be separated in accordance with the following. 

Exception: Laboratory fume hood exhaust air outlets shall
be in compliance with NFPA 45-1991 and ANSI/AIHA
Z9.5-1992.

F2.1 Outdoor Air Intakes. Minimum separation distance
between exhaust air/vent outlets as defined in Table 5-1 and
outdoor air intakes to mechanical ventilation systems or oper-
able windows, skylights, and doors that are required as part of
natural ventilation systems shall be equal to distance L deter-
mined in accordance with Section F3. 

Exception: Separation distances do not apply when
exhaust and outdoor air intake systems do not operate
simultaneously. 

F2.2 Other Building Openings. Minimum separation dis-
tance between building exhaust air/vent outlets as defined in
Table 5-1 and operable openings to occupiable spaces shall be
half of the distance L determined in accordance with
Section F3. Minimum separation distance between high odor
intensity or noxious or dangerous exhaust air/vent outlets and
operable openings to occupiable spaces shall be equal to the
distance L determined in accordance with Section F3.

F2.3 Additional Limitations for Noxious or Dangerous
Air. Minimum separation distance between exhausts located
less than 65 ft (20 m) vertically below outdoor air intakes or
operable windows and doors shall be equal to a horizontal
separation only as determined in accordance with Section F3;
no credit may be taken for any vertical separation.

F2.4 Equipment Wells. Exhaust air outlets that terminate
in an equipment well that also encloses an outdoor air intake
shall meet the separation requirements of this section and, in
addition, shall either 

a. terminate at or above the highest enclosing wall and dis-
charge air upward at a velocity exceeding 1000 fpm
(5 m/s) or 

b. terminate 3 ft (1 m) above the highest enclosing wall
(with no minimum velocity).

Exception: Low contaminant or intensity air.

For the purpose of this section, an equipment well is an
area (typically on the roof) enclosed on three or four sides by
walls that are less than 75% free area, and the lesser of the
length and width of the enclosure is less than three times the
average height of the walls. The free area of the wall is the ratio
of area of the openings through the wall, such as openings
between louver blades and undercuts, divided by the gross
area (length times height) of the wall.

F2.5 Property Lines. Minimum separation distance
between exhaust air/vent outlets and property lines shall be
half of the distance L determined in accordance with
Section F3. For significant contaminant or odor intensity
exhaust air, where the property line abuts a street or other pub-
lic way, no minimum separation is required if exhaust termi-
nation is 10 ft (3 m) above grade.

F3. DETERMINING DISTANCE L

Separation distance L shall be determined using any of the
following approaches:

a. Use the values of L in Table F-1.
b. Calculate L in accordance with Equation F-1 (a or b).
c. Determine L using any calculation or test procedure

approved by the authority having jurisdiction that shows
that the proposed design will result in equivalent or
greater dilution factors than those specified in Table F-2.  

 in feet (I-P) (F-1a)

 in meters (SI) (F-1b)

where

Q  = exhaust air volume, cfm (L/s). For gravity vents,
such as plumbing vents, use an exhaust rate of
150 cfm (75 L/s). For flue vents from fuel-burning
appliances, assume a value of 250 cfm per million
Btu/h (0.43 L/s per Kw) of combustion input (or
obtain actual rates from the combustion appliance
manufacturer.

DF  = dilution factor, which is the ratio of outside air to
entrained exhaust air in the outside air intake. The
minimum dilution factor shall be determined as a
function of exhaust air class in Table F-2.

For exhaust air composed of more than one class of air, the
dilution factor shall be determined by averaging the dilution
factors by the volume fraction of each class:

L 0.09 Q DF U 400⁄–( )⋅ ⋅=

L 0.04 Q DF U 2⁄–( )⋅ ⋅=
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where

DFi = dilution factor from Table F-2 for class i air and Qi is
the volumetric flow rate of class i air in the exhaust
airstream.

U  = exhaust air discharge velocity, fpm (m/s). As shown
in Figure F.1, U shall have a positive value when the
exhaust is directed away from the outside air intake
at an angle that is greater than 45° from the direction
of a line drawn from the closest exhaust point the
edge of the intake; U shall have a negative value
when the exhaust is directed toward the intake
bounded by lines drawn from the closest exhaust
point the edge of the intake; and U shall be set to zero
for other exhaust air directions regardless of actual
velocity. U shall be set to 0 in Equation F-1 for vents
from gravity (atmospheric) fuel-fired appliances,
plumbing vents, and other nonpowered exhausts, or
if the exhaust discharge is covered by a cap or other
device that dissipates the exhaust airstream. For hot
gas exhausts such as combustion products, an
effective additional 500 fpm (2.5 m/s) upward

velocity shall be added to the actual discharge
velocity if the exhaust stream is aimed directly
upward and unimpeded by devices such as flue caps
or louvers.

(This appendix is not part of this standard. It is merely
informative and does not contain requirements necessary
for conformance to the standard. It has not been
processed according to the ANSI requirements for a
standard and may contain material that has not been
subject to public review or a consensus process.
Unresolved objectors on informative material are not
offered the right to appeal at ASHRAE or ANSI.)

INFORMATIVE APPENDIX G
APPLICATION AND COMPLIANCE

This appendix contains application and compliance
suggestions that are intended to assist users and enforcement
agencies in applying this standard.

For the most part, ANSI/ASHRAE Standard 62.1-2007 is
specifically written for new buildings because some of its
requirements assume that other requirements within the stan-
dard have been met. In the case of existing buildings, retroac-
tive application and compliance with all the requirements of
this standard may not be practical. However, the principles
established in this standard may be applied to most existing
commercial and institutional buildings. Some existing build-
ings may achieve acceptable IAQ despite not meeting the
requirements of Standard 62.1-2007 due to, for example, good
maintenance and capital improvement procedures, building
materials that, by virtue of their age, have very low contami-
nant emission rates, and many other factors.

G1. APPLICATION

G1.1 New Buildings. All sections and normative appendi-
ces should apply to new buildings falling within the scope of
this standard.

TABLE F-1  Minimum Separation Distance, L,
in ft (m)

Significant Contaminant or
Odor Intensity

Noxious or Dangerous 
Particles

15 (5) 30 (10)

TABLE F-2  Minimum Dilution Factors

Exhaust Air Class Dilution Factor, DF

Significant contaminant or odor intensity 15

Noxious or dangerous particles 50*
*Does not apply to fume hood exhaust. See Section F2.

DF
DFi Qi⋅( )∑

Qi∑
------------------------------=

Figure F.1 Exhaust air discharge velocity (U). 
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G1.2 Existing Buildings. The standard should be applied
to existing buildings at least in the following circumstances:

1. Additions to Existing Buildings. All additions to exist-
ing buildings should meet the requirements of this stan-
dard as if the addition were a new building. An
exception may be made when an existing ventilation
system is extended to serve the addition. In this case, the
existing system components, such as fans and cooling
and heating equipment, need not meet the requirements
of this standard. However, the extended existing system
should remain in compliance with ventilation codes and
standards that were in effect at the time it was permitted
for construction.

2. Repairs. Repairing (making operational) existing equip-
ment or other building components does not require the
building or any of its components to retroactively comply
with this standard.

3. Replacement. Any component of a building that is removed
and replaced should meet the applicable requirements of
Section 5, Systems and Equipment, of this standard for that
component. An exception may be made in cases when
replacing a component of like size and kind, provided all
requirements of codes and standards used at the time of
original system design and installation are met. For exam-
ple, replacement of an air-conditioning unit with one of
similar capacity would not require retroactive compliance
with ventilation rates and other requirements of this stan-
dard. Unaltered components do not need to be retroactively
brought into compliance except when there are substantial
alterations (as defined below).

4. Substantial Alterations. If a building is substantially
altered, the requirements of this standard should be met as
if the building were new. A building would be considered
substantially altered if the cost of the revisions exceeds 50%
of the building’s fair market value, excluding the cost of
compliance with this standard.

5. Change in Use. If the space application category as listed in
Table 6-1 changes, such as from office to retail, the mini-
mum ventilation rates required by Section 6, “Procedures,”
should be met for that space.

G2. COMPLIANCE

Demonstrating that acceptable IAQ has been achieved,
such as by measuring contaminant concentrations or survey-
ing occupants, would not be required by this standard except
where required by the IAQ Procedure.

The following section is a suggested model code language.

APPLICATION AND COMPLIANCE

Application

New Buildings. All sections and normative appendices
apply to new buildings falling within the scope of this standard.

Existing Buildings

Additions to Existing Buildings. All additions to existing
buildings within the scope of this standard shall meet the
requirements of all sections and normative appendices.

Exception: When an existing ventilation system is extended
to serve an addition, the existing system components,
such as fans and cooling and heating equipment, need
not meet the requirements of this standard. However, the
extended existing system must remain in compliance
with ventilation codes and standards that were in effect
at the time it was permitted for construction.
Repairs. Repairing (making operational) existing equip-

ment or other building components shall be allowed without
requiring the building or any of its components to comply with
this standard.

Replacement. Any component of a building that is removed
and replaced shall meet the applicable requirements of Section 5,
“Systems and Equipment,” of this standard for that component.
Unaltered components are not required to be brought into
compliance except as required due to a change in use.

Exception: Replacement of a building component or indi-
vidual piece of equipment with a component of like size
and kind, provided that all requirements of codes effec-
tive at the time of original system design and installa-
tion are met. For example, replacement of an air-
conditioning unit with one of similar capacity would not
require that the ventilation rate requirements and other
requirements of this standard be met.
Substantial Alterations. If a building is substantially

altered, all sections and normative appendices of this stan-
dard shall be met as if the building were new. A building shall
be considered substantially altered if the cost of the revisions
exceeds 50% of the building’s fair market value, excluding the
cost of compliance with all sections and normative appendices
of this standard.

Change in Use. If the space application category as listed
in Table 2 changes, such as from office to retail, the minimum
ventilation rates required by Section 6, “Procedures,” shall be
met for that space.

Compliance

Demonstrating that acceptable IAQ has been achieved,
such as by measuring contaminant concentrations or survey-
ing occupants, is not required by this standard except where
required by the IAQ Procedure.
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(This appendix is not part of this standard. It is merely informative and does not contain requirements necessary for
conformance to the standard. It has not been processed according to the ANSI requirements for a standard and may
contain material that has not been subject to public review or a consensus process. Unresolved objectors on informative
material are not offered the right to appeal at ASHRAE or ANSI.)

INFORMATIVE APPENDIX H
DOCUMENTATION

This appendix summarizes the requirements for documentation contained in the body of the standard using a series of
templates that summarizes the design criteria used and assumptions made to comply with this standard. One way to comply with
the documentation requirements of the standard is to complete these templates as appropriate during the project design process. 

Outdoor Air Quality

Section 4.3 of this standard requires an investigation of the outdoor air quality in the vicinity of the project site. This template
offers a means of documenting the results of both the regional and local investigations and the conclusions reached concerning
the acceptability of the outdoor air quality for indoor ventilation.

TABLE H-1  

Regional Outdoor Air Quality Pollutants Attainment or Nonattainment According to the U.S. Environmental Protection Agency

Particulates (PM 2.5) (Yes/No)

Particulates (PM 10) (Yes/No)

Carbon monoxide—1 hour/8 hours (Yes/No)

Ozone (Yes/No)

Nitrogen dioxide (Yes/No)

Lead (Yes/No)

Sulfur Dioxide (Yes/No)

Local Outdoor Air Quality Survey Date: Time:

a) Area surveyed (Brief description of the site)

b) Nearby facilities (Brief description type of facilities—industrial, commercial, hospitality, etc.)

c) Odors or irritants (List and describe)

d) Visible plumes (List and describe)

e) Nearby sources of vehicle exhaust (List and describe)

f) Prevailing winds (Direction)

g) Other observations

Conclusions (Remarks concerning the acceptability of the outdoor air quality)
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Building Ventilation Design Criteria

This template provides a means of documenting significant design criteria for the overall building. Only the last column, in
accordance with Section 5.2.3, is specifically required by the standard. The other columns are motivated by the general docu-
mentation requirement described in Section 6.4.

Ventilation Rate Procedure

Section 6.2 permits the use of this prescription-based procedure to design ventilation systems. This template documents the
assumptions made when using this procedure as required by Sections 5.17.4 and 6.4.

TABLE H-2  

Building Ventilation Design Criteria

Total Building 
Outdoor Air 

Intake

Total Building 
Exhaust Air 
(see Section 

5.10.2)

Outdoor Air Cleaning Required
(See Section 6.2.1)

Occupied Space Relative Humidity (Choose 
One Criterion per Section 5.10.1)

Air Balancing 
(See Section 5.2.3)Particulate 

Matter
Ozone

Peak Outdoor DP at 
Peak Indoor Latent 

Load

Lowest Space SHR at 
Concurrent 

Outdoor Condition

(cfm) (cfm) (Yes/No) (Yes/No) (% RH based on 
equipment selection)

(% RH based on 
equipment selection)

(NEBB, AABC, 
etc.)

TABLE H-3  

Space 
Identification

Space Type
Occupant 
Density

Rate/Person Rate/SF
Zone Air 

Distribution 
Effectiveness

System 
Ventilation 
Efficiency

Class of Air

(List number or 
name of each 

ventilation zone, 
such as office 

number or name, 
retail space name, 

classroom number)

(List occupancy 
category of the 

space from 
Table 6-1 such as 
office space, retail 
sales, classroom 

age 5–8, etc.)

(People/
ft2 or m2)

(cfm or L/s) (cfm or L/s) (Table 6-2) (Table 6-3 or 
Appendix A) 

(Tables 5-2 or 6-1; 
include justification 
for classification if 
not in these tables)
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IAQ Procedure

Section 6.3 permits the use of this performance-based procedure to design ventilation systems. This template documents
the design criteria and assumptions made when using this procedure and justification of the design approach, as required by
Section 6.3.2.

TABLE H-4  

IAQ Procedure Assumptions

Contaminant 
of Concern

Contaminant 
Source

Contaminant 
Strength

Contaminant Target Concentration

Perceived 
IAQ

Design 
ApproachLimit

Exposure 
Period

Cognizant 
Authority 
Reference

(Identify 
and list)

(Identify
and list)

(Determine 
and list)

(List) (List) (List) (Percentage of 
satisfied building 

occupants)

(Select from Section 
6.3.1.4 and include 

justification)
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(This appendix is not part of this standard. It is merely informative and does not contain requirements necessary for
conformance to the standard. It has not been processed according to the ANSI requirements for a standard and may
contain material that has not been subject to public review or a consensus process. Unresolved objectors on informative
material are not offered the right to appeal at ASHRAE or ANSI.)

INFORMATIVE APPENDIX I
ADDENDA DESCRIPTION INFORMATION

ANSI/ASHRAE Standard 62.1-2007 incorporates ANSI/ASHRAE Standard 62.1-2004 and Addenda a, b, c, d, e, f, g, and h
to ANSI/ASHRAE Standard 62.1-2004. Table I-1 lists each addendum and describes the way in which the standard is affected
by the change. It also lists the ASHRAE and ANSI approval dates for each addendum.

TABLE I-1  Addenda to ANSI/ASHRAE Standard 62.1-2004*

* These descriptions may not be complete and are provided for information only.

Addendum Section(s) Affected Description of Changes*

Approval Dates: 
• Standards Committee 

• ASHRAE BOD 
• ANSI 

a Section 5.10, Dehumidification Systems
Clarifies dehumidification analysis requirements. 
Also offers exceptions to the 65% RH limit and 
to the net positive intake airflow requirement.

January 21, 2006
January 26, 2006

April 10, 2006

b

Table 5-2, Other Spaces; Table 6-1, Minimum 
Ventilation Rates in Breathing Zone; Table 6-4, 
Minimum Exhaust Rates; Sections 5.17.1, Clas-
sification, and 5.17.4, Documentation

Corrects inconsistencies in Tables 5-2, 6-1, and 
6-4 and provides additional information for sev-
eral occupancy categories.

January 21, 2006
January 26, 2006

April 10, 2006

c
Informative Appendix B, Summary of Selected 
Air Quality Guidelines

Updates information in Informative Appendix B.
January 21, 2006
January 26, 2006

April 10, 2006

d
Table 4-1, National Primary Ambient Air 
Quality Standards for Outdoor Air as Set by the 
U.S. Environmental Protection Agency

Updates information in Table 4-1 to be consistent 
with current US EPA NAAQS, adding PM 2.5 as 
a criteria pollutant.

January 21, 2006
January 26, 2006

April 10, 2006

e Informative Appendix H, Documentation

New informative appendix summarizes the 
documentation requirements in the body of 
the standard, thus providing a single point 
of reference for users.

June 24, 2006
June 29, 2006
March 3, 2007

f Sections 1, Purpose, and 2, Scope

Updates the purpose and scope of the standard to 
make them more consistent with changes that 
have already been incorporated into the body of 
the standard (removal of smoking rates, new/
existing buildings distinctions, O&M and 
construction sections, and others).

June 24, 2006
June 29, 2006
July 27, 2006

g
New Section 5.18, Requirements for Buildings 
Containing ETS Areas and ETS-Free Areas

Briefly, requires space classification based on 
expected presence of ETS, separation of 
ETS and ETS-free areas, and cautionary 
signage for ETS areas.

June 25, 2005
June 30, 2005

January 20, 2006

h

Tables 6-1, Minimum Ventilation Rates in 
Breathing Zone, 6-4, Minimum Exhaust Rates, 
E-2, Outdoor Air Requirements for Ventilation 
of Residential Facilities (Private Dwellings, Sin-
gle, Multiple), and E-3, Outdoor Air Require-
ments for Ventilation of Vehicles

Adds requirements for residential spaces into the 
ventilation rate table (Table 6-1) in the body of 
the standard. Also deletes Tables E-2 and E-3 
from Normative Appendix E, which provided 
ventilation requirements for residences and 
vehicles.

January 27, 2007
March 2, 2007
March 3, 2007

NOTE

When addenda, interpretations, or errata to this standard have been approved, they can be downloaded
free of charge from the ASHRAE Web site at http://www.ashrae.org.
ANSI/ASHRAE Standard 62.1-2007 41



NOTICE

INSTRUCTIONS FOR SUBMITTING A PROPOSED CHANGE TO 
THIS STANDARD UNDER CONTINUOUS MAINTENANCE

This standard is maintained under continuous maintenance procedures by a Standing Standard Project Committee (SSPC) for
which the Standards Committee has established a documented program for regular publication of addenda or revisions, includ-
ing procedures for timely, documented, consensus action on requests for change to any part of the standard. SSPC consider-
ation will be given to proposed changes at the Annual Meeting (normally June) if proposed changes are received by the
Manager of Standards (MOS) no later than December 31. Proposals received after December 31 shall be considered by the
SSPC no later than at the Annual Meeting of the following year.

Proposed changes must be submitted to the MOS in the latest published format available from the MOS. However, the MOS
may accept proposed changes in an earlier published format if the MOS concludes that the differences are immaterial to the
proposed change submittal. If the MOS concludes that a current form must be utilized, the proposer may be given up to
20 additional days to resubmit the proposed changes in the current format.

ELECTRONIC PREPARATION/SUBMISSION OF FORM 
FOR PROPOSING CHANGES

An electronic version of each change, which must comply with the instructions in the Notice and the Form, is the preferred
form of submittal to ASHRAE Headquarters at the address shown below. The electronic format facilitates both paper-based
and computer-based processing. Submittal in paper form is acceptable. The following instructions apply to change proposals
submitted in electronic form.

Use the appropriate file format for your word processor and save the file in either a recent version of Microsoft Word (pre-
ferred) or another commonly used word-processing program. Please save each change proposal file with a different name (for
example, “prop01.doc,” “prop02.doc,” etc.). If supplemental background documents to support changes submitted are
included, it is preferred that they also be in electronic form as word-processed or scanned documents.

ASHRAE will accept the following as equivalent to the signature required on the change submittal form to convey non-
exclusive copyright:

Files attached to an e-mail: Electronic signature on change submittal form 
(as a picture; *.tif, or *.wpg).

Files on a CD: Electronic signature on change submittal form 
(as a picture; *.tif, or *.wpg) or a letter with submitter’s 
signature accompanying the CD or sent by facsimile 
(single letter may cover all of proponent’s proposed changes). 

Submit an e-mail or a CD containing the change proposal files to:
Manager of Standards

ASHRAE
1791 Tullie Circle, NE

Atlanta, GA 30329-2305
E-mail: change.proposal@ashrae.org

(Alternatively, mail paper versions to ASHRAE address or fax to 404-321-5478.)

The form and instructions for electronic submittal may be obtained from the Standards section of ASHRAE’s Home Page,
www.ashrae.org, or by contacting a Standards Secretary, 1791 Tullie Circle, NE, Atlanta, GA 30329-2305. 
Phone: 404-636-8400. Fax: 404-321-5478. E-mail: standards.section@ashrae.org. 



FORM FOR SUBMITTAL OF PROPOSED CHANGE TO AN
ASHRAE STANDARD UNDER CONTINUOUS MAINTENANCE

NOTE: Use a separate form for each comment. Submittals (Microsoft Word preferred) may be attached to e-mail (preferred),
submitted on a CD, or submitted in paper by mail or fax to ASHRAE, Manager of Standards, 1791 Tullie Circle, NE, Atlanta,
GA 30329-2305. E-mail: change.proposal@ashrae.org. Fax: +1-404/321-5478.

1. Submitter:

Affiliation:

Address: City: State: Zip: Country:

Telephone: Fax: E-Mail:

I hereby grant the American Society of Heating, Refrigerating and Air-Conditioning Engineers, Inc. (ASHRAE) the non-
exclusive royalty rights, including non-exclusive rights in copyright, in my proposals. I understand that I acquire no rights in 
publication of the standard in which my proposals in this or other analogous form is used. I hereby attest that I have the author-
ity and am empowered to grant this copyright release.

Submitter’s signature: _____________________________________________ Date: ____________________________

2. Number and year of standard:

3. Page number and clause (section), subclause, or paragraph number:

4. I propose to: [ ] Change to read as follows  [  ] Delete and substitute as follows
(check one) [  ] Add new text as follows  [  ] Delete without substitution

Use underscores to show material to be added (added) and strike through material to be deleted (deleted). Use additional pages if needed.

5. Proposed change:

6. Reason and substantiation:

7. Will the proposed change increase the cost of engineering or construction? If yes, provide a brief explanation as
to why the increase is justified.

[  ] Check if additional pages are attached. Number of additional pages: _______
[ ] Check if attachments or referenced materials cited in this proposal accompany this proposed change. Please verify that all
attachments and references are relevant, current, and clearly labeled to avoid processing and review delays. Please list your
attachments here:

Rev. 3-9-2007

All electronic submittals must have the following statement completed: 

I (insert name) , through this electronic signature, hereby grant 
the American Society of Heating, Refrigerating and Air-Conditioning Engineers (ASHRAE) the non-exclusive royalty rights, 
including non-exclusive rights in copyright, in my proposals. I understand that I acquire no rights in publication of the stan-
dard in which my proposals in this or other analogous form is used. I hereby attest that I have the authority and am empow-
ered to grant this copyright release.
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Memorandum

Syska Hennessy Group, Inc. Tel: 415.288.9060 

425 California Street, Suite 700 Fax: 415.835.0385 

San Francisco, CA  94104 www.syska.com 

To: Hines Date: April 28, 2015 

From: Chris Bryan, PE, LEED AP 

Re: Phase 1 – ASHRAE 62.1 & 55 Memo 
LEED 
Proj. ID. 1000026035 

Copies to: IA, GBS, Enovity 
    

 
 
This memo is to support our 75 Hawthorne Project in regards to Phase 1 floors and ASHRAE 62.1 and 55 
compliance.   

 
Response to the comments from the GSA in regards to the phase 1 Test and Balance (TAB) reports are as follows: 

1) ASHRAE 62.1: 
a. Ventilation calculations have been completed for all floors and submitted to LEED online. LEED 

calculation forms show that we exceed ASHRAE 62.1 requirements. These calculations are based 
on minimum airflows from all units. Minimum airflows for VAV’s and FPB’s are shown on 
schedules updated in the CDs. Minimum airflows for Phase 1 are confirmed in the TAB reports 
dated 11/2014.  

b. In regards to FPB minimum ventilation, Title 24 allows for the transfer of unused outside air in 
the return air plenums.  

i. During cooling mode, minimum ventilation is achieved with minimum CFM from the 
main loop which contains outside air.  

ii. During heating mode, minimum ventilation is achieved with a portion of air from the 
main loop which contains outside air and the additive transfer air from the fan which is 
pulling ventilation air from the plenum which contains unused outside air.     

2) ASHRAE 55: 
a. Thermal comfort calculations will be completed for LEED certification but require all floors to be 

built out and all work on AHU’s to be completed. Reporting will occur at end of project.  
3) Terminal units with max airflows exceeding 10% tolerance from design parameters: 

a. These zones will be re-balanced after AHU’s are re-sheaved and adjoining floors are built out. 
Until the AHU’s and additional floors are worked on, 80% of the time the zone load is between 
50-75% of max required so zone temperatures and thermal comfort will still be met..    

4) Terminal unit with failed air sensor: 
a. This sensor has since been replaced and zone can be re-balanced after AHU re-sheaving.  

 
If you have any further questions please contact us at (415) 288-9060. 
 



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,840 Default entry has been overridden.

Population of area served by system Ps P 326 D 79% 258               Default entry has been overridden.

Design primary supply fan airflow rate Vpsd cfm 36,450 D 100% 36,450          Default entry has been overridden.

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.08 Default entry has been overridden.

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0 Default entry has been overridden.

Outdoor air intake provided for system OA cfm 7,253

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

1014 Conference C 

1380

Conference 

1390

Conference 

1370

Breakout 

Area 1350

Conference 

1330

Zone Tag FPB 1-1 FPB 1-4 FPB 1-5 FPB 1-6 FPB 1-7 FPB 1-8

Occupancy Category
Select from pull-down list:

Kitchen 

(cooking)

Conference/m

eeting

Conference/m

eeting

Conference/m

eeting

Break rooms Conference/m

eeting
Floor Area of zone Az sf 457 732 160 337 334 356

Design population of zone Pz P (default value listed; may be overridden) 8 50 5 10 4 10

Design total supply to zone (primary plus local recirculated) Vdzd cfm 1,565 1,115 930 795 625 830

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A: Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

Frac. of local recirc. air that is representative of system RA Er 0.50 0.80 0.80 0.80 0.65 0.65

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 32% 100% 100% 100% 100% 100% 100%

Air distribution type at conditioned analyzed Select from pull-down list:  CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

Zone air distribution effectiveness at conditioned analyzed Ez 0.80 0.80 0.80 0.80 0.80 0.80

Primary air fraction of supply air at conditioned analyzed Ep 0.30 0.26 0.14 0.13 0.14 0.13

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.64

Outdoor air intake required for system (EQp1) Vot cfm 6,773           

Outdoor air per unit floor area Vot /As cfm/sf 0.17

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 26.3

Outdoor air as a % of design primary supply air Ypd % 19%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.53

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 10,577        

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.27

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 41.0

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 29%

Potentially Critical Zones

Hawthorne Plaza - 1st & 2nd Floor

AHU-1

75 Cooling/68 Heating

IP



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,840

Population of area served by system Ps P 326 D 79% 258               

Design primary supply fan airflow rate Vpsd cfm 36,450 D 100% 36,450          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.08

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 7,253

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 32%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.64

Outdoor air intake required for system (EQp1) Vot cfm 6,773           

Outdoor air per unit floor area Vot /As cfm/sf 0.17

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 26.3

Outdoor air as a % of design primary supply air Ypd % 19%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.53

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 10,577        

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.27

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 41.0

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 29%

Hawthorne Plaza - 1st & 2nd Floor

AHU-1

75 Cooling/68 Heating

IP

Conference 

1320

Main Entry 

Lobby

Main Entry 

Lobby

Main Entry 

Lobby

Kitchen Prep 

1400

Mail 1160

FPB 1-9 VAV 1-C VAV 1-1 VAV 1-2 VAV 1-3 CAV 1-4

Conference/m

eeting

Main entry 

lobbies

Main entry 

lobbies

Main entry 

lobbies

Kitchen 

(cooking)

Shipping/rece

iving
335 954 1,403 877 460 514

10 0 27 27 8 3

785 200 750 600 750 350

Induction Terminal Unit     

0.65 0.50 0.50 0.50 0.50 0.50

100% 40% 41% 43% 30% 100%

CSCRH CS CS CS CSCRH CSCRH

0.80 1.00 1.00 1.00 0.80 0.80

0.13 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,840

Population of area served by system Ps P 326 D 79% 258               

Design primary supply fan airflow rate Vpsd cfm 36,450 D 100% 36,450          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.08

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 7,253

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 32%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.64

Outdoor air intake required for system (EQp1) Vot cfm 6,773           

Outdoor air per unit floor area Vot /As cfm/sf 0.17

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 26.3

Outdoor air as a % of design primary supply air Ypd % 19%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.53

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 10,577        

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.27

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 41.0

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 29%

Hawthorne Plaza - 1st & 2nd Floor

AHU-1

75 Cooling/68 Heating

IP

Shipping / 

Receiving 

1140

Security 1170 Storage 1150 North Hallway 

1100

Conference 

B

Conference A

VAV 1-5 VAV 1-6 VAV 1-7 VAV 1-8 VAV 1-14 VAV 1-15

Shipping/rece

iving

Office space Storage 

rooms

Corridors Conference/m

eeting

Conference/m

eeting
1,500 520 400 678 736 752

1 3 0 1 80 70

680 760 270 320 1,620 1,620

      

0.50 0.50 0.50 0.50 0.50 0.50

46% 30% 30% 30% 47% 42%

CSCRH CSCRH CS CS CSCRH CSCRH

0.80 0.80 1.00 1.00 0.80 0.80

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,840

Population of area served by system Ps P 326 D 79% 258               

Design primary supply fan airflow rate Vpsd cfm 36,450 D 100% 36,450          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.08

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 7,253

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 32%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.64

Outdoor air intake required for system (EQp1) Vot cfm 6,773           

Outdoor air per unit floor area Vot /As cfm/sf 0.17

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 26.3

Outdoor air as a % of design primary supply air Ypd % 19%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.53

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 10,577        

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.27

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 41.0

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 29%

Hawthorne Plaza - 1st & 2nd Floor

AHU-1

75 Cooling/68 Heating

IP

Reception 

1380

Conference 

1310

VAV 1-16 VAV 1-17

Reception 

areas

Conference/m

eeting
435 244

1 8

230 360

  

0.50 0.50

33% 31%

CS CSCRH

1.00 0.80

1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,788 Default entry has been overridden.

Population of area served by system Ps P 159 D 84% 134               Default entry has been overridden.

Design primary supply fan airflow rate Vpsd cfm 30,730 D 100% 30,730          Default entry has been overridden.

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.07 Default entry has been overridden.

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0 Default entry has been overridden.

Outdoor air intake provided for system OA cfm 6,868

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Meeting 3400 Open Office 

3203

Open Office 

3300

Open Office 

3300

Open Office 

3300

Open Office 

3200
Zone Tag FPB 3-1 FPB 3-2 FPB 3-3 FPB 3-4 FPB 3-5 FPB 3-6

Occupancy Category
Select from pull-down list:

Conference/m

eeting

Office space Office space Office space Office space Office space

Floor Area of zone Az sf 503 636 1,167 1,180 542 701

Design population of zone Pz P (default value listed; may be overridden) 26 4 11 9 2 4

Design total supply to zone (primary plus local recirculated) Vdzd cfm 1,390 1450 1,510 1,500 1,000 985

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A: Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

Frac. of local recirc. air that is representative of system RA Er 0.50 0.50 0.50 0.50 0.80 0.80

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24% 100% 100% 100% 100% 100% 100%

Air distribution type at conditioned analyzed Select from pull-down list:  CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

Zone air distribution effectiveness at conditioned analyzed Ez 0.80 0.80 0.80 0.80 0.80 0.80

Primary air fraction of supply air at conditioned analyzed Ep 0.17 0.24 0.27 0.27 0.18 0.16

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.64

Outdoor air intake required for system (EQp1) Vot cfm 5,328           

Outdoor air per unit floor area Vot /As cfm/sf 0.13

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 39.8

Outdoor air as a % of design primary supply air Ypd % 17%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.53

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100% More than 100% outside air is required based on conditions provided

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Potentially Critical Zones

Hawthorne Plaza - 3rd & 4th Floors

AHU-2

75 Cooling/68 Heating

IP



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,788

Population of area served by system Ps P 159 D 84% 134               

Design primary supply fan airflow rate Vpsd cfm 30,730 D 100% 30,730          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.07

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 6,868

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.64

Outdoor air intake required for system (EQp1) Vot cfm 5,328           

Outdoor air per unit floor area Vot /As cfm/sf 0.13

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 39.8

Outdoor air as a % of design primary supply air Ypd % 17%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.53

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 3rd & 4th Floors

AHU-2

75 Cooling/68 Heating

IP

Open Office 

3201

Open Office 

3201

Meeting 3511 Exam Room 

3521

Union Office 

3621

Meeting

FPB 3-7 FPB 3-8 FPB 3-9 FPB 3-10 FPB 3-11 FPB 3-12

Office space Office space Conference/m

eeting

Office space Office space Office space

572 797 693 405 441 241

3 9 30 4 3 10

1,005 1,435 1,365 1,010 730 985

Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

0.80 0.80 0.65 0.65 0.50 0.50

100% 100% 100% 100% 100% 100%

CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

0.80 0.80 0.80 0.80 0.80 0.80

0.18 0.23 0.16 0.18 0.13 0.16

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,788

Population of area served by system Ps P 159 D 84% 134               

Design primary supply fan airflow rate Vpsd cfm 30,730 D 100% 30,730          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.07

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 6,868

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.64

Outdoor air intake required for system (EQp1) Vot cfm 5,328           

Outdoor air per unit floor area Vot /As cfm/sf 0.13

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 39.8

Outdoor air as a % of design primary supply air Ypd % 17%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.53

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 3rd & 4th Floors

AHU-2

75 Cooling/68 Heating

IP

Breakroom 

3580

Storage File Area 

3110

Copy 3112 File Area 

3110

Meeting 3211

FPB 3-13 VAV 3-1 VAV 3-2 VAV 3-3 VAV 3-4 VAV 3-5

Office space Storage 

rooms

Office space Storage 

rooms

Office space Conference/m

eeting
505 949 1,511 323 1,520 155

21 0 0 0 0 6

955 250 180 190 300 270

Induction Terminal Unit     

0.50 0.50 0.50 0.50 0.50 0.50

100% 56% 61% 34% 37% 30%

CSCRH CS CS CS CS CSCRH

0.80 1.00 1.00 1.00 1.00 0.80

0.16 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,788

Population of area served by system Ps P 159 D 84% 134               

Design primary supply fan airflow rate Vpsd cfm 30,730 D 100% 30,730          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.07

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 6,868

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.64

Outdoor air intake required for system (EQp1) Vot cfm 5,328           

Outdoor air per unit floor area Vot /As cfm/sf 0.13

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 39.8

Outdoor air as a % of design primary supply air Ypd % 17%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.53

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 3rd & 4th Floors

AHU-2

75 Cooling/68 Heating

IP

Office 3210 Outreach 

Room 3510

File Area 

3530A

Nurses 

Station

Equipment 

Testing

Lactation 

Room 3540

VAV 3-6 VAV 3-7 VAV 3-8 VAV 3-9 VAV 3-10 VAV 3-11

Office space Office space Storage 

rooms

Reception 

areas

Office space Conference/m

eeting
699 1,325 1,361 635 199 1,321

1 5 0 6 2 3

460 780 200 550 115 620

      

0.50 0.50 0.50 0.50 0.50 0.50

30% 30% 100% 30% 57% 30%

CS CS CS CS CS CS

1.00 1.00 1.00 1.00 1.00 1.00

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,080 Default entry has been overridden.

Population of area served by system Ps P 191 D 83% 158               Default entry has been overridden.

Design primary supply fan airflow rate Vpsd cfm 30,020 D 100% 30,020          Default entry has been overridden.

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06 Default entry has been overridden.

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0 Default entry has been overridden.

Outdoor air intake provided for system OA cfm 5,585

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Data 

Equipment 

Room 8111

MTSD Work 

Room 8410

Meeting 8412 Open Office 

8110

Open Office 

8110

Conference 

8134

Zone Tag FPB 8-1 FPB 8-2 FPB 8-3 FPB 8-4 FPB 8-5 FPB 8-6

Occupancy Category

Select from pull-down list:

Telephone 

closets

Office space Conference/m

eeting

Office space Office space Conference/m

eeting

Floor Area of zone Az sf 637 604 138 522 710 264

Design population of zone Pz P (default value listed; may be overridden) 0 10 4 6 8 24

Design total supply to zone (primary plus local recirculated) Vdzd cfm 920 1100 460 1,020 1,060 965

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A: Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

Frac. of local recirc. air that is representative of system RA Er 0.50 0.50 0.50 0.50 0.65 0.65

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24% 100% 100% 100% 100% 100% 100%

Air distribution type at conditioned analyzed Select from pull-down list:  CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

Zone air distribution effectiveness at conditioned analyzed Ez 0.80 0.80 0.80 0.80 0.80 0.80

Primary air fraction of supply air at conditioned analyzed Ep 0.13 0.25 0.13 0.22 0.25 0.17

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.68

Outdoor air intake required for system (EQp1) Vot cfm 4,553           

Outdoor air per unit floor area Vot /As cfm/sf 0.12

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 28.8

Outdoor air as a % of design primary supply air Ypd % 15%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.58

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 6,913           

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.18

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 43.8

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 23%

Potentially Critical Zones

Hawthorne Plaza - 7th & 8th Floors

AHU-4

75 Cooling/68 Heating

IP



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,080

Population of area served by system Ps P 191 D 83% 158               

Design primary supply fan airflow rate Vpsd cfm 30,020 D 100% 30,020          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 5,585

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category

Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.68

Outdoor air intake required for system (EQp1) Vot cfm 4,553           

Outdoor air per unit floor area Vot /As cfm/sf 0.12

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 28.8

Outdoor air as a % of design primary supply air Ypd % 15%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.58

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 6,913           

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.18

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 43.8

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 23%

Hawthorne Plaza - 7th & 8th Floors

AHU-4

75 Cooling/68 Heating

IP

Meeting 8135 Hallway 8101 Conference 

8374

Open Office 

8330

Open Office 

8330

Open Office 

8429

FPB 8-7 FPB 8-8 FPB 8-9 FPB 8-10 FPB 8-11 FPB 8-12

Conference/m

eeting

Corridors Conference/m

eeting

Office space Office space Office space

341 639 328 923 734 871

5 0 10 9 8 8

930 690 875 1,515 1,100 1,175

Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

0.80 0.80 0.80 0.80 0.65 0.50

100% 100% 100% 100% 100% 100%

CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

0.80 0.80 0.80 0.80 0.80 0.80

0.14 0.13 0.13 0.24 0.25 0.30

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,080

Population of area served by system Ps P 191 D 83% 158               

Design primary supply fan airflow rate Vpsd cfm 30,020 D 100% 30,020          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 5,585

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category

Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.68

Outdoor air intake required for system (EQp1) Vot cfm 4,553           

Outdoor air per unit floor area Vot /As cfm/sf 0.12

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 28.8

Outdoor air as a % of design primary supply air Ypd % 15%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.58

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 6,913           

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.18

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 43.8

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 23%

Hawthorne Plaza - 7th & 8th Floors

AHU-4

75 Cooling/68 Heating

IP

Conference 

8422

Open Office 

8110

Collaborative 

8413

Conference 

8420

Open Office 

8110

Office 8114

FPB 8-13 VAV 8-1 VAV 8-2 VAV 8-3 VAV 8-4 VAV 8-5

Conference/m

eeting

Office space Conference/m

eeting

Conference/m

eeting

Office space Office space

517 1,005 668 309 1,116 854

20 9 11 12 7 3

1,000 435 615 480 670 490

Induction Terminal Unit     

0.50 0.50 0.50 0.50 0.50 0.50

100% 32% 30% 30% 30% 30%

CSCRH CS CSCRH CSCRH CS CS

0.80 1.00 0.80 0.80 1.00 1.00

0.20 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,080

Population of area served by system Ps P 191 D 83% 158               

Design primary supply fan airflow rate Vpsd cfm 30,020 D 100% 30,020          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 5,585

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category

Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.68

Outdoor air intake required for system (EQp1) Vot cfm 4,553           

Outdoor air per unit floor area Vot /As cfm/sf 0.12

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 28.8

Outdoor air as a % of design primary supply air Ypd % 15%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.58

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 6,913           

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.18

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 43.8

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 23%

Hawthorne Plaza - 7th & 8th Floors

AHU-4

75 Cooling/68 Heating

IP

Secure 

Reception 

Area 8128

Office 8136 Office 8335 Storage 8371 Meeting 8332 Meeting 8333

VAV 8-6 VAV 8-7 VAV 8-8 VAV 8-9 VAV 8-10 VAV 8-11

Reception 

areas

Office space Office space Storage 

rooms

Conference/m

eeting

Conference/m

eeting

959 416 559 211 176 134

1 4 6 0 6 6

425 360 240 335 280 260

      

0.50 0.50 0.50 0.50 0.50 0.50

31% 31% 35% 30% 30% 31%

CS CS CS CS CSCRH CSCRH

1.00 1.00 1.00 1.00 0.80 0.80

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,080

Population of area served by system Ps P 191 D 83% 158               

Design primary supply fan airflow rate Vpsd cfm 30,020 D 100% 30,020          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 5,585

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category

Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.68

Outdoor air intake required for system (EQp1) Vot cfm 4,553           

Outdoor air per unit floor area Vot /As cfm/sf 0.12

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 28.8

Outdoor air as a % of design primary supply air Ypd % 15%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.58

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 6,913           

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.18

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 43.8

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 23%

Hawthorne Plaza - 7th & 8th Floors

AHU-4

75 Cooling/68 Heating

IP

Office 8321 Secure 

Storage 8427

Odeputy 

Director 

Office 8424

Meeting 8423 Secure 

Reception 

8420
VAV 8-12 VAV 8-13 VAV 8-14 VAV 8-15 VAV 8-16

Office space Occupiable 

storage 

rooms for dry 

materials

Office space Office space Reception 

areas

1,521 674 311 186 1,303

3 0 2 6 3

875 320 220 285 380

     

0.50 0.50 0.50 0.50 0.50

30% 30% 30% 30% 33%

CS CS CS CSCRH CS

1.00 1.00 1.00 0.80 1.00

1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 32,349 Default entry has been overridden.

Population of area served by system Ps P 429 D 46% 196               Default entry has been overridden.

Design primary supply fan airflow rate Vpsd cfm 28,300 D 100% 28,300          Default entry has been overridden.

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06 Default entry has been overridden.

OA req'd per person for system area  (Weighted average) Rps cfm/p 4.8 Default entry has been overridden.

Outdoor air intake provided for system OA cfm 7,454

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Meeting 9420 Open Office 

9410

Open Office 

9150

Open Office 

9210

Meeting 9220 Open Office 

9440
Zone Tag FPB 9-1 FPB 9-2 FPB 9-3 FPB 9-4 FPB 9-5 FPB 9-6

Occupancy Category
Select from pull-down list:

Conference/m

eeting

Office space Office space Office space Conference/m

eeting

Office space

Floor Area of zone Az sf 273 737 724 724 265 710

Design population of zone Pz P (default value listed; may be overridden) 10 14 8 6 10 7

Design total supply to zone (primary plus local recirculated) Vdzd cfm 965 1125 1,085 990 910 1,025

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A: Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

Frac. of local recirc. air that is representative of system RA Er 0.50 0.50 0.80 0.80 0.80 0.80

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 32% 100% 100% 100% 100% 100% 100%

Air distribution type at conditioned analyzed Select from pull-down list:  CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

Zone air distribution effectiveness at conditioned analyzed Ez 0.80 0.80 0.80 0.80 0.80 0.80

Primary air fraction of supply air at conditioned analyzed Ep 0.17 0.27 0.24 0.19 0.13 0.22

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.44

Outdoor air intake required for system (EQp1) Vot cfm 6,736           

Outdoor air per unit floor area Vot /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.4

Outdoor air as a % of design primary supply air Ypd % 24%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.27

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100% More than 100% outside air is required based on conditions provided

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Potentially Critical Zones

Hawthorne Plaza - 9th & 10th Floors

AHU-5

75 Cooling/68 Heating

IP



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 32,349

Population of area served by system Ps P 429 D 46% 196               

Design primary supply fan airflow rate Vpsd cfm 28,300 D 100% 28,300          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 4.8

Outdoor air intake provided for system OA cfm 7,454

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 32%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.44

Outdoor air intake required for system (EQp1) Vot cfm 6,736           

Outdoor air per unit floor area Vot /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.4

Outdoor air as a % of design primary supply air Ypd % 24%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.27

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 9th & 10th Floors

AHU-5

75 Cooling/68 Heating

IP

Open Office 

9350

Open Office 

9320

Open Office 

9460

Office 9411 Collaborative 

9110

Meeting 9145

FPB 9-7 FPB 9-8 FPB 9-9 VAV 9-1 VAV 9-2 VAV 9-3

Office space Office space Office space Office space Conference/m

eeting

Conference/m

eeting
879 882 643 775 235 120

10 10 6 1 14 4

1,505 1,505 1,090 380 490 210

Induction Terminal UnitInduction Terminal UnitInduction Terminal Unit   

0.80 0.50 0.50 0.50 0.50 0.50

100% 100% 100% 30% 30% 31%

CSCRH CSCRH CSCRH CS CSCRH CS

0.80 0.80 0.80 1.00 0.80 1.00

0.24 0.24 0.24 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 32,349

Population of area served by system Ps P 429 D 46% 196               

Design primary supply fan airflow rate Vpsd cfm 28,300 D 100% 28,300          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 4.8

Outdoor air intake provided for system OA cfm 7,454

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 32%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.44

Outdoor air intake required for system (EQp1) Vot cfm 6,736           

Outdoor air per unit floor area Vot /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.4

Outdoor air as a % of design primary supply air Ypd % 24%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.27

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 9th & 10th Floors

AHU-5

75 Cooling/68 Heating

IP

Open Office 

9150

Meeting 9130 Office 9190 Huddle Room 

9392

South 

Hallway

Open Office 

9350

VAV 9-4 VAV 9-5 VAV 9-6 VAV 9-7 VAV 9-8 VAV 9-9

Office space Conference/m

eeting

Office space Office space Corridors Office space

1,098 713 356 114 1,101 1,315

11 10 3 3 4 14

960 400 485 180 655 1,200

      

0.50 0.50 0.50 0.50 0.50 0.50

30% 33% 30% 36% 30% 30%

CS CSCRH CS CS CS CS

1.00 0.80 1.00 1.00 1.00 1.00

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 32,349

Population of area served by system Ps P 429 D 46% 196               

Design primary supply fan airflow rate Vpsd cfm 28,300 D 100% 28,300          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 4.8

Outdoor air intake provided for system OA cfm 7,454

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 32%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.44

Outdoor air intake required for system (EQp1) Vot cfm 6,736           

Outdoor air per unit floor area Vot /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.4

Outdoor air as a % of design primary supply air Ypd % 24%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.27

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 9th & 10th Floors

AHU-5

75 Cooling/68 Heating

IP

Meeting 9330 Meeting 9310 Open Office 

9320

Office 9340 File Storage 

9382

Meeting 

10420

VAV 9-10 VAV 9-11 VAV 9-12 VAV 9-13 VAV 9-14 FPB 10-1

Office space Conference/m

eeting

Office space Office space Storage 

rooms

Conference/m

eeting
211 905 1,278 591 184 279

10 10 10 5 0 10

400 680 1,000 475 360 985

     Induction Terminal Unit

0.50 0.50 0.50 0.50 0.50 0.50

30% 30% 30% 31% 28% 100%

CSCRH CSCRH CS CS CS CSCRH

0.80 0.80 1.00 1.00 1.00 0.80

1.00 1.00 1.00 1.00 1.00 0.16

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 32,349

Population of area served by system Ps P 429 D 46% 196               

Design primary supply fan airflow rate Vpsd cfm 28,300 D 100% 28,300          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 4.8

Outdoor air intake provided for system OA cfm 7,454

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 32%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.44

Outdoor air intake required for system (EQp1) Vot cfm 6,736           

Outdoor air per unit floor area Vot /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.4

Outdoor air as a % of design primary supply air Ypd % 24%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.27

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 9th & 10th Floors

AHU-5

75 Cooling/68 Heating

IP

Open Office 

10410

Open Office 

10140

Conference 

10111

Open Office 

10131

Office 10210 Meeting 

10212

FPB 10-2 FPB 10-3 FPB 10-4 FPB 10-5 FPB 10-6 FPB 10-7

Office space Storage 

rooms

Conference/m

eeting

Office space Office space Conference/m

eeting
931 872 413 750 350 153

10 9 20 8 4 4

1,400 1,400 990 1,400 840 590

Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

0.50 0.65 0.65 0.80 0.80 0.80

100% 100% 100% 100% 100% 100%

CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

0.80 0.80 0.80 0.80 0.80 0.80

0.21 0.21 0.17 0.21 0.13 0.14

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 32,349

Population of area served by system Ps P 429 D 46% 196               

Design primary supply fan airflow rate Vpsd cfm 28,300 D 100% 28,300          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 4.8

Outdoor air intake provided for system OA cfm 7,454

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 32%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.44

Outdoor air intake required for system (EQp1) Vot cfm 6,736           

Outdoor air per unit floor area Vot /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.4

Outdoor air as a % of design primary supply air Ypd % 24%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.27

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 9th & 10th Floors

AHU-5

75 Cooling/68 Heating

IP

Meeting 

10222

Open Office 

10222

Open Office 

10350

Meeting 

10313

Meeting 

10312

Open Office 

10320

FPB 10-8 FPB 10-9 FPB 10-10 FPB 10-11 FPB 10-12 FPB 10-13

Conference/m

eeting

Office space Office space Conference/m

eeting

Conference/m

eeting

Office space

128 457 742 265 230 856

4 5 7 12 8 9

460 860 1,400 770 670 1,440

Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

0.80 0.80 0.80 0.80 0.65 0.50

100% 100% 100% 100% 100% 100%

CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

0.80 0.80 0.80 0.80 0.80 0.80

0.13 0.13 0.21 0.13 0.13 0.24

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 32,349

Population of area served by system Ps P 429 D 46% 196               

Design primary supply fan airflow rate Vpsd cfm 28,300 D 100% 28,300          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 4.8

Outdoor air intake provided for system OA cfm 7,454

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 32%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.44

Outdoor air intake required for system (EQp1) Vot cfm 6,736           

Outdoor air per unit floor area Vot /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.4

Outdoor air as a % of design primary supply air Ypd % 24%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.27

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 9th & 10th Floors

AHU-5

75 Cooling/68 Heating

IP

Open Office 

10440

Office 10166 Open Office 

10140

Collaborative 

10110

Meeting 

10130

Open Office 

10131

FPB 10-14 VAV 10-1 VAV 10-2 VAV 10-3 VAV 10-4 VAV 10-5

Office space Office space Office space Conference/m

eeting

Conference/m

eeting

Office space

946 372 1,367 240 229 1,070

10 3 8 12 8 4

1,430 440 1,340 500 350 780

Induction Terminal Unit     

0.50 0.50 0.50 0.50 0.50 0.50

100% 30% 30% 30% 30% 30%

CSCRH CS CS CSCRH CSCRH CS

0.80 1.00 1.00 0.80 0.80 1.00

0.23 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 32,349

Population of area served by system Ps P 429 D 46% 196               

Design primary supply fan airflow rate Vpsd cfm 28,300 D 100% 28,300          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 4.8

Outdoor air intake provided for system OA cfm 7,454

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 32%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.44

Outdoor air intake required for system (EQp1) Vot cfm 6,736           

Outdoor air per unit floor area Vot /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.4

Outdoor air as a % of design primary supply air Ypd % 24%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.27

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 9th & 10th Floors

AHU-5

75 Cooling/68 Heating

IP

Office 10174 Open Office 

10330

Office 10334 Collaborative 

10310

Open Office 

10320

Office 10362

VAV 10-6 VAV 10-7 VAV 10-8 VAV 10-9 VAV 10-10 VAV 10-11

Office space Office space Office space Conference/m

eeting

Office space Office space

247 1,074 250 398 1,546 375

2 4 2 13 8 3

180 740 190 750 1,370 270

      

0.50 0.50 0.50 0.50 0.50 0.50

36% 30% 34% 30% 30% 30%

CS CS CS CSCRH CS CS

1.00 1.00 1.00 0.80 1.00 1.00

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 32,349

Population of area served by system Ps P 429 D 46% 196               

Design primary supply fan airflow rate Vpsd cfm 28,300 D 100% 28,300          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 4.8

Outdoor air intake provided for system OA cfm 7,454

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 32%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.44

Outdoor air intake required for system (EQp1) Vot cfm 6,736           

Outdoor air per unit floor area Vot /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.4

Outdoor air as a % of design primary supply air Ypd % 24%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.27

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 9th & 10th Floors

AHU-5

75 Cooling/68 Heating

IP

File Storage 

10382

Planning / 

Briefing 9140

Planning / 

Briefing 9120

Pantry 9143 IT Support 

9123

Telecom 9122

VAV 10-12 FCU 9-2 FCU 9-3 FCU 9-4 FCU 9-5 FCU 9-6

Storage 

rooms

Conference/m

eeting

Conference/m

eeting

Break rooms Office space Telephone 

closets
198 582 578 452 459 78

0 16 25 5 4 0

360 636 688 1,130 883 500

      

0.50 0.50 0.50 0.50 0.50 0.50

28% 100% 100% 100% 100% 100%

CS CSCRH CSCRH CSCRH CSCRH CSCRH

1.00 0.80 0.80 0.80 0.80 0.80

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 32,349

Population of area served by system Ps P 429 D 46% 196               

Design primary supply fan airflow rate Vpsd cfm 28,300 D 100% 28,300          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 4.8

Outdoor air intake provided for system OA cfm 7,454

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 32%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.44

Outdoor air intake required for system (EQp1) Vot cfm 6,736           

Outdoor air per unit floor area Vot /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.4

Outdoor air as a % of design primary supply air Ypd % 24%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.27

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 9th & 10th Floors

AHU-5

75 Cooling/68 Heating

IP

Store Room 

9121

DOC Unit 

9141

FCU 9-7 FCU 9-8

Office space Office space

124 505

3 9

317 317

  

0.50 0.50

100% 100%

CSCRH CSCRH

0.80 0.80

1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 27,715 Default entry has been overridden.

Population of area served by system Ps P 290 D 53% 155               Default entry has been overridden.

Design primary supply fan airflow rate Vpsd cfm 25,050 D 100% 25,050          Default entry has been overridden.

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.08 Default entry has been overridden.

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.1 Default entry has been overridden.

Outdoor air intake provided for system OA cfm 7,826

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Health & 

Safety 11420

Business 

Center 11120

Printer 11132 GIS Suite 

11130

Library 11329 Library 11330

Zone Tag FPB 11-1 FPB 11-2 FPB 11-3 FPB 11-4 FPB 11-5 FPB 11-6

Occupancy Category
Select from pull-down list:

Office space Office space Office space Office space Libraries Libraries

Floor Area of zone Az sf 722 1061 170 532 1,054 786

Design population of zone Pz P (default value listed; may be overridden) 3 1 1 3 14 5

Design total supply to zone (primary plus local recirculated) Vdzd cfm 1,435 1420 440 1,020 1,430 1,395

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A: Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

Frac. of local recirc. air that is representative of system RA Er 0.50 0.50 0.80 0.80 0.80 0.80

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24% 100% 100% 100% 100% 100% 100%

Air distribution type at conditioned analyzed Select from pull-down list:  CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

Zone air distribution effectiveness at conditioned analyzed Ez 0.80 0.80 0.80 0.80 0.80 0.80

Primary air fraction of supply air at conditioned analyzed Ep 0.23 0.23 0.14 0.19 0.23 0.21

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.59

Outdoor air intake required for system (EQp1) Vot cfm 4,828           

Outdoor air per unit floor area Vot /As cfm/sf 0.17

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 31.2

Outdoor air as a % of design primary supply air Ypd % 19%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.47 Critical zone needs more ventilation

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100% More than 100% outside air is required based on conditions provided

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Potentially Critical Zones

Hawthorne Plaza - 11th & 12th Floors

AHU-6

75 Cooling/68 Heating 

IP



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 27,715

Population of area served by system Ps P 290 D 53% 155               

Design primary supply fan airflow rate Vpsd cfm 25,050 D 100% 25,050          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.08

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.1

Outdoor air intake provided for system OA cfm 7,826

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.59

Outdoor air intake required for system (EQp1) Vot cfm 4,828           

Outdoor air per unit floor area Vot /As cfm/sf 0.17

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 31.2

Outdoor air as a % of design primary supply air Ypd % 19%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.47

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 11th & 12th Floors

AHU-6

75 Cooling/68 Heating 

IP

Classroom 

11310

Classroom 

11320

Meeting 

11361

Break / 

Lounge 11360

Video 

Production 

11410

Supervisor's 

Office 11122

FPB 11-7 FPB 11-8 FPB 11-9 FPB 11-10 VAV 11-1 VAV 11-2

Libraries Office space Conference/m

eeting

Break rooms Media center Office space

1,141 825 300 626 460 235

31 21 10 20 6 1

1,400 1,030 940 1,370 460 205

Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit  

0.80 0.50 0.50 0.50 0.50 0.50

100% 100% 100% 100% 30% 32%

CSCRH CSCRH CSCRH CSCRH CS CS

0.80 0.80 0.80 0.80 1.00 1.00

0.21 0.20 0.15 0.16 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 27,715

Population of area served by system Ps P 290 D 53% 155               

Design primary supply fan airflow rate Vpsd cfm 25,050 D 100% 25,050          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.08

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.1

Outdoor air intake provided for system OA cfm 7,826

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.59

Outdoor air intake required for system (EQp1) Vot cfm 4,828           

Outdoor air per unit floor area Vot /As cfm/sf 0.17

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 31.2

Outdoor air as a % of design primary supply air Ypd % 19%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.47

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 11th & 12th Floors

AHU-6

75 Cooling/68 Heating 

IP

High Density 

Filing 11140A

Storage 

11131

Library 11330 Processing 

11331

Break / 

Lounge 11360

Huddle Room 

12420

VAV 11-3 VAV 11-4 VAV 11-5 VAV 11-6 VAV 11-7 FPB 12-1

Storage 

rooms

Storage 

rooms

Libraries Office space Break rooms Conference/m

eeting
1,339 1,142 917 1,209 1,167 210

0 3 2 5 11 4

565 615 280 735 665 965

     Induction Terminal Unit

0.50 0.50 0.50 0.50 0.50 0.50

32% 30% 48% 30% 30% 100%

CS CS CS CS CS CSCRH

1.00 1.00 1.00 1.00 1.00 0.80

1.00 1.00 1.00 1.00 1.00 0.17

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 27,715

Population of area served by system Ps P 290 D 53% 155               

Design primary supply fan airflow rate Vpsd cfm 25,050 D 100% 25,050          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.08

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.1

Outdoor air intake provided for system OA cfm 7,826

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.59

Outdoor air intake required for system (EQp1) Vot cfm 4,828           

Outdoor air per unit floor area Vot /As cfm/sf 0.17

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 31.2

Outdoor air as a % of design primary supply air Ypd % 19%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.47

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 11th & 12th Floors

AHU-6

75 Cooling/68 Heating 

IP

Open Office 

12410

Support 

12311

Open Office 

12308

Meeting 

12153

Open Office 

12310

Open Office 

12220

FPB 12-2 FPB 12-3 FPB 12-4 FPB 12-5 FPB 12-6 FPB 12-7

Office space Office space Office space Conference/m

eeting

Office space Office space

351 951 951 140 375 375

4 9 9 4 4 3

1,005 1,440 1,450 580 935 950

Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

0.50 0.65 0.80 0.80 0.80 0.80

100% 100% 100% 100% 100% 100%

CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

0.80 0.80 0.80 0.80 0.80 0.80

0.18 0.24 0.24 0.13 0.14 0.16

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 27,715

Population of area served by system Ps P 290 D 53% 155               

Design primary supply fan airflow rate Vpsd cfm 25,050 D 100% 25,050          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.08

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.1

Outdoor air intake provided for system OA cfm 7,826

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.59

Outdoor air intake required for system (EQp1) Vot cfm 4,828           

Outdoor air per unit floor area Vot /As cfm/sf 0.17

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 31.2

Outdoor air as a % of design primary supply air Ypd % 19%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.47

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 11th & 12th Floors

AHU-6

75 Cooling/68 Heating 

IP

Meeting 

12227

Open Office 

12700

Open Office 

12700

Open Office 

12420

Office 12414 Open Office 

124140

FPB 12-8 FPB 12-9 FPB 12-10 FPB 12-11 VAV 12-1 VAV 12-2

Conference/m

eeting

Office space Office space Office space Office space Office space

141 954 953 351 363 761

4 9 9 3 3 2

570 1,490 1,460 1,010 285 250

Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit  

0.80 0.65 0.50 0.50 0.50 0.50

100% 100% 100% 100% 30% 30%

CSCRH CSCRH CSCRH CSCRH CS CS

0.80 0.80 0.80 0.80 1.00 1.00

0.13 0.26 0.25 0.18 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 27,715

Population of area served by system Ps P 290 D 53% 155               

Design primary supply fan airflow rate Vpsd cfm 25,050 D 100% 25,050          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.08

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.1

Outdoor air intake provided for system OA cfm 7,826

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.59

Outdoor air intake required for system (EQp1) Vot cfm 4,828           

Outdoor air per unit floor area Vot /As cfm/sf 0.17

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 31.2

Outdoor air as a % of design primary supply air Ypd % 19%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.47

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 11th & 12th Floors

AHU-6

75 Cooling/68 Heating 

IP

Meeting 

12335

Conference 

12120

Office 12111 Office 12133 Office 12152 Office 12352

VAV 12-3 VAV 12-4 VAV 12-5 VAV 12-6 VAV 12-7 VAV 12-8

Conference/m

eeting

Conference/m

eeting

Office space Office space Office space Office space

120 435 649 622 975 975

4 22 7 4 6 6

90 760 520 450 690 690

      

0.50 0.50 0.50 0.50 0.50 0.50

72% 30% 30% 30% 30% 30%

CS CSCRH CS CS CS CS

1.00 0.80 1.00 1.00 1.00 1.00

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 27,715

Population of area served by system Ps P 290 D 53% 155               

Design primary supply fan airflow rate Vpsd cfm 25,050 D 100% 25,050          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.08

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.1

Outdoor air intake provided for system OA cfm 7,826

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.59

Outdoor air intake required for system (EQp1) Vot cfm 4,828           

Outdoor air per unit floor area Vot /As cfm/sf 0.17

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 31.2

Outdoor air as a % of design primary supply air Ypd % 19%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.47

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 11th & 12th Floors

AHU-6

75 Cooling/68 Heating 

IP

Office 12331 Meeting 

12521

Collaborative 

12250

Meeting 

12540

Meeting Office

VAV 12-9 VAV 12-10 VAV 12-11 VAV 12-12 VAV 12-13 VAV 12-14

Office space Conference/m

eeting

Conference/m

eeting

Conference/m

eeting

Conference/m

eeting

Office space

1,286 120 215 236 120 850

7 4 9 8 4 2

870 210 365 355 210 120

      

0.50 0.50 0.50 0.50 0.50 0.50

30% 31% 30% 30% 31% 58%

CS CS CS CSCRH CS CS

1.00 1.00 1.00 0.80 1.00 1.00

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 27,715

Population of area served by system Ps P 290 D 53% 155               

Design primary supply fan airflow rate Vpsd cfm 25,050 D 100% 25,050          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.08

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.1

Outdoor air intake provided for system OA cfm 7,826

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.59

Outdoor air intake required for system (EQp1) Vot cfm 4,828           

Outdoor air per unit floor area Vot /As cfm/sf 0.17

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 31.2

Outdoor air as a % of design primary supply air Ypd % 19%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.47

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 11th & 12th Floors

AHU-6

75 Cooling/68 Heating 

IP

Office 12442 File Storage 

12382

VAV 12-15 VAV 12-16

Office space Storage 

rooms
363 187

3 0

285 360

  

0.50 0.50

30% 28%

CS CS

1.00 1.00

1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 29,281 Default entry has been overridden.

Population of area served by system Ps P 391 D 28% 111               Default entry has been overridden.

Design primary supply fan airflow rate Vpsd cfm 27,250 D 100% 27,250          Default entry has been overridden.

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06 Default entry has been overridden.

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0 Default entry has been overridden.

Outdoor air intake provided for system OA cfm 4,521

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Meeting 

13420

Open Office 

13410

Open Office 

13180

Conference 

13141

Open Office 

13110

Open Office 

13210
Zone Tag FPB 13-1 FPB 13-2 FPB 13-3 FPB 13-4 FPB 13-5 FPB 13-6

Occupancy Category
Select from pull-down list:

Conference/m

eeting

Office space Office space Conference/m

eeting

Office space Office space

Floor Area of zone Az sf 240 413 605 412 804 520

Design population of zone Pz P (default value listed; may be overridden) 10 4 7 20 9 6

Design total supply to zone (primary plus local recirculated) Vdzd cfm 985 1005 1,430 990 1,400 975

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A: Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

Frac. of local recirc. air that is representative of system RA Er 0.50 0.50 0.50 0.50 0.80 0.80

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 23% 100% 100% 100% 100% 100% 100%

Air distribution type at conditioned analyzed Select from pull-down list:  CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

Zone air distribution effectiveness at conditioned analyzed Ez 0.80 0.80 0.80 0.80 0.80 0.80

Primary air fraction of supply air at conditioned analyzed Ep 0.16 0.18 0.20 0.17 0.21 0.15

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.60

Outdoor air intake required for system (EQp1) Vot cfm 3,837           

Outdoor air per unit floor area Vot /As cfm/sf 0.13

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.6

Outdoor air as a % of design primary supply air Ypd % 14%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.48

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 6,220           

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 56.0

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 23%

Potentially Critical Zones

Hawthorne Plaza - 13th & 14th Floor

AHU-7

75 Cooling/68 Heating

IP



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 29,281

Population of area served by system Ps P 391 D 28% 111               

Design primary supply fan airflow rate Vpsd cfm 27,250 D 100% 27,250          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 4,521

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 23%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.60

Outdoor air intake required for system (EQp1) Vot cfm 3,837           

Outdoor air per unit floor area Vot /As cfm/sf 0.13

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.6

Outdoor air as a % of design primary supply air Ypd % 14%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.48

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 6,220           

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 56.0

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 23%

Hawthorne Plaza - 13th & 14th Floor

AHU-7

75 Cooling/68 Heating

IP

Meeting 

13230

Open Office 

13240

Open Office 

13350

Meeting 

13323

Meeting 

13324

Open Office 

13340

FPB 13-7 FPB 13-8 FPB 13-9 FPB 13-10 FPB 13-11 FPB 13-12

Conference/m

eeting

Office space Office space Conference/m

eeting

Conference/m

eeting

Office space

286 542 866 178 223 635

10 6 9 12 8 8

900 995 1,440 830 710 1,400

Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

0.80 0.80 0.80 0.65 0.50 0.50

100% 100% 100% 100% 100% 100%

CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

0.80 0.80 0.80 0.80 0.80 0.80

0.13 0.17 0.24 0.13 0.13 0.21

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 29,281

Population of area served by system Ps P 391 D 28% 111               

Design primary supply fan airflow rate Vpsd cfm 27,250 D 100% 27,250          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 4,521

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 23%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.60

Outdoor air intake required for system (EQp1) Vot cfm 3,837           

Outdoor air per unit floor area Vot /As cfm/sf 0.13

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.6

Outdoor air as a % of design primary supply air Ypd % 14%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.48

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 6,220           

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 56.0

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 23%

Hawthorne Plaza - 13th & 14th Floor

AHU-7

75 Cooling/68 Heating

IP

Open Office 

13440

Office 13184 Open Office 

13180

Collaborative 

13140

Meeting 

13120

Open Office 

13130

FPB 13-13 VAV 13-1 VAV 13-2 VAV 13-3 VAV 13-4 VAV 13-5

Office space Office space Office space Conference/m

eeting

Conference/m

eeting

Office space

378 363 1,214 236 227 1,330

3 3 7 9 8 8

1,005 285 850 465 350 900

Induction Terminal Unit     

0.50 0.50 0.50 0.50 0.50 0.50

100% 30% 30% 30% 30% 30%

CSCRH CS CS CSCRH CSCRH CS

0.80 1.00 1.00 0.80 0.80 1.00

0.18 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 29,281

Population of area served by system Ps P 391 D 28% 111               

Design primary supply fan airflow rate Vpsd cfm 27,250 D 100% 27,250          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 4,521

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 23%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.60

Outdoor air intake required for system (EQp1) Vot cfm 3,837           

Outdoor air per unit floor area Vot /As cfm/sf 0.13

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.6

Outdoor air as a % of design primary supply air Ypd % 14%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.48

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 6,220           

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 56.0

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 23%

Hawthorne Plaza - 13th & 14th Floor

AHU-7

75 Cooling/68 Heating

IP

Office 13154 Meeting 

13152

Open Office Meeting 

13352

Office 13354 Open Office 

13330

VAV 13-6 VAV 13-7 VAV 13-8 VAV 13-9 VAV 13-10 VAV 13-11

Office space Conference/m

eeting

Office space Conference/m

eeting

Office space Office space

242 121 894 121 242 1,329

2 4 6 4 2 8

190 240 640 200 190 900

      

0.50 0.50 0.50 0.50 0.50 0.50

34% 29% 30% 33% 34% 30%

CS CS CS CS CS CS

1.00 1.00 1.00 1.00 1.00 1.00

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 29,281

Population of area served by system Ps P 391 D 28% 111               

Design primary supply fan airflow rate Vpsd cfm 27,250 D 100% 27,250          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 4,521

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 23%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.60

Outdoor air intake required for system (EQp1) Vot cfm 3,837           

Outdoor air per unit floor area Vot /As cfm/sf 0.13

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.6

Outdoor air as a % of design primary supply air Ypd % 14%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.48

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 6,220           

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 56.0

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 23%

Hawthorne Plaza - 13th & 14th Floor

AHU-7

75 Cooling/68 Heating

IP

Collaborative 

13325

Open Office 

13360

Office 13362 Panty 13381 Meeting 

14420

Open Office 

14410

VAV 13-12 VAV 13-13 VAV 13-14 VAV 13-15 FPB 14-1 FPB 14-2

Conference/m

eeting

Office space Office space Break rooms Conference/m

eeting

Office space

392 1,311 363 192 281 376

13 7 3 0 10 3

535 875 285 360 965 980

    Induction Terminal UnitInduction Terminal Unit

0.50 0.50 0.50 0.50 0.50 0.50

30% 30% 30% 28% 100% 100%

CSCRH CS CS CS CSCRH CSCRH

0.80 1.00 1.00 1.00 0.80 0.80

1.00 1.00 1.00 1.00 0.17 0.18

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 29,281

Population of area served by system Ps P 391 D 28% 111               

Design primary supply fan airflow rate Vpsd cfm 27,250 D 100% 27,250          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 4,521

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 23%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.60

Outdoor air intake required for system (EQp1) Vot cfm 3,837           

Outdoor air per unit floor area Vot /As cfm/sf 0.13

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.6

Outdoor air as a % of design primary supply air Ypd % 14%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.48

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 6,220           

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 56.0

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 23%

Hawthorne Plaza - 13th & 14th Floor

AHU-7

75 Cooling/68 Heating

IP

Open Office 

14180

Conference 

14141

Open Office 

14110

Open Office 

14215

Meeting 

14220

Open Office 

14240

FPB 14-3 FPB 14-4 FPB 14-5 FPB 14-6 FPB 14-7 FPB 14-8

Office space Conference/m

eeting

Office space Office space Conference/m

eeting

Office space

636 414 847 531 281 533

8 20 9 6 10 6

1,100 970 1,125 965 900 1,000

Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

0.50 0.65 0.65 0.80 0.80 0.80

100% 100% 100% 100% 100% 100%

CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

0.80 0.80 0.80 0.80 0.80 0.80

0.25 0.18 0.27 0.17 0.13 0.20

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 29,281

Population of area served by system Ps P 391 D 28% 111               

Design primary supply fan airflow rate Vpsd cfm 27,250 D 100% 27,250          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 4,521

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 23%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.60

Outdoor air intake required for system (EQp1) Vot cfm 3,837           

Outdoor air per unit floor area Vot /As cfm/sf 0.13

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.6

Outdoor air as a % of design primary supply air Ypd % 14%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.48

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 6,220           

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 56.0

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 23%

Hawthorne Plaza - 13th & 14th Floor

AHU-7

75 Cooling/68 Heating

IP

Open Office 

14350

Meeting 

14323

Meeting 

14324

Open Office 

14340

Open Office 

14440

Office 14186

FPB 14-9 FPB 14-10 FPB 14-11 FPB 14-12 FPB 14-13 VAV 14-1

Office space Conference/m

eeting

Conference/m

eeting

Office space Office space Office space

852 179 224 640 375 243

9 12 8 8 3 2

1,165 730 675 1,125 980 180

Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit 

0.80 0.65 0.50 0.50 0.50 0.50

100% 100% 100% 100% 100% 36%

CSCRH CSCRH CSCRH CSCRH CSCRH CS

0.80 0.80 0.80 0.80 0.80 1.00

0.29 0.13 0.13 0.27 0.18 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 29,281

Population of area served by system Ps P 391 D 28% 111               

Design primary supply fan airflow rate Vpsd cfm 27,250 D 100% 27,250          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 4,521

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 23%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.60

Outdoor air intake required for system (EQp1) Vot cfm 3,837           

Outdoor air per unit floor area Vot /As cfm/sf 0.13

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.6

Outdoor air as a % of design primary supply air Ypd % 14%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.48

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 6,220           

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 56.0

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 23%

Hawthorne Plaza - 13th & 14th Floor

AHU-7

75 Cooling/68 Heating

IP

Meeting 

14182

Open Office 

14180

Collaborative 

14140

Meeting 

14120

Open Office 

14130

Office 14156

VAV 14-2 VAV 14-3 VAV 14-4 VAV 14-5 VAV 14-6 VAV 14-7

Conference/m

eeting

Office space Conference/m

eeting

Conference/m

eeting

Office space Office space

122 1,195 233 228 1,309 358

4 7 13 8 8 2

90 1,115 300 400 1,450 270

      

0.50 0.50 0.50 0.50 0.50 0.50

72% 30% 43% 30% 30% 30%

CS CS CSCRH CSCRH CS CS

1.00 1.00 0.80 0.80 1.00 1.00

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 29,281

Population of area served by system Ps P 391 D 28% 111               

Design primary supply fan airflow rate Vpsd cfm 27,250 D 100% 27,250          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 4,521

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 23%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.60

Outdoor air intake required for system (EQp1) Vot cfm 3,837           

Outdoor air per unit floor area Vot /As cfm/sf 0.13

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.6

Outdoor air as a % of design primary supply air Ypd % 14%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.48

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 6,220           

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 56.0

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 23%

Hawthorne Plaza - 13th & 14th Floor

AHU-7

75 Cooling/68 Heating

IP

Open Office 

14240

Office 14354 Open Office 

14330

Collaborative 

14320

Open Office 

14360

Office 14362

VAV 14-8 VAV 14-9 VAV 14-10 VAV 14-11 VAV 14-12 VAV 14-13

Office space Office space Office space Conference/m

eeting

Office space Office space

880 358 1,283 388 1,278 365

6 2 8 13 7 3

790 270 1,410 535 1,250 270

      

0.50 0.50 0.50 0.50 0.50 0.50

30% 30% 30% 30% 30% 30%

CS CS CS CSCRH CS CS

1.00 1.00 1.00 0.80 1.00 1.00

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 29,281

Population of area served by system Ps P 391 D 28% 111               

Design primary supply fan airflow rate Vpsd cfm 27,250 D 100% 27,250          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 4,521

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 23%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.60

Outdoor air intake required for system (EQp1) Vot cfm 3,837           

Outdoor air per unit floor area Vot /As cfm/sf 0.13

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 34.6

Outdoor air as a % of design primary supply air Ypd % 14%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.48

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm 6,220           

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf 0.21

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p 56.0

Outdoor air as a % of design primary supply air (EQc2) Ypd30 % 23%

Hawthorne Plaza - 13th & 14th Floor

AHU-7

75 Cooling/68 Heating

IP

Storage 

14382

VAV 14-14

Office space

193

0

360

 

0.50

28%

CS

1.00

1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 27,798 Default entry has been overridden.

Population of area served by system Ps P 379 D 42% 160               Default entry has been overridden.

Design primary supply fan airflow rate Vpsd cfm 24,280 D 100% 24,280          Default entry has been overridden.

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06 Default entry has been overridden.

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0 Default entry has been overridden.

Outdoor air intake provided for system OA cfm 4,840

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Meeting 

15240

Open Office 

15410

Open Office 

15180

Conference 

15141

Open Office 

15110

Open Office 

15210
Zone Tag FPB 15-1 FPB 15-2 FPB 15-3 FPB 15-4 FPB 15-5 FPB 15-6

Occupancy Category
Select from pull-down list:

Conference/m

eeting

Office space Office space Conference/m

eeting

Office space Office space

Floor Area of zone Az sf 276 369 642 410 853 343

Design population of zone Pz P (default value listed; may be overridden) 10 3 8 20 9 6

Design total supply to zone (primary plus local recirculated) Vdzd cfm 925 990 1,100 965 1,125 950

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A: Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

Frac. of local recirc. air that is representative of system RA Er 0.50 0.50 0.50 0.50 0.80 0.80

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24% 100% 100% 100% 100% 100% 100%

Air distribution type at conditioned analyzed Select from pull-down list:  CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

Zone air distribution effectiveness at conditioned analyzed Ez 0.80 0.80 0.80 0.80 0.80 0.80

Primary air fraction of supply air at conditioned analyzed Ep 0.14 0.19 0.25 0.17 0.27 0.16

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.65

Outdoor air intake required for system (EQp1) Vot cfm 3,870           

Outdoor air per unit floor area Vot /As cfm/sf 0.14

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 24.2

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.54

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100% More than 100% outside air is required based on conditions provided

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Potentially Critical Zones

Hawthorne Plaza - 15th & 16th Floor

AHU-8

75 Cooling/68 Heating

IP



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 27,798

Population of area served by system Ps P 379 D 42% 160               

Design primary supply fan airflow rate Vpsd cfm 24,280 D 100% 24,280          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 4,840

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.65

Outdoor air intake required for system (EQp1) Vot cfm 3,870           

Outdoor air per unit floor area Vot /As cfm/sf 0.14

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 24.2

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.54

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 15th & 16th Floor

AHU-8

75 Cooling/68 Heating

IP

Meeting 

15220

Open Office 

15240

Open Office 

15350

Meeting 

15323

Meeting 

15324

Open Office 

15340

FPB 15-7 FPB 15-8 FPB 15-9 FPB 15-10 FPB 15-11 FPB 15-12

Conference/m

eeting

Office space Office space Conference/m

eeting

Conference/m

eeting

Office space

278 343 853 177 222 634

10 6 9 16 10 7

900 995 1,165 830 715 1,125

Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

0.80 0.80 0.80 0.65 0.50 0.50

100% 100% 100% 100% 100% 100%

CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

0.80 0.80 0.80 0.80 0.80 0.80

0.13 0.20 0.29 0.13 0.13 0.27

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 27,798

Population of area served by system Ps P 379 D 42% 160               

Design primary supply fan airflow rate Vpsd cfm 24,280 D 100% 24,280          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 4,840

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.65

Outdoor air intake required for system (EQp1) Vot cfm 3,870           

Outdoor air per unit floor area Vot /As cfm/sf 0.14

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 24.2

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.54

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 15th & 16th Floor

AHU-8

75 Cooling/68 Heating

IP

Open Office 

15440

Office 15186 Open Office 

15180

Collaborative  

15140

Meeting 

15120

Open Office 

15130

FPB 15-13 VAV 15-1 VAV 15-2 VAV 15-3 VAV 15-4 VAV 15-5

Office space Office space Office space Conference/m

eeting

Conference/m

eeting

Office space

371 355 1,179 235 226 1,273

3 3 7 13 8 8

990 285 825 465 350 900

Induction Terminal Unit     

0.50 0.50 0.50 0.50 0.50 0.50

100% 30% 30% 30% 30% 30%

CSCRH CS CS CSCRH CSCRH CS

0.80 1.00 1.00 0.80 0.80 1.00

0.19 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 27,798

Population of area served by system Ps P 379 D 42% 160               

Design primary supply fan airflow rate Vpsd cfm 24,280 D 100% 24,280          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 4,840

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.65

Outdoor air intake required for system (EQp1) Vot cfm 3,870           

Outdoor air per unit floor area Vot /As cfm/sf 0.14

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 24.2

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.54

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 15th & 16th Floor

AHU-8

75 Cooling/68 Heating

IP

Office 15156 Meeting 

15152

Open Office 

15210

Meeting 

15352

Office 15354 Open Office 

15330

VAV 15-6 VAV 15-7 VAV 15-8 VAV 15-9 VAV 15-10 VAV 15-11

Office space Conference/m

eeting

Office space Conference/m

eeting

Office space Office space

241 115 866 117 236 1,296

2 4 6 4 2 8

190 240 635 200 190 900

      

0.50 0.50 0.50 0.50 0.50 0.50

34% 29% 30% 33% 34% 30%

CS CS CS CS CS CS

1.00 1.00 1.00 1.00 1.00 1.00

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 27,798

Population of area served by system Ps P 379 D 42% 160               

Design primary supply fan airflow rate Vpsd cfm 24,280 D 100% 24,280          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 4,840

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.65

Outdoor air intake required for system (EQp1) Vot cfm 3,870           

Outdoor air per unit floor area Vot /As cfm/sf 0.14

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 24.2

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.54

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 15th & 16th Floor

AHU-8

75 Cooling/68 Heating

IP

Collaborative 

15320

Open Office 

15360

Office 15362 File Storage 

15382

Files 15000 Meeting 

16420

VAV 15-12 VAV 15-13 VAV 15-14 VAV 15-15 VAV 15-16 FPB 16-1

Conference/m

eeting

Office space Office space Storage 

rooms

Storage 

rooms

Conference/m

eeting
384 1,282 354 191 392 270

13 7 3 0 0 10

535 850 285 360 65 965

     Induction Terminal Unit

0.50 0.50 0.50 0.50 0.50 0.50

30% 30% 30% 28% 100% 100%

CSCRH CS CS CS CS CSCRH

0.80 1.00 1.00 1.00 1.00 0.80

1.00 1.00 1.00 1.00 1.00 0.17

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 27,798

Population of area served by system Ps P 379 D 42% 160               

Design primary supply fan airflow rate Vpsd cfm 24,280 D 100% 24,280          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 4,840

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.65

Outdoor air intake required for system (EQp1) Vot cfm 3,870           

Outdoor air per unit floor area Vot /As cfm/sf 0.14

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 24.2

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.54

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 15th & 16th Floor

AHU-8

75 Cooling/68 Heating

IP

Open Office 

16410

Open Office 

16160

Conference 

16122

Open Office 

16110

Open Office 

16152

Meeting 

16226

FPB 16-2 FPB 16-3 FPB 16-4 FPB 16-5 FPB 16-6 FPB 16-7

Office space Office space Conference/m

eeting

Office space Office space Conference/m

eeting
334 724 360 767 493 269

3 8 20 8 6 10

980 1,155 965 1,175 980 910

Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

0.50 0.50 0.65 0.80 0.80 0.80

100% 100% 100% 100% 100% 100%

CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

0.80 0.80 0.80 0.80 0.80 0.80

0.18 0.29 0.17 0.30 0.18 0.13

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 27,798

Population of area served by system Ps P 379 D 42% 160               

Design primary supply fan airflow rate Vpsd cfm 24,280 D 100% 24,280          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 4,840

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.65

Outdoor air intake required for system (EQp1) Vot cfm 3,870           

Outdoor air per unit floor area Vot /As cfm/sf 0.14

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 24.2

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.54

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 15th & 16th Floor

AHU-8

75 Cooling/68 Heating

IP

Open Office 

16240

Open Office 

16350

Meeting 

16322

Meeting 

16232

Open  Office 

16340

Open Office 

16440

FPB 16-8 FPB 16-9 FPB 16-10 FPB 16-11 FPB 16-12 FPB 16-13

Office space Office space Conference/m

eeting

Conference/m

eeting

Office space Office space

493 767 191 226 631 327

7 9 8 8 7 4

1,015 1,545 945 750 1,110 1,010

Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

0.80 0.80 0.65 0.50 0.50 0.50

100% 100% 100% 100% 100% 100%

CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

0.80 0.80 0.80 0.80 0.80 0.80

0.21 0.26 0.15 0.13 0.26 0.21

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 27,798

Population of area served by system Ps P 379 D 42% 160               

Design primary supply fan airflow rate Vpsd cfm 24,280 D 100% 24,280          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 4,840

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.65

Outdoor air intake required for system (EQp1) Vot cfm 3,870           

Outdoor air per unit floor area Vot /As cfm/sf 0.14

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 24.2

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.54

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 15th & 16th Floor

AHU-8

75 Cooling/68 Heating

IP

Office 16164 Open Office 

16160

Collaborative 

16120

Huddle Room 

16121

Open Office 

16130

Office 16156

VAV 16-1 VAV 16-2 VAV 16-3 VAV 16-4 VAV 16-5 VAV 16-6

Office space Office space Conference/m

eeting

Conference/m

eeting

Office space Office space

235 1,154 189 106 1,159 234

2 6 9 4 8 2

190 770 295 205 870 190

      

0.50 0.50 0.50 0.50 0.50 0.50

34% 30% 31% 32% 30% 34%

CS CS CSCRH CS CS CS

1.00 1.00 0.80 1.00 1.00 1.00

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 27,798

Population of area served by system Ps P 379 D 42% 160               

Design primary supply fan airflow rate Vpsd cfm 24,280 D 100% 24,280          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 4,840

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.65

Outdoor air intake required for system (EQp1) Vot cfm 3,870           

Outdoor air per unit floor area Vot /As cfm/sf 0.14

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 24.2

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.54

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 15th & 16th Floor

AHU-8

75 Cooling/68 Heating

IP

Huddle Room 

16170

Open Office 

16152

Office 16352 Open Office 

16350

Meeting 

16321

Collaborative 

16320

VAV 16-7 VAV 16-8 VAV 16-9 VAV 16-10 VAV 16-11 VAV 16-12

Conference/m

eeting

Office space Office space Office space Office space Conference/m

eeting
115 776 351 1,138 117 208

2 2 3 8 4 8

150 390 285 870 125 345

      

0.50 0.50 0.50 0.50 0.50 0.50

43% 29% 30% 30% 52% 30%

CS CS CS CS CS CSCRH

1.00 1.00 1.00 1.00 1.00 0.80

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 27,798

Population of area served by system Ps P 379 D 42% 160               

Design primary supply fan airflow rate Vpsd cfm 24,280 D 100% 24,280          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 4,840

Inputs for Potentially Critical zones

Zone Name
Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.65

Outdoor air intake required for system (EQp1) Vot cfm 3,870           

Outdoor air per unit floor area Vot /As cfm/sf 0.14

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 24.2

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.54

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 15th & 16th Floor

AHU-8

75 Cooling/68 Heating

IP

Open Office 

16360

Office 16342 Storage 

16382

VAV 16-13 VAV 16-14 VAV 16-15

Office space Office space Office space

1,238 230 183

6 2 0

770 190 360

   

0.50 0.50 0.50

30% 34% 28%

CS CS CS

1.00 1.00 1.00

1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,294 Default entry has been overridden.

Population of area served by system Ps P 521 D 38% 198               Default entry has been overridden.

Design primary supply fan airflow rate Vpsd cfm 35,550 D 100% 35,550          Default entry has been overridden.

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06 Default entry has been overridden.

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0 Default entry has been overridden.

Outdoor air intake provided for system OA cfm 7,065

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Meeting 

17420

Open Office 

17410

Open Office 

17140

Conference 

17112

Open Office 

17130

Open Office 

17210

Zone Tag FPB 17-1 FPB 17-2 FPB 17-3 FPB 17-4 FPB 17-5 FPB 17-6

Occupancy Category
Select from pull-down list:

Conference/m

eeting

Office space Office space Office space Office space Office space

Floor Area of zone Az sf 274 337 576 363 878 493

Design population of zone Pz P (default value listed; may be overridden) 10 3 8 20 9 6

Design total supply to zone (primary plus local recirculated) Vdzd cfm 965 1000 1,130 970 1,150 980

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A: Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

Frac. of local recirc. air that is representative of system RA Er 0.65 0.65 0.65 0.65 0.65 0.65

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24% 100% 100% 100% 100% 100% 100%

Air distribution type at conditioned analyzed Select from pull-down list:  CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

Zone air distribution effectiveness at conditioned analyzed Ez 0.80 0.80 0.80 0.80 0.80 0.80

Primary air fraction of supply air at conditioned analyzed Ep 0.17 0.20 0.27 0.18 0.28 0.18

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.58

Outdoor air intake required for system (EQp1) Vot cfm 5,798           

Outdoor air per unit floor area Vot /As cfm/sf 0.15

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 29.3

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.46

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100% More than 100% outside air is required based on conditions provided

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Potentially Critical Zones

Hawthorne Plaza - 17th, 18th & 19th Floor

AHU-9

75 Cooling/68 Heating

IP



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,294

Population of area served by system Ps P 521 D 38% 198               

Design primary supply fan airflow rate Vpsd cfm 35,550 D 100% 35,550          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 7,065

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.58

Outdoor air intake required for system (EQp1) Vot cfm 5,798           

Outdoor air per unit floor area Vot /As cfm/sf 0.15

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 29.3

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.46

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 17th, 18th & 19th Floor

AHU-9

75 Cooling/68 Heating

IP

Meeting 

17220

Open Office 

17240

Open Office 

17350

Meeting 

17322

Open Office 

17340

Open Office 

17440

FPB 17-7 FPB 17-8 FPB 17-9 FPB 17-10 FPB 17-11 FPB 17-12

Conference/m

eeting

Office space Office space Office space Office space Office space

274 493 878 196 731 337

10 7 9 8 8 4

920 1,015 1,180 720 1,175 1,010

Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

0.65 0.65 0.65 0.80 0.65 0.65

100% 100% 100% 100% 100% 100%

CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

0.80 0.80 0.80 0.80 0.80 0.80

0.13 0.21 0.30 0.13 0.30 0.21

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,294

Population of area served by system Ps P 521 D 38% 198               

Design primary supply fan airflow rate Vpsd cfm 35,550 D 100% 35,550          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 7,065

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.58

Outdoor air intake required for system (EQp1) Vot cfm 5,798           

Outdoor air per unit floor area Vot /As cfm/sf 0.15

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 29.3

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.46

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 17th, 18th & 19th Floor

AHU-9

75 Cooling/68 Heating

IP

Office 17164 Open Office 

17160

Collaborative 

17120

Huddle Room 

17121

Open Office 

17130

Office 17154

VAV 17-1 VAV 17-2 VAV 17-3 VAV 17-4 VAV 17-5 VAV 17-6

Office space Office space Conference/m

eeting

Office space Office space Office space

236 1,166 191 106 1,169 242

2 6 9 4 8 2

190 615 355 190 880 190

      

0.50 0.50 0.50 0.50 0.50 0.50

34% 30% 30% 34% 30% 34%

CS CS CSCRH CS CS CS

1.00 1.00 0.80 1.00 1.00 1.00

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,294

Population of area served by system Ps P 521 D 38% 198               

Design primary supply fan airflow rate Vpsd cfm 35,550 D 100% 35,550          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 7,065

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.58

Outdoor air intake required for system (EQp1) Vot cfm 5,798           

Outdoor air per unit floor area Vot /As cfm/sf 0.15

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 29.3

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.46

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 17th, 18th & 19th Floor

AHU-9

75 Cooling/68 Heating

IP

Open Office 

17210

Office 17352 Open Office 

17330

Meeting 

17321

Collaborative 

17320

Meeting 

17323

VAV 17-7 VAV 17-8 VAV 17-9 VAV 17-10 VAV 17-11 VAV 17-12

Office space Office space Office space Conference/m

eeting

Conference/m

eeting

Office space

779 256 1,172 118 211 138

4 2 8 4 8 5

510 200 880 225 345 220

      

0.50 0.50 0.50 0.50 0.50 0.50

30% 33% 30% 31% 30% 30%

CS CS CS CS CSCRH CS

1.00 1.00 1.00 1.00 0.80 1.00

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,294

Population of area served by system Ps P 521 D 38% 198               

Design primary supply fan airflow rate Vpsd cfm 35,550 D 100% 35,550          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 7,065

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.58

Outdoor air intake required for system (EQp1) Vot cfm 5,798           

Outdoor air per unit floor area Vot /As cfm/sf 0.15

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 29.3

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.46

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 17th, 18th & 19th Floor

AHU-9

75 Cooling/68 Heating

IP

Open Office 

17360

Office 17362 Storage 

17383

Meeting 

17000

Meeting 

17131

Meeting 

18420

VAV 17-13 VAV 17-14 VAV 17-15 VAV 17-16 VAV 17-17 FPB 18-1

Office space Office space Storage 

rooms

Conference/m

eeting

Conference/m

eeting

Conference/m

eeting
1,255 237 187 239 142 283

6 2 0 11 4 10

825 190 360 430 220 965

     Induction Terminal Unit

0.50 0.50 0.50 0.50 0.50 0.65

30% 34% 28% 30% 30% 100%

CS CS CS CSCRH CS CSCRH

1.00 1.00 1.00 0.80 1.00 0.80

1.00 1.00 1.00 1.00 1.00 0.17

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,294

Population of area served by system Ps P 521 D 38% 198               

Design primary supply fan airflow rate Vpsd cfm 35,550 D 100% 35,550          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 7,065

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.58

Outdoor air intake required for system (EQp1) Vot cfm 5,798           

Outdoor air per unit floor area Vot /As cfm/sf 0.15

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 29.3

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.46

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 17th, 18th & 19th Floor

AHU-9

75 Cooling/68 Heating

IP

Open Office 

18410

Open Office 

18160

Conference 

18122

Open Office 

18130

Open Office 

18210

Meeting 

18220

FPB 18-2 FPB 18-3 FPB 18-4 FPB 18-5 FPB 18-6 FPB 18-7

Office space Office space Conference/m

eeting

Office space Office space Conference/m

eeting
349 758 376 800 511 284

3 9 20 8 7 10

1,000 1,145 975 1,175 985 920

Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

0.65 0.65 0.65 0.65 0.65 0.65

100% 100% 100% 100% 100% 100%

CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

0.80 0.80 0.80 0.80 0.80 0.80

0.20 0.28 0.18 0.30 0.19 0.13

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,294

Population of area served by system Ps P 521 D 38% 198               

Design primary supply fan airflow rate Vpsd cfm 35,550 D 100% 35,550          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 7,065

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.58

Outdoor air intake required for system (EQp1) Vot cfm 5,798           

Outdoor air per unit floor area Vot /As cfm/sf 0.15

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 29.3

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.46

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 17th, 18th & 19th Floor

AHU-9

75 Cooling/68 Heating

IP

Open Office 

18240

Open Office 

18350

Meeting 

18323

Meeting 

18324

Open Office 

18340

Open Office 

18440

FPB 18-8 FPB 18-9 FPB 18-10 FPB 18-11 FPB 18-12 FPB 18-13

Office space Office space Conference/m

eeting

Conference/m

eeting

Office space Office space

511 800 180 225 659 349

7 8 6 8 7 4

1,015 1,170 665 705 1,110 1,010

Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

0.65 0.65 0.80 0.65 0.65 0.65

100% 100% 100% 100% 100% 100%

CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

0.80 0.80 0.80 0.80 0.80 0.80

0.21 0.29 0.14 0.13 0.26 0.21

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,294

Population of area served by system Ps P 521 D 38% 198               

Design primary supply fan airflow rate Vpsd cfm 35,550 D 100% 35,550          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 7,065

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.58

Outdoor air intake required for system (EQp1) Vot cfm 5,798           

Outdoor air per unit floor area Vot /As cfm/sf 0.15

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 29.3

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.46

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 17th, 18th & 19th Floor

AHU-9

75 Cooling/68 Heating

IP

Office 18164 Open Office 

18160

Collaborative 

18120

Huddle Room 

18121

Open Office 

18130

Office 18156

VAV 18-1 VAV 18-2 VAV 18-3 VAV 18-4 VAV 18-5 VAV 18-6

Office space Office space Conference/m

eeting

Conference/m

eeting

Office space Office space

246 1,209 198 111 1,212 245

2 6 9 4 8 2

190 775 355 180 865 190

      

0.50 0.50 0.50 0.50 0.50 0.50

34% 30% 30% 36% 30% 34%

CS CS CSCRH CS CS CS

1.00 1.00 0.80 1.00 1.00 1.00

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,294

Population of area served by system Ps P 521 D 38% 198               

Design primary supply fan airflow rate Vpsd cfm 35,550 D 100% 35,550          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 7,065

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.58

Outdoor air intake required for system (EQp1) Vot cfm 5,798           

Outdoor air per unit floor area Vot /As cfm/sf 0.15

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 29.3

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.46

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 17th, 18th & 19th Floor

AHU-9

75 Cooling/68 Heating

IP

Meeting 

18152

Open Office 

18210

Meeting 

18352

Open Office 

18330

Collaborative 

183220

Open Office 

18360

VAV 18-7 VAV 18-8 VAV 18-9 VAV 18-10 VAV 18-11 VAV 18-12

Conference/m

eeting

Office space Conference/m

eeting

Office space Conference/m

eeting

Office space

115 807 360 940 374 1,292

3 4 3 6 13 6

180 515 285 885 440 810

      

0.50 0.50 0.50 0.50 0.50 0.50

36% 30% 30% 30% 31% 30%

CS CS CS CS CSCRH CS

1.00 1.00 1.00 1.00 0.80 1.00

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,294

Population of area served by system Ps P 521 D 38% 198               

Design primary supply fan airflow rate Vpsd cfm 35,550 D 100% 35,550          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 7,065

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.58

Outdoor air intake required for system (EQp1) Vot cfm 5,798           

Outdoor air per unit floor area Vot /As cfm/sf 0.15

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 29.3

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.46

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 17th, 18th & 19th Floor

AHU-9

75 Cooling/68 Heating

IP

Office 18363 Storage 

18382

Open Office 

19420

Open Office 

19440

Dir. Office 

19390

Dir Office 

19370

VAV 18-13 VAV 18-14 FPB 19-1 FPB 19-2 FPB 19-3 FPB 19-4

Office space Storage 

rooms

Office space Office space Office space Office space

246 194 529 369 326 327

2 0 7 2 2 2

190 360 1,125 980 945 945

  Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

0.50 0.50 0.65 0.65 0.65 0.80

34% 28% 100% 100% 100% 100%

CS CS CSCRH CSCRH CSCRH CSCRH

1.00 1.00 0.80 0.80 0.80 0.80

1.00 1.00 0.27 0.18 0.15 0.15

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,294

Population of area served by system Ps P 521 D 38% 198               

Design primary supply fan airflow rate Vpsd cfm 35,550 D 100% 35,550          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 7,065

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.58

Outdoor air intake required for system (EQp1) Vot cfm 5,798           

Outdoor air per unit floor area Vot /As cfm/sf 0.15

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 29.3

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.46

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 17th, 18th & 19th Floor

AHU-9

75 Cooling/68 Heating

IP

Dir Office 

19350

Dir Office 

19330

Meeting 

19310

Office 19210 Office 19710 Meeting 

19730

FPB 19-5 FPB 19-6 FPB 19-7 FPB 19-8 FPB 19-9 FPB 19-10

Office space Office space Conference/m

eeting

Office space Office space Conference/m

eeting
328 328 263 896 261 253

2 2 12 18 7 10

945 945 970 1,165 965 955

Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit

0.80 0.65 0.65 0.65 0.65 0.65

100% 100% 100% 100% 100% 100%

CSCRH CSCRH CSCRH CSCRH CSCRH CSCRH

0.80 0.80 0.80 0.80 0.80 0.80

0.15 0.15 0.18 0.29 0.17 0.16

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,294

Population of area served by system Ps P 521 D 38% 198               

Design primary supply fan airflow rate Vpsd cfm 35,550 D 100% 35,550          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 7,065

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.58

Outdoor air intake required for system (EQp1) Vot cfm 5,798           

Outdoor air per unit floor area Vot /As cfm/sf 0.15

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 29.3

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.46

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 17th, 18th & 19th Floor

AHU-9

75 Cooling/68 Heating

IP

Office 19770 Conference 

19520

Open Office 

19450

Open Office 

19430

OPR Office 

19180

OPA Deputy 

Office 19140

FPB 19-11 FPB 19-12 FPB 19-13 FPB 19-14 VAV 19-1 VAV 19-2

Office space Conference/m

eeting

Office space Office space Office space Office space

491 817 673 529 522 555

3 40 5 7 2 3

1,035 1,100 1,150 1,145 320 205

Induction Terminal UnitInduction Terminal UnitInduction Terminal UnitInduction Terminal Unit  

0.80 0.80 0.65 0.65 0.50 0.50

100% 100% 100% 100% 30% 32%

CSCRH CSCRH CSCRH CSCRH CS CS

0.80 0.80 0.80 0.80 1.00 1.00

0.23 0.25 0.28 0.28 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,294

Population of area served by system Ps P 521 D 38% 198               

Design primary supply fan airflow rate Vpsd cfm 35,550 D 100% 35,550          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 7,065

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.58

Outdoor air intake required for system (EQp1) Vot cfm 5,798           

Outdoor air per unit floor area Vot /As cfm/sf 0.15

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 29.3

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.46

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 17th, 18th & 19th Floor

AHU-9

75 Cooling/68 Heating

IP

Meeting 

19110

OPA Video 

Production 

19130

East Hallway 

19200

Huddle Room 

19550

Meeting 

19510

Huddle Room 

19540

VAV 19-3 VAV 19-4 VAV 19-5 VAV 19-6 VAV 19-7 VAV 19-8

Office space Office space Corridors Conference/m

eeting

Conference/m

eeting

Conference/m

eeting
209 943 619 925 192 618

10 1 0 3 8 3

460 340 100 505 335 405

      

0.50 0.50 0.50 0.50 0.50 0.50

30% 29% 65% 30% 30% 30%

CSCRH CS CS CS CSCRH CS

0.80 1.00 1.00 1.00 0.80 1.00

1.00 1.00 1.00 1.00 1.00 1.00

Potentially Critical Zones



Building:

System Tag/Name:

Operating Condition Description:

Units (select from pull-down list)

w/o diversity w/ diversity

Inputs for System Name Units System Diversity System

Floor area served by system As sf 39,294

Population of area served by system Ps P 521 D 38% 198               

Design primary supply fan airflow rate Vpsd cfm 35,550 D 100% 35,550          

OA req'd per unit area for system (Weighted average) Ras cfm/sf 0.06

OA req'd per person for system area  (Weighted average) Rps cfm/p 5.0

Outdoor air intake provided for system OA cfm 7,065

Inputs for Potentially Critical zones

Zone Name

Zone title turns purple italic for critical zone(s)

Zone Tag

Occupancy Category
Select from pull-down list:

Floor Area of zone Az sf

Design population of zone Pz P (default value listed; may be overridden)

Design total supply to zone (primary plus local recirculated) Vdzd cfm

Induction Terminal Unit, Dual Fan Dual Duct or Transfer Fan? Select from pull-down list or leave blank if N/A:

Frac. of local recirc. air that is representative of system RA Er

Inputs for Operating Condition Analyzed

Percent of total design airflow rate at conditioned analyzed Ds % May need to adjust system Ds: 24%

Air distribution type at conditioned analyzed Select from pull-down list:  

Zone air distribution effectiveness at conditioned analyzed Ez

Primary air fraction of supply air at conditioned analyzed Ep

Results of Minimum ASHRAE 62.1 Ventilation Rate Procedure (EQp1)

System Ventilation Efficiency Ev 0.58

Outdoor air intake required for system (EQp1) Vot cfm 5,798           

Outdoor air per unit floor area Vot /As cfm/sf 0.15

Outdoor air per person served by system (including diversity) Vot /Ps cfm/p 29.3

Outdoor air as a % of design primary supply air Ypd % 16%

Results of 30% Increase beyond ASHRAE 62.1 Ventilation Rate Procedure (EQc2)

System Ventilation Efficiency with 30% increase (EQc2) Evz30 0.46

Outdoor air intake required for system with 30% increase (EQc2) Vot30 cfm >100%

Outdoor air per unit floor area for system with 30% increase (EQc2) Vot30 /As cfm/sf

Outdoor air per person served by system (including diversity) (EQc2) Vot30 /Ps cfm/p

Outdoor air as a % of design primary supply air (EQc2) Ypd30 %

Hawthorne Plaza - 17th, 18th & 19th Floor

AHU-9

75 Cooling/68 Heating

IP

Open Office 

19420

Collaborative 

Pantry 19000

VAV 19-9 VAV 19-10

Office space Break rooms

717 296

6 4

530 350

  

0.50 0.50

30% 30%

CS CSCRH

1.00 0.80

1.00 1.00

Potentially Critical Zones
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LEED 2009 for Commercial Interiors 
IEQ PREREQUISITE 1: MINIMUM INDOOR AIR QUALITY PERFORMANCE 

Project # 1000026035 US EPA Region 9 Headquarters

All fields and uploads are required unless otherwise noted.

Points Attempted: 0

THRESHOLD ATTEMPTED

ALL OPTIONS

Note: Content highlighted in yellow below must be consistent with IEQc2, if attempted.

The project building is naturally conditioned, in part or in whole. 

The project building is mechanically conditioned, in part or in whole.

Select all that apply to the project building:

The project building is naturally ventilated, in part or in whole.

The project building is mechanically ventilated, in part or in whole.

The content highlighted in yellow above is linked to IEQc1, IEQc2, IEQc5, IEQc6(.2) & IEQc7.1.

The project meets Sections 4 through 7 of ASHRAE Standard 62.1-2007, Ventilation for Acceptable Indoor Air Quality.

Signatory IEQp1-1. 

OR

Select one of the following:

Signature. Provide a digital signature affirming the 
signatory statement in gray directly above. 

Josh Brincks; Commissioning Agent; October 31, 2014

 Initial here: JB

Upload IEQp1-S1. Provide a document with the 
signatory statement, copied directly from the form, 
signed and dated on letterhead. 

MECHANICAL VENTILATION 

One or more AHUs are unable to meet the ASHRAE Standard 62.1-2007 
outdoor air requirement.

One or more AHUs are able to meet the ASHRAE Standard 62.1-2007 
outdoor air requirement.

Select all that apply to the project space:

Note: Projects with one or more AHUs unable to meet the ASHRAE Standard 62.1-2007 outdoor air requirement are NOT eligible for IEQ Credit 2: 
Increased Ventilation.
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AHUs THAT MEET ASHRAE STANDARD 62.1-2007 OUTDOOR AIR REQUIREMENTS 

The ASHRAE 62.1-2007 Ventilation Rate Procedure documentation for each air handling unit must be submitted using one of 
the documentation methods below. All documentation methods (including energy simulation output reports) should account for 
the worst case ventilation conditions (generally heating mode), and should list all relevant variables used in the calculations (e.g. 
Ez, Ds, Ev, etc.). All AHUs must be included in one, not all, of the documents below.

Complete "VRP Compliance Calculator" found in Appendix below.

Download, complete, and upload ASHRAE calculator "62MZCalc".

Energy simulation software is being used to determine required ventilation levels.

Files: 8UploadUpload IEQp1-1. Complete "62MZCalc" (found under "Credit Resources") 
for all AHUs in the project building using this method. It is acceptable to 
provide values only for the critical zones.  

ASHRAE Calculator

Note: Project teams pursuing IEQ Credit 2 must use the 62MZCalc provided by USGBC in the 
credit resources section of LEED Online to document compliance with IEQp1 and IEQc2. All 
other projects may use 62MZCalc provided by ASHRAE.

All occupied zones were used in the mechanical ventilation calculations.  Critical zones were determined by using the 62MZCalc 
spreadsheet since all zones were used in the calculation.

Describe how critical zones are selected and how all occupiable zones are accounted for in the determination of the 
critical zone.  A critical zone is defined as the zone which requires the largest fraction of outdoor air in the primary air 
stream. 

Table IEQp1-2. Mechanical Ventilation AHU Summary - ASHRAE Calculator

System Name and  
Number

Required Outdoor Air 
Intake Flow (Vot)

Required Outdoor Air 
Intake Flow to Meet 

IEQc2 (Optional)

Design Outdoor Air 
Intake Flow (cfm)

AH-1 6,773 10,577 7,253 -+

AH-2 5,328 6,868 -+

AH-4 4,553 6,913 5,585 -+

AH-5 6,736 7,454 -+

AH-6 4,828 7,826 -+

AH-7 3,837 6,220 4,521 -+

AH-8 3,870 4,840 -+

AH-9 5,798 7,065 -+

YCompliance with IEQ Prerequisite 1

N/ACompliance with IEQ Credit 2 Calculate
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NCompliance with IEQ Credit 2 documented for all mechanical ventilation AHUs:

Special circumstances preclude documentation of prerequisite compliance with the submittal 
requirements outlined in this form.

ADDITIONAL DETAILS

Describe the circumstances limiting the project team's ability to provide the submittals required in this form. Be sure to 
reference what additional documentation has been provided, if any. Non-standard documentation will be considered upon 
its merits.

No special circumstances exist, however, please note that the square footage totals listed in the ASHRAE 62MZ calculator(s) differ 
from the LEED-CI project totals because they are accounting for areas outside of the project scope of work that are served by the 
same HVAC systems, as required.

SPECIAL CIRCUMSTANCES

Upload Files: 1Upload IEQp1-SC. Provide additional documentation that supports the 
claim to special circumstances. (Optional)

The project team is using an alternative compliance approach in lieu of standard submittal paths.

IEQ Prerequisite 1: Minimum Indoor Air Quality Performance  
Compliance Documented:

Y

SUMMARY

Check Compliance
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APPENDIX

Select all that apply to the project building:

Mechanical Ventilation Multiple Zone Unit

Mechanical Ventilation Single Zone Unit

Mechanical Ventilation 100% Outside Air

Natural Ventilation
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EPA Floors Ventilation Checklist Updated:  11/16/15

Floors  AHU #
Meets Minimum 

Requirements @ Zones 
Meets Minimum OA 
Requirements at AHU

Original Lease (BAFO/FPR) 
AHU Upgrades

SLA 2: AHU Load Occupancy Accommodations
 (if needed)

ASHRAE 55

1/2 1 Phase 5 Phase 5 Phase 5 End of Phase 5 Completion. Est. 6/2016 End of Phase 5 Completion

3/4 2 Complete

*Verification 

measurement 11/5.  

Syska reviewing report

Complete  End of Phase 5.  Est. 6/2016 End of Phase 5 Completion

8/7 4 8‐ Phase 4 Phase 4 End of Phase 5 Completion. Est. 10/2016 End of Phase 5 Completion

9/10 5
10‐ Complete

9‐ Phase 4

Extra damper open to 

allow for more OA until 

9th floor is complete

Complete  End of Phase 4 Completion. Est. 4/2016 End of Phase 5 Completion

11/12 6 Complete  Complete Complete  Complete End of Phase 5 Completion

13/14 7
13 ‐ Phase 4

14 ‐ Complete

*Verification 

measurement done on 

11/5.  Syska reviewing 

report

Complete End of Phase 4 Completion. Est. 4/2016 End of Phase 5 Completion

15/16 8 Complete

*Verification 

measurement 11/5.  

Syska reviewing report

Complete Complete End of Phase 5 Completion

17/18/19 9 Complete

*Verification 

measurement 11/5.  

Syska reviewing report

Complete
Work scheduled for 11/21 and 12/5. Report 

will be completed by 12/14. 
End of Phase 5 Completion

Phase Floors
Phase 1 3,10,11,12

Phase 2 14,15,16

Phase 3 17,18,19

Phase 4 8.9,13

Phase 5 6,7,2,1 *EPA is only 2fl Fitness

* If found that outside air is below design number, extra dampers will be open as an interim fix.  
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SECTION 120.1 – REQUIREMENTS FOR VENTILATION

SECTION 120.1 – REQUIREMENTS FOR VENTILATION 
All nonresidential, high-rise residential, and hotel/motel occupancies shall comply with the requirements of Section 
120.1(a) through 120.1(e). 

(a) General Requirements.

1. All enclosed spaces in a building shall be ventilated in accordance with the requirements of this section and 
the California Building Code. 

EXCEPTION to Section 120.1(a)1: Refrigerated warehouses and other spaces or buildings that are not 
normally used for human occupancy and work. 

2. The outdoor air-ventilation rate and air-distribution assumptions made in the design of the ventilating 
system shall be clearly identified on the plans required by Section 10-103 of Title 24, Part 1. 

(b) Design Requirements for Minimum Quantities of Outdoor Air. Every space in a building shall be designed 
to have outdoor air ventilation according to Item 1 or 2 below: 

1. Natural ventilation.

A. Naturally ventilated spaces shall be permanently open to and within 20 feet of operable wall or roof 
openings to the outdoors, the openable area of which is not less than 5 percent of the conditioned floor 
area of the naturally ventilated space. Where openings are covered with louvers or otherwise 
obstructed, openable area shall be based on the free unobstructed area through the opening.  

EXCEPTION to Section 120.1(b)1A: Naturally ventilated spaces in high-rise residential dwelling 
units and hotel/motel guest rooms shall be open to and within 25 feet of operable wall or roof openings 
to the outdoors. 

B. The means to open required operable openings shall be readily accessible to building occupants 
whenever the space is occupied. 

2. Mechanical ventilation. Each space that is not naturally ventilated under Item 1 above shall be ventilated 
with a mechanical system capable of providing an outdoor air rate no less than the larger of: 

A. The conditioned floor area of the space times the applicable ventilation rate from TABLE 120.1-A; or 

B. 15 cfm per person times the expected number of occupants. 

For meeting the requirement in Section 120.1(b)2B for spaces without fixed seating, the expected 
number of occupants shall be either the expected number specified by the building designer or one half 
of the maximum occupant load assumed for egress purposes in the CBC, whichever is greater. For 
spaces with fixed seating, the expected number of occupants shall be determined in accordance with the 
CBC.

EXCEPTION to Section 120.1(b)2: Transfer air. The rate of outdoor air required by Section 120.1(b)2 
may be provided with air transferred from other ventilated spaces if: 

A. None of the spaces from which air is transferred have any unusual sources of indoor air 
contaminants; and 

B. The outdoor air that is supplied to all spaces combined, is sufficient to meet the requirements of 
Section 120.1(b)2 for each space individually. 

(c) Operation and Control Requirements for Minimum Quantities of Outdoor Air.

1. Times of occupancy. The minimum rate of outdoor air required by Section 120.1(b)2 shall be supplied to 
each space at all times when the space is usually occupied. 

EXCEPTION 1 to Section 120.1(c)1: Demand control ventilation. In intermittently occupied spaces that 
do not have processes or operations that generate dusts, fumes, mists, vapors or gasses and are not provided 
with local exhaust ventilation (such as indoor operation of internal combustion engines or areas designated 
for unvented food service preparation), the rate of outdoor air may be reduced if the ventilation system 
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3. Measured outdoor air rates of constant volume mechanical ventilation and space-conditioning systems shall 
be within 10 percent of the required outside air rate. 

TABLE 120.1-A  MINIMUM VENTILATION RATES 
TYPE OF USE CFM PER SQUARE FOOT OF  

CONDITIONED FLOOR AREA 

Auto Repair Workshops 1.50 

Barber Shops 0.40 

Bars, cocktail lounges, and casinos 0.20 

Beauty shops 0.40 

Coin-operated dry cleaning 0.30 

Commercial dry cleaning 0.45

High-rise residential Ventilation Rates Specified by the CBC 

Hotel guest rooms (less than 500 ft²) 30 cfm/guest room 

Hotel guest rooms (500 ft² or greater) 0.15 

Retail stores 0.20 

All others 0.15 
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